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DIGITAL LOAD CONTROL SYSTEM
PROVIDING POWER AND
COMMUNICATION VIA EXISTING POWER
WIRING

BACKGROUND OF THE INVENTION

1. Field of the Invention

The present invention relates to a load control system for
controlling the amount of power delivered to an electrical
load, such as a lighting load. More particularly, the present
invention relates to a “two-wire” load control system having
load control devices that receive both power and communi-
cation over two wires from a digital controller that is easily
configured without the need for a computer or an advanced
commissioning procedure. In addition, the present invention
relates to a two-wire load control system having a plurality of
load control devices and a digital controller that may be
installed in a pre-existing electrical network without requir-
ing any additional wiring. Further, the present invention
relates to a two-wire load control system having controllers
that respond to a plurality of input devices and transmit digital
messages and power over two wires to load control devices
without interfering with other control devices on the electrical
network.

2. Description of the Related Art

In order for a gas discharge lamp, such as a fluorescent
lamp, to illuminate, the lamp is typically driven by a ballast.
The ballast may be mounted in a lighting fixture in which the
fluorescent lamp is located, or to a junction box adjacent the
lighting fixture. Electronic ballasts receive alternating-cur-
rent (AC) mains line voltage from an AC power source and
convert the AC mains line voltage to an appropriate voltage
waveform to drive the lamp. Many ballasts are simply switch-
ing (or non-dim) ballasts that are only able to turn the con-
nected fluorescent lamp on and off. To control a switching
ballast, a standard wallbox-mounted mechanical switch is
simply coupled in series electrical connection between the
AC power source and the ballast, such that a user turns the
fluorescent lamp on and off by toggling the mechanical
switch. Multiple switching ballasts may be coupled to a single
mechanical switch, such that multiple fluorescent lamps can
be turned on and off together in response to actuations of the
single mechanical switch.

In contrast, dimming ballasts allow for control of the inten-
sity ofthe controlled fluorescent lamp from a minimum inten-
sity (e.g., approximately 5%) to a maximum intensity (e.g.,
approximately 100%). A typical prior art dimming ballast is
operable to control the intensity of the controlled fluorescent
lamp in response to a phase-control voltage (i.e., a dimmed-
hot voltage) received from a dimmer switch. The dimmer
switch is electrically coupled between the AC power source
and the ballast (i.e., in the place of the mechanical switch that
controls a non-dim ballast) and generally requires a connec-
tion to the neutral side of the AC power source. There are
typically three electrical connections to the prior art elec-
tronic dimming ballast: a switched-hot connection, a
dimmed-hot connection, and a neutral connection. The
switched-hot connection receives a switched-hot voltage,
which may be generated by a relay of the dimmer switch for
turning the controlled lamp and the ballast on and off. The
ballast receives the phase-control voltage at the dimmed-hot
connection and is operable to determine a desired lighting
intensity in response to the length of a conduction period of
the phase-control voltage.

It is often desirable to upgrade a non-dim ballast installa-
tion to have a dimming ballast to thus allow the user to adjust
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the intensity of the fluorescent lamp. In a standard non-dim
installation, there is typically only one electrical wire (i.e., a
switched-hot voltage) coupled between the electrical wallbox
of'the mechanical switch and the lighting fixture in which the
ballast is located. Moreover, a neutral wire connection
coupled to the neutral side of the AC power source may not be
available in the wallbox where the mechanical switch is
located. However, it is desirable to replace the non-dim bal-
last with the dimming ballast and to replace the mechanical
switch with the dimmer switch without running any addi-
tional electrical wiring between the dimmer switch and the
dimming ballast (i.e., using only the pre-existing wiring).
Running additional wiring can be very expensive, due to the
cost of the additional electrical wiring as well as the cost of
installation. Typically, installing new electrical wiring
requires a licensed electrician to perform the work (where
simply replacing one ballast with another ballast without
running new wiring may not require a licensed electrician). In
addition, if the pre-existing wiring from the mechanical
switch to the ballast runs behind a fixed ceiling or wall (e.g.,
one comprising plaster or expensive hardwood), the electri-
cian may need to breach the ceiling or wall to install the new
electrical wiring, which will thus require subsequent repair.

A further complication may arise when the existing ceiling
contains asbestos. So long as the asbestos is not disturbed, it
presents a minimal health hazard and may be left in place.
However, if new wiring must be installed between the dimmer
switch and the dimming ballast, then the asbestos must be
remediated. Such remediation must be performed by spe-
cially trained personnel. Also, the removed asbestos and
assorted building materials must be handled as hazardous
waste. The process is expensive and time consuming. There-
fore, the prior art three-wire dimming ballast does not work
well in retrofit installations as described above because the
ballast requires two electrical connections—not one—be-
tween the dimmer switch and the ballast (i.e., the switched-
hot voltage and the dimmed-hot voltage) and the dimmer
switch requires connection to a neutral wire coupled to the
neutral side of the AC power source in addition to the hot wire.

Some prior art dimming ballasts require only two connec-
tions (a dimmed-hot connection for receiving the phase-con-
trol voltage and a neutral connection) and thus only a single
electrical connection need be made between the dimmer
switch and the two-wire dimming ballast. Such prior art two-
wire dimming ballasts receive power (for driving the con-
trolled lamp) and the phase-control voltage (for determining
the desired lighting intensity) over the single electrical con-
nection between the dimmer switch and the two-wire dim-
ming ballasts. The desired lighting intensity is proportional to
the conduction period of the phase-control voltage. Accord-
ingly, these two-wire ballasts may be installed in retrofit
installations to replace non-dim ballast withouts running any
additional electrical wiring. A single dimmer switch may
control the intensities of multiple two-wire dimming ballasts
coupled to receive the phase-control voltage from the dimmer
switch. However, the dimmer switch is only able to control
the two-wire dimming ballasts in unison since each ballast
receives the identical phase-control voltage from the dimmer
switch. The dimmer switch cannot individually control the
intensities of each of the ballasts coupled to the dimmer
switch. Prior art two-wire ballasts are described in greater
detail in commonly-assigned U.S. Pat. No. 6,111,368, issued
Aug. 29, 2000, entitled SYSTEM FOR PREVENTING
OSCILLATIONS INAFLUORESCENT LAMP BALLAST,
and U.S. Pat. No. 6,452,344, issued Sep. 17, 2002, entitled
ELECTRONIC DIMMING BALLAST, the entire disclo-
sures of which are hereby incorporated by reference.
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Some load control systems have digital electronic dim-
ming ballasts that allow control of individual lighting fixtures
or groups of lighting fixtures independently of the electrical
circuits to which the ballasts are wired for receiving power.
Such load control systems typically have a controller coupled
to the ballasts via a wired (low-voltage) digital communica-
tion link (distinct from the power wiring) to allow for the
communication of digital messages between the controller
and the ballasts. For example, the controller and ballasts may
communicate using the industry-standard Digital Address-
able Lighting Interface (DALI) communication protocol. The
DALI protocol allows each DALI ballast in the load control
system to be assigned a unique digital address, to be pro-
grammed with configuration information (such as, for
example, preset lighting intensities), and to control a fluores-
cent lamp in response to commands transmitted via the com-
munication link. Typically, a trained installer is required to
perform an advanced commissioning procedure using a per-
sonal computer (PC) or other advanced programming tool to
program the unique digital address and configuration infor-
mation of the DALI ballasts.

Some DALI controllers may provide a user interface that
allows for control of the ballasts of the load control system. In
addition, the load control system may include, for example,
wall-mounted keypads or handheld devices, such as infrared
(IR) remote controls or personal digital assistants (PDA), for
controlling the electronic dimming ballasts. The IR com-
mands are received by an IR receiving sensor that sends
appropriate commands to the controlled ballasts. In addition
to IR receiving sensors, the load control system may also
include daylight sensors or occupancy sensors. The daylight
and occupancy sensors monitor the condition (e.g., the ambi-
ent light level or motion from an occupant, respectively) of a
space and send appropriate commands to the controlled bal-
lasts in response to the sensed conditions in the space.
Examples of digital electronic dimming ballasts are described
in greater detail in commonly-assigned U.S. Pat. No. 7,619,
539, issued Nov. 17, 2009, entitled MULTIPLE-INPUT
ELECTRONIC DIMMING BALLAST WITH PROCES-
SOR, and U.S. Pat. No. 8,035,529, issued Oct. 11, 2011,
entitled DISTRIBUTED INTELLIGENCE BALLAST SYS-
TEM, the entire disclosures of which are hereby incorporated
by reference.

The prior art digital dimming ballasts require that the wired
digital communication link is coupled to each of the bal-
lasts—in addition to the power wiring—and thus are not well
suited to retrofit installations, where the digital dimming bal-
lasts are replacing non-dimming ballasts. To address these
limitations, some prior art control systems have provided for
digital communication between control devices over the
existing power wiring coupled to the devices. For example, in
apower-line carrier (PLC) communication system, such as an
X10 control system, the control devices are able to modulate
high-frequency digital messages on the AC mains line voltage
provided on the power wiring (e.g., referenced between hot
and neutral of the AC power source). Examples of power-line
carrier communication systems are described in greater detail
in U.S. Pat. No. 4,200,862, issued Apr. 29, 1980, entitled
APPLIANCE CONTROL, and U.S. Pat. No. 4,418,333,
issued Nov. 29, 1983, entitled APPLIANCE CONTROL
SYSTEM, the entire disclosures of which are hereby incor-
porated by reference.

However, such power-line carrier communication systems
have many disadvantages that have prevented the systems
from enjoying wide commercial success. Typically, the con-
trol devices of power-line carrier communication systems
require connections to both the hot side and the neutral side of
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the AC power source, which connections may not both be
available in the electrical wallboxes of a retrofit installation.
In addition, since the control devices reference the transmit-
ted signals between hot and neutral, the signals are able to
travel throughout the power system, and thus may cause noise
and interference with other control devices coupled to the
power system. Often, such systems require back filters to
prevent the communication signals from being transmitted
throughout the power system. In addition, large reactive ele-
ments (i.e., capacitances) coupled across the AC power
source can attenuate the digital messages transmitted by the
control devices thus degrading the quality of the transmitted
digital messages and decreasing the reliability of the commu-
nications of the system.

Attempts have been made to design power-line control
systems that avoid the disadvantages of the above-referenced
prior art power-line carrier communication systems. U.S. Pat.
No. 5,264,823, issued Nov. 23, 1993, entitled POWER LINE
COMMUNICATION SYSTEM (referred to herein as the
’823 patent), discloses a system in which data is transmitted
on a power line by means of momentary interruptions of the
power at or near the zero-crossings of an AC waveform. The
’823 patent teaches that different patterns of interruptions can
represent different digital “words.” The interruptions form
“notches” in an otherwise sinusoidal AC waveform. A
receiver is configured to detect the presence of the “notches,”
to compare detected patterns of “notches” with pre-stored
values, and to respond if a match is found with a detected
pattern.

The *823 patent proposes techniques for detecting power
interruptions at or near zero-crossings, a number of which
techniques are complex and subject to error. For example, a
power interruption that occurs near a zero-crossing, as the
’823 patent proposes, may not be reliably detected due to the
existence of “noise” on the AC mains line. A power interrup-
tion that occurs away from a zero-crossing, according to the
’823 patent, assertedly can be detected by “pattern recogni-
tion of some sort” or by performing “a fast Fourier transform
of the waveform™ and looking for “selected high order coet-
ficients to detect a notch.” Such processes would be costly and
complex to implement, and would also be susceptible to
errors due to the existence of “noise” on the AC mains line.
The system disclosed in the *823 patent also has very low data
transfer rates, with at most one bit being transferred per
complete AC cycle. A multi-bit message would occupy at
least as many complete AC cycles in the *823 patent, and
potentially twice as many cycles if consecutive positive half-
cycles or zero-crossings were used.

U.S. Pat. No. 6,784,790, issued Aug. 31, 2004, entitled
SYNCHRONIZATION/REFERENCE PULSE-BASED
POWERLINE PULSE POSITION MODULATED COM-
MUNICATION SYSTEM (referred to herein as the *790
patent), discloses a system in which control devices generate
high frequency voltage pulses on the AC mains line voltage
and transmit data by means of timed intervals between the
pulses. In an attempt to avoid communication errors as a
result of the attenuation of transmitted signals (which is a
problem of the prior art power-line carrier communication
systems), the *790 patent proposes use of the high-frequency
voltage pulses that occur near zero-crossings and whose mag-
nitude is much larger, relative to the AC power line voltage,
than the carrier voltage pulses utilized in earlier prior art
power-line carrier communication systems.

The system disclosed in the 790 patent involves superim-
posing a carrier signal on AC mains voltage. The transmitter
in the >790 patent requires a connection to both the hot side
and the neutral side of the AC power source and thus would
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not work in many retrofit situations. The high-frequency volt-
age pulses are generated near the zero-crossings of the AC
power source and may produce noise that could cause com-
munication errors at other control devices. In addition, since
the high-frequency pulses generated by the control devices of
the >790 patent look very similar to typical noise generated by
other electrical devices on the AC mains line voltage, the
control devices may be susceptible to communication recep-
tion errors. Further, and despite their magnitude relative to AC
mains voltage, the pulses proposed in the *790 patent would
be susceptible to attenuation due to large reactive elements
coupled across the AC power source.

U.S. Pat. No. 8,068,014, issued Nov. 29, 2011, entitled
SYSTEM FOR CONTROL OF LIGHTS AND MOTORS,
discloses a system in which data is transmitted by means of a
carrier signal superimposed on the load current of an isolated
load control system rather than AC mains line voltage. The
system includes a transmitting device coupled in series
between an AC power source and a load control device, which
is coupled to an electrical load for regulating the load current
conducted through the load. If there are multiple load control
devices in a current-carrier communication system, the load
current that is conducted by the transmitting device is divided
between the multiple load control devices. Accordingly, the
magnitude of each high-frequency digital message modu-
lated onto the load current is attenuated (i.e., by current divi-
sion) and the quality of the digital messages may be degraded.

Despite decades of attempts to develop practical power line
carrier lighting control systems, there continues to be a need
for apparatus that can reliably communicate data over a single
power line between a dimmer switch and an electronic dim-
ming ballast in a low-cost lighting control system. There also
continues to be a need for low cost apparatus that can reliably
and selectively control a plurality of fluorescent or light-
emitting diode (LED) lighting fixtures connected to a single
controller by a single power line. In addition, there continues
to be a need for low cost PLC apparatus that is suitable for
upgrading a simple, non-dim lighting system to a dimmed
lighting system without the need for additional wiring or a
complex commissioning process.

SUMMARY OF THE INVENTION

As described herein, a two-way load control system for
controlling an electrical load receiving power from an alter-
nating-current (AC) power source comprises a power device
(e.g., a load control device for controlling the electrical load
or an input device) and a controller that is adapted to be
coupled in series electrical connection between the AC power
source and the power device. The load control system may be
installed without requiring any additional wires to be run. The
power device receives both power and communication from
the controller over two wires (e.g., the pre-existing wiring).
The controller may be coupled to the neutral side of the AC
power source (if available), but does not require a connection
to neutral.

Rather than modulating high-frequency digital messages
or pulses onto the AC mains line voltage to communicate with
the power devices, the controller generates a phase-control
voltage having a variable timing edge (i.e., phase angle).
Specifically, the controller transmits “forward” digital mes-
sages to the power devices by modulating the timing edges of
the phase-control voltage relative to a reference edge, i.e.,
digital information is encoded in the timing between the
edges. The timing of the edges of the phase-control voltage
can be controlled precisely by the controller and detected
reliably by each power device, which does not require a
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zero-crossing detector to detect the timing edges of the phase-
control voltage. Each power device is operable to transmit a
“reverse” digital message to the controller and the other
power devices of the load control system in response to
receiving a forward digital message. Specifically, the power
device is operable to modify the phase-control voltage gen-
erated by the controller to transmit reverse digital messages.

Since the controller generates a phase-control voltage for
communicating digital information to the power device, the
electrical hardware of the controller is very similar to that of
a standard dimmer switch. In addition, the controller is able to
“swallow” the phase-control signal, such that the phase-con-
trol signal only exists on the power wiring between the con-
troller and the power device, and does not generate noise that
interferes with other control devices coupled to the power
wiring. In other words, the phase-control signal only travels
downstream from the controller to the power device, and not
upstream from the controller to the AC power source. Since
the controller and the power devices do not modulate high-
frequency digital messages onto the AC mains line voltage,
large reactive elements coupled across the AC power source
do not degrade the quality of the digital messages transmitted
by the controller to the power device.

The load control system may comprise a plurality of power
devices. For example, the load control system may comprise
aplurality of load control devices that are operable to control
respective electrical loads and are coupled to the controller
via a single circuit wiring. Different types of load control
devices may be mixed on a single circuit and controlled by the
controller. The load control devices may comprise, for
example, a dimming ballast for driving a gas-discharge lamp;
a light-emitting diode (LED) driver for driving an LED light
source; a dimming circuit for controlling the intensity of a
lighting load; a screw-in luminaire including a dimmer circuit
and an incandescent or halogen lamp; a screw-in luminaire
including a ballast and a compact fluorescent lamp; a screw-in
luminaire including an LED driver and an LED light source;
an electronic switch, controllable circuit breaker, or other
switching device for turning an appliance on and off; a plug-in
load control device, controllable electrical receptacle, or con-
trollable power strip for controlling one or more plug-in
loads; a motor control unit for controlling a motor load, such
as a ceiling fan or an exhaust fan; a drive unit for controlling
a motorized window treatment or a projection screen; motor-
ized interior or exterior shutters; a thermostat for a heating
and/or cooling system; a temperature control device for con-
trolling a setpoint temperature of an HVAC system; an air
conditioner; a compressor; an electric baseboard heater con-
troller; a controllable damper; a variable air volume control-
ler; a fresh air intake controller; a ventilation controller; a
hydraulic valves for use radiators and radiant heating system;
a humidity control unit; a humidifier; a dehumidifier; a water
heater; a boiler controller; a pool pump; a refrigerator; a
freezer; a television or computer monitor; a video camera; an
audio system or amplifier; an elevator; a power supply; a
generator; an electric charger, such as an electric vehicle
charger; and an alternative energy controller.

The load control system may be configured and re-config-
ured without requiring a computer or an advanced commis-
sioning procedure and without requiring access to the power
devices (which may be remotely located and not easily acces-
sible). Since the power devices are operable to transmit
reverse digital message to the controller, the controller is able
to assigned unique addresses to each of the power devices by
transmitting forward digital messages to the power devices,
for example, using a “soft addressing” procedure. The power
devices may also be assigned to groups (i.e., Zzone), such that
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the controller is able transmit digital messages to the power
devices to control the loads individually or in the groups. In
particular, when the power devices comprise ballasts, the
ballasts may be installed just like a prior art non-dim ballast
since the ballasts are each assigned a link address during the
soft addressing procedure. Prior to being assigned link
addresses by the controller, the power devices are operable to
work out-of-box as a single group. In addition, the load con-
trol system provides for easy replacement of missing or faulty
power devices. When a missing or faulty power device is
replaced by a new power device, the controller is able to
automatically detect the new power device and to program the
new power device with the operational settings of the old
power device. Since the load control system may be installed
without requiring any additional wiring and is easily pro-
grammed, the load control system may be configured prior to
shipment as a pre-programmed system that can simply be
installed and is then fully operational immediately upon first
power up.

Further, the load control system may comprise a plurality
of controllers, each coupled to one or more load control
devices via a separate circuit wiring. In addition, the control-
lers may be operable to transmit digital messages to the load
control devices to control the loads in response to input sig-
nals received from input devices to allow for both local and
central control of the loads. For example, the controllers may
be operable to receive radio-frequency (RF) signals from a
plurality of RF transmitters. Accordingly, the controllers may
be operable to control the electrical loads in response to the
RF transmitters in groups that are independent of the separate
circuit wirings. The input devices (i.e., the RF transmitters
and the power devices) of the load control system may com-
prise, for example, occupancy sensors, vacancy sensors, day-
light sensors, radiometers, cloudy-day sensors, temperature
sensors, humidity sensors, pressure sensors, smoke detectors,
carbon monoxide detectors, air-quality sensors, security sen-
sors, proximity sensors, fixture sensors, partition sensors,
keypads, battery-powered remote controls, kinetic or solar-
powered remote controls, key fobs, cell phones, smart
phones, tablets, personal digital assistants, personal comput-
ers, laptops, timeclocks, audio-visual controls, safety
devices, power monitoring devices (such as power meters,
energy meters, utility submeters, utility rate meters), central
control transmitters, residential, commercial, or industrial
controllers, or any combination of these input devices.

Because the power devices are able to transmit the reverse
digital messages in response to receiving forward digital mes-
sages, the controller can receive feedback information from
the power devices. For example, when the power devices
comprise ballasts, the ballasts may transmit present light
intensities of the controlled lamps or information regarding
lamp status information (such as indications of missing or
failed lamps) to the controller. Alternatively, an occupancy
sensor could transmit information regarding occupancy and
vacancy conditions and a daylight sensor could transmit a
measured light level to the controller. The controller could be
operable to transmit the received feedback information to an
external device, such as a central controller that is coupled to
a network.

Each power device is able to transmit an acknowledgement
to the controller in response to receiving a forward digital
message, such that the controller is able to confirm that all of
the power devices received the forward digital message.
Accordingly, the controller is operable to transmit new values
of operating settings and updated firmware to the power
devices via forward digital messages. This allows the load
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control system to adapt to new types of power devices and
changes in the functionality of power devices after installa-
tion.

Accordingly, the load control system is able to provide all
of the advantages of a load control system having a two-way
digital communication link without requiring any additional
wiring. This means that the load control system appears the
same as the prior art digital load control systems during
programming and normal operation, but is vastly easier to
install.

Other features and advantages of the present invention will
become apparent from the following description of the inven-
tion that refers to the accompanying drawings.

BRIEF DESCRIPTION OF THE DRAWINGS

FIG. 1 is a simple wiring diagram of a lighting control
system having a plurality of two-wire digital dimming bal-
lasts and a digital ballast controller.

FIG. 2A shows example input devices of the load control
system of FIG. 1.

FIG. 2B shows example form factors of the digital ballast
controller of the load control system of FIG. 1.

FIG. 2C shows example electrical load and load control
devices of the load control system of FIG. 1.

FIG. 3A is a simplified block diagram of a digital ballast
controller.

FIG. 3B is a simplified block diagram of a digital dimming
ballast.

FIGS. 4A and 4B are floor plan diagrams of example instal-
lations of lighting control system in a classroom.

FIG. 5 is a simplified perspective view of a retrofit kit
having a digital dimming ballasts pre-wired to lamp sockets
and mounted to a pan.

FIGS. 6A and 6B are example timing diagrams of a con-
trol-hot voltage generated by a digital ballast controller for
communicating digital messages to a digital dimming ballast.

FIG. 7 is an example diagram of a message structure for a
digital message transmitted by a digital ballast controller to a
digital dimming ballast.

FIG. 8 is an example timing diagram of a control-hot volt-
age showing a start pattern including a unique start symbol
generated by a digital ballast controller for starting a digital
message transmitted to a digital dimming ballasts.

FIG. 9 is a simplified flowchart of a button procedure
executed by a digital ballast controller in response to an
actuation of an actuator of the digital ballast controller.

FIGS. 10A and 10B are simplified flowcharts of a radio-
frequency (RF) message procedure executed by a digital bal-
last controller when a digital message is received from an RF
transmitter.

FIG. 11 is a simplified flowchart of a zero-crossing proce-
dure executed by a ballast controller.

FIG. 12 is a simplified flowchart of a timer interrupt pro-
cedure executed by a digital ballast controller.

FIG. 13 is a simplified flowchart of a data edge procedure
executed by a digital ballast controller.

FIG. 14 is a simplified flowchart of a receiving procedure
executed by a digital dimming ballast to receive a digital
message transmitted by a digital ballast controller.

FIG. 15 is a simplified flowchart of a receive data proce-
dure executed by a digital dimming ballast to determine the
bits of data of a received digital message.

FIG. 16 is an example timing diagram of a control-hot
voltage having two data edges per one reference edge.

FIG. 17 is an example timing diagram of a control-hot
voltage showing a start pattern.
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FIG. 18 is a simplified flowchart of a timer interrupt pro-
cedure executed by a digital ballast controller to generate
reference and data edges of a transmitted digital message.

FIG. 19 is a simplified flowchart of a receiving procedure
executed by a digital dimming ballast to receive a digital
message from a digital ballast controller.

FIG. 20 is a simplified block diagram of a lighting control
system comprising a two-wire digital ballast controller that
does not require a neutral connection and an active load
circuit.

FIG. 21 is a simplified block diagram of a digital ballast
controller and an active load circuit.

FIG. 22 is a simplified block diagram of a lighting control
system comprising a digital dimming ballast that is directly
connected to one or more input devices.

FIG. 23 is a simple wiring diagram of a lighting control
system having a plurality of two-wire LED drivers and a
digital LED controller.

FIG. 24 is a simple wiring diagram of a two-way load
control system having a plurality of two-wire power devices
(e.g., digital dimming ballasts and input devices) and a digital
power device controller.

FIG. 25 is a simplified block diagram of a digital power
device controller.

FIG. 26 is a simplified block diagram of a digital dimming
ballast.

FIG. 27 is a simplified schematic diagram of a power
converter for an electronic ballast.

FIG. 28A is an example diagram of a “forward” digital
message transmitted from a digital power device controller to
a power device and a “reverse” digital message transmitted
from the power device to the digital power device controller.

FIG. 28B is an example timing diagram of a control-hot
voltage showing a start pattern.

FIGS. 29A and 29B are example timing diagrams of a
control-hot voltage and a controller-drop voltage showing
example reverse data patterns of the reverse digital messages.

FIG. 30 is a simplified flowchart of a timer interrupt pro-
cedure executed by a digital power device controller.

FIG. 31 is a simplified flowchart of a forward transmitting
procedure executed by a digital power device controller.

FIG. 32 is a simplified flowchart of a reverse receiving
procedure executed by a digital power device controller.

FIG. 33 is a simplified flowchart of a receive data proce-
dure executed by a digital power device controller.

FIG. 34 is a simplified flowchart of a zero-crossing proce-
dure executed by a digital dimming ballast.

FIG. 35 is a simplified flowchart of a rising edge procedure
executed by a digital dimming ballast.

FIG. 36 is a simplified flowchart of a forward receiving
procedure executed by a digital dimming ballast.

FIG. 37 is a simplified flowchart of a reverse transmitting
procedure executed by a digital dimming ballast.

FIG. 38 is a simplified flowchart of a reverse transmit data
procedure executed by a digital dimming ballast.

FIG. 39A is an example diagram of a message structure for
a digital message transmitted by a digital power device con-
troller to a power device.

FIGS. 39B-39H are simple diagrams of forward digital
messages transmitted from a digital ballast controller to a
power device and reverse digital messages transmitted from
the power device to the digital ballast controller.

FIG. 40 is a simple timing diagram of a control-hot voltage
and a controller-drop voltage showing an example reverse
digital message.

FIG. 41 is a simplified block diagram of an example digital
dimming ballast that is able to communicate via a circuit
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wiring of the load control system, as well as communicate via
a wired digital communication link.

FIG. 42 is a simplified block diagram of an example digital
dimming ballast that is able to communicate and receive
power via a circuit wiring.

FIG. 43 is a simplified block diagram of another example
digital dimming ballast that is able to communicate and
receive power via a circuit wiring.

FIG. 44 is a simplified schematic diagram of an example
power supply for an electronic ballast.

FIG. 45 is a simplified schematic diagram of another
example power supply for an electronic ballast.

DETAILED DESCRIPTION OF THE INVENTION

The foregoing summary, as well as the following detailed
description of the preferred embodiments, is better under-
stood when read in conjunction with the appended drawings.
For the purposes of illustrating the invention, there is shown
in the drawings an embodiment that is presently preferred, in
which like numerals represent similar parts throughout the
several views of the drawings, it being understood, however,
that the invention is not limited to the specific methods and
instrumentalities disclosed.

FIG. 1 is a simple wiring diagram of a load control system
100 having a plurality of two-wire power devices (e.g., two-
wire load control devices, such as two-wire digital dimming
ballasts 110). The two-wire digital dimming ballasts 110 are
coupled to respective lamps 104 for controlling the intensities
of the lamps to a desired lighting intensity L, between a
low-end (i.e., minimum) intensity L, . (e.g., approximately
1%) and a high-end (i.e., maximum) intensity L. (e.g.,
approximately 100%). The load control system 100 also com-
prises a digital ballast controller 120 (i.e., a remote control
device) that is adapted to be coupled in series electrical con-
nection between an alternating-current (AC) power source
102 and the two-wire digital dimming ballasts 110 via a
circuit wiring 114. In other words, each digital dimming
ballast 110 is coupled in series with the digital ballast con-
troller 120 across the AC power source 102. As shown in FIG.
1, the digital ballast controller 120 may be directly coupled to
the neutral side of the AC power source 102. The circuit
wiring 114 may be the pre-existing wiring of the electrical
network of the building in which the load control system 100
is installed and may be located in the interior and exterior of
the building.

The two-wire digital dimming ballasts 110 are coupled in
parallel and receive both power and digital communication
from a control-hot voltage V . (i.e., a phase-control voltage)
that is generated by the digital ballast controller 120 as will be
described in greater detail below. The control-hot voltage
V oz generated by the digital ballast controller 120 differs
from the phase-control voltage received by prior art three-
wire and two-wire dimming ballasts in that the digital dim-
ming ballasts 110 of the load control system 100 do not
determine the desired lighting intensity L, for the respec-
tive lamp 104 in response to the length of the conduction
period of the control-hot voltage V . Rather, the two-wire
digital dimming ballasts 110 of the load control system 100
are able to determine the desired lighting intensity L,z (i.e.,
are controlled to a defined state) in response to the digital
control information (i.e., digital communication messages)
derived from the control-hot voltage V.

As shown in FIG. 1, the digital ballast controller 120 may
be a wallbox device, i.e., adapted to be wall-mounted in a
standard single-gang electrical wallbox, thus replacing a stan-
dard mechanical switch that may have been controlling the
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power delivered to the previous ballasts and lamps prior to
installation of the digital ballast controller. The digital ballast
controller 120 comprises a faceplate 122 and a user interface
that is received in an opening of the faceplate and includes a
toggle actuator 124 and an intensity adjustment actuator 126
for receiving user inputs to control the fluorescent lamps 104.
The digital ballast controller 120 communicates with the
digital dimming ballasts 110 to cause the fluorescent lamps
104 to toggle, i.e., turn off and on, in response to actuations of
the toggle actuator 124. The digital ballast controller 120
increases and decreases the lighting intensity of the fluores-
cent lamps 104 in response to actuations of an upper portion
126A or a lower portion 126B of the intensity adjustment
actuator 126, respectively. The user interface of the digital
ballast controller 120 also includes a plurality of visual indi-
cators 128, e.g., light-emitting diodes (LEDs), which are
arranged in a linear array and are illuminated to provide
feedback of the intensity of the fluorescent lamps 104.

The load control system 100 may also comprise a plurality
of'input devices, for example, wireless transmitters, such as a
wireless occupancy sensor 130, a wireless daylight sensor
140, and a wireless battery-powered remote control 150,
which are operable to transmit digital messages (i.e., input
signals) to the digital ballast controller 120 via radio-fre-
quency (RF) signals 106. The digital ballast controller 120 is
operable to turn the fluorescent lamps 104 on and off and
adjust the intensities of the fluorescent lamps 104 in response
to the digital messages received from the occupancy sensor
130, the daylight sensor 140, and the battery-powered remote
control 150. The wireless transmitters may be operable to
transmit the digital messages to the digital ballast controller
120 according to a predefined RF communication protocol,
such as, for example, one of LUTRON CLEAR CONNECT,
WIFL, ZIGBEE, Z-WAVE, KNX-RF, and ENOCEAN
RADIO protocols. Alternatively, the wireless transmitters
could transmit the digital messages via a different wireless
medium, such as, for example, infrared (IR) signals or sound
(such as voice). The digital ballast controller 120 may be
operable to transmit digital messages to the digital dimming
ballasts 110 via the control-hot voltage V., in response to
receiving RF signals from via a wireless network (i.e., via the
Internet).

Because the digital dimming ballasts 110 are typically
mounted inside metal lighting fixtures, the digital dimming
ballasts 110 are typically not able to receive the RF signals
106 from the wireless transmitters. However, since the digital
ballast controller 120 transmits digital messages to the digital
dimming ballasts 110 via the control-hot voltage V. in
response to receiving the RF signals 106 from the wireless
transmitters, the fluorescent lamps 104 are able to be con-
trolled in response to the wireless transmitters.

During a setup procedure of the load control system 100,
the digital ballast controller 120 is associated with the occu-
pancy sensor 130, the daylight sensor 140, and the battery-
powered remote control 150, for example, by pressing an
actuator on the wireless transmitter and pressing an actuator
on the digital ballast controller (e.g., the toggle actuator 124).
All digital messages transmitted to the digital ballast control-
ler 120 by the occupancy sensor 130, the daylight sensor 140,
and the battery-powered remote control 150 may include a
command and identifying information, for example, a serial
number (i.e., a unique identifier) associated with the wireless
transmitter. The digital ballast controller 120 is responsive to
messages containing the serial numbers of the occupancy
sensor 130, the daylight sensor 140, and the battery-powered
remote control 150 to which the digital ballast controller is
associated.
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The occupancy sensor 130 may be removably mountable to
a ceiling (as shown in FIG. 1) or to a wall, for example, in the
vicinity of (i.e., a space around) the fluorescent lamps 104
controlled by the ballasts 110. The occupancy sensor 130 is
operable to detect occupancy conditions in the vicinity of the
fluorescent lamps, and includes an internal occupancy detec-
tion circuit, e.g., having a pyroelectric infrared (PIR ) detector,
which is housed in an enclosure 132 having a lens 134. The
internal detector is operable to receive infrared energy from
an occupant in the space via the lens 134 to thus sense the
occupancy condition in the space. The occupancy sensor 130
is operable to process the output of the PIR detector to deter-
mine whether an occupancy condition (i.e., the presence of
the occupant) or a vacancy condition (i.e., the absence of the
occupant) is presently occurring in the space, for example, by
comparing the output of the PIR detector to a predetermined
occupancy voltage threshold. Alternatively, the internal
detector could comprise an ultrasonic detector, a microwave
detector, or any combination of PIR detectors, ultrasonic
detectors, and microwave detectors.

The occupancy sensor 130 operates in an “occupied” state
or a “vacant” state in response to the detections of occupancy
or vacancy conditions, respectively, in the space. If the occu-
pancy sensor 130 is in the vacant state and the occupancy
sensor determines that the space is occupied in response to the
PIR detector, the occupancy sensor changes to the occupied
state. The occupancy sensor 130 transmits digital messages
wirelessly via RF signals 106 to the digital ballast controller
120 in response to the present state of the occupancy sensor.
The commands included in the digital messages transmitted
to the digital ballast controller 120 by the occupancy sensor
130 may comprise an occupied command or a vacant com-
mand.

When the fluorescent lamps 104 are off, the digital ballast
controller 120 is operable to turn on the fluorescent lamps in
response to receiving the occupied command from the occu-
pancy sensor 130. The digital ballast controller 120 is oper-
able to turn off the fluorescent lamps 104 in response to
receiving the vacant command from the occupancy sensor
130. If there were more than one occupancy sensor 130 in the
load control system 100, the digital ballast controller 120
would turn on the fluorescent lamps 104 in response to receiv-
ing a first occupied command from any one of the occupancy
sensors, and turn off the fluorescent lamps in response to the
last vacant command received from those occupancy sensors
from which the occupancy sensor received occupied com-
mands. For example, if two occupancy sensors 130 both
transmit occupied commands to the digital ballast controller
120, the digital ballast controller will not turn off the fluores-
cent lamps 104 until subsequent vacant commands are
received from both of the occupancy sensors. Accordingly,
the occupancy sensor 130 provides automatic control and
energy savings by turning off the fluorescent lamps 104 when
the space is unoccupied.

Alternatively, the occupancy sensor 130 could be imple-
mented as a vacancy sensor. The digital ballast controller 120
would only operate to turn off the fluorescent lamps 104 in
response to receiving the vacant commands from the vacancy
sensor. Therefore, if the load control system 100 includes
vacancy sensors, the fluorescent lamps 104 must be turned on
manually (e.g., in response to a manual actuation of the toggle
actuator 124 of the digital ballast controller 120). Examples
of RF load control systems having occupancy and vacancy
sensors are described in greater detail in commonly-assigned
U.S. patent application Ser. No. 12/203,518, filed Sep. 3,
2008, entitled RADIO-FREQUENCY LIGHTING CON-
TROL SYSTEM WITH OCCUPANCY SENSING; U.S.
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patent application Ser. No. 12/203,500, filed Sep. 3, 2008,
entitled BATTERY-POWERED OCCUPANCY SENSOR;
and U.S. patent application Ser. No. 12/371,027, filed Feb. 13,
2009, entitled METHOD AND APPARATUS FOR CON-
FIGURING A WIRELESS SENSOR, the entire disclosures
of which are hereby incorporated by reference.

The daylight sensor 140 is mounted so as to measure a total
light intensity in the space around the daylight sensor (i.e., in
the vicinity of the fluorescent lamps 104). The daylight sensor
140 includes an internal photosensitive circuit, e.g., a photo-
sensitive diode, which is housed in an enclosure 142 having a
lens 144 for conducting light from outside the daylight sensor
towards the internal photosensitive diode. The daylight sen-
sor 140 is responsive to the total light intensity measured by
the internal photosensitive circuit. Specifically, the daylight
sensor 140 is operable to wirelessly transmit digital messages
including a value representative of the total light intensity to
the digital ballast controller 120 via the RF signals 106. The
digital ballast controller 120 automatically adjusts the light-
ing intensities of the fluorescent lamps 104 in response to the
total light intensity measured by the daylight sensor 140, so as
to reduce the total power consumed by the load control sys-
tem 100. If there is more than one daylight sensor 140 in the
load control system 100, the digital ballast controller 120 may
be operable to, for example, average the values of the total
light intensities measured by multiple daylight sensors 140
and then adjust the intensities of the fluorescent lamps 104 in
response to the average of the values of the total light inten-
sities measured by multiple daylight sensors. Examples of RF
load control systems having daylight sensors are described in
greater detail in commonly-assigned U.S. patent application
Ser.No. 12/727,956, filed Mar. 19, 2010, entitled WIRELESS
BATTERY-POWERED DAYLIGHT SENSOR, and U.S.
patent application Ser. No. 12/727,923, filed Mar. 19, 2010,
entitted METHOD OF CALIBRATING A DAYLIGHT
SENSOR, the entire disclosures of which are hereby incor-
porated by reference.

The battery-powered remote control 150 comprises an on
button 152, an off button 154, a raise button 155, a lower
button 156, and a preset button 158 for providing manual
control of the fluorescent lamps 104 by a user of the load
control system 100. The remote control 150 is operable to
transmit digital messages including commands to control the
fluorescent lamps 104 to the digital ballast controller 120 in
response to actuations of the buttons 152-158. Specifically,
the battery-powered remote control 150 simply transmits
information regarding which of the buttons 152-158 was
actuated to the digital ballast controller 120 via the RF signals
106. The digital ballast controller 120 turns the fluorescent
lamps 104 on and off in response to actuations of the on button
152 and the off button 154 of the remote control 150, respec-
tively. The digital ballast controller 120 raises and lowers the
intensity of the fluorescent lamps 104 in response to actua-
tions of the raise button 155 and the lower button 156, respec-
tively. The digital ballast controller 120 controls the intensity
of each of the fluorescent lamps 104 to a preset intensity in
response to actuations of the preset button 158. Examples of
battery-powered remote controls are described in greater
detail in commonly-assigned U.S. patent application Ser. No.
12/399,126, filed Mar. 6, 2009, entitled WIRELESS BAT-
TERY-POWERED REMOTE CONTROL HAVING MUL-
TIPLE MOUNTING MEANS, and U.S. Pat. No. 7,573,208,
issued Aug. 22, 1009, entitled METHOD OF PROGRAM-
MING A LIGHTING PRESET FROM A RADIO-FRE-
QUENCY REMOTE CONTROL the entire disclosures of
which are hereby incorporated by reference.
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The load control system 100 may comprise a plurality of
occupancy sensors 130, daylight sensors 140, and battery-
powered remote controls 150 for providing local control of
the fluorescent lamps 104. In addition, the load control sys-
tem 100 may comprise additional types of input devices as
shown in FIG. 2A. The additional input devices of the load
control system 100 may comprise a wall-mounted occupancy
sensor 250, a temperature sensor 252, a radiometer, a cloudy-
day or shadow sensor, a humidity sensor, a pressure sensor, a
smoke detector, a carbon monoxide detector, an air-quality
sensor, a security sensor, a proximity sensor, a fixture sensor,
a wall-mounted keypad 254, a remote control keypad 255, a
kinetic or solar-powered remote control, a key fob, a cell
phone, a smart phone 256, a tablet 258, a personal digital
assistant (PDA), a personal computer 259, a laptop, a time-
clock, an audio-visual control, safety devices (such as fire
protection, water protection, and medical emergency
devices), a power monitoring device (such as a power meter,
an energy meter, a utility submeter, and a utility rate meter), or
any residential, commercial, or industrial controller. In addi-
tion, the input devices may comprise one or more partition
switches that transmit RF signals in dependence upon
whether a partition is opened or closed. The input devices
may further comprise a central control transmitter to allow for
central control of the fluorescent lamps 104. Specifically, the
central control transmitter may be adapted to transmit a digi-
tal message including one of: a timeclock command, a load
shed command, a demand response command, a peak
demand command, or time-of-day pricing information. In
addition, the digital ballast controller 120 could be operable
to transmit information, such as the status and energy con-
sumption of the controlled loads, back to the central control
transmitter or one of the other input devices. One or more of
the different types of input devices may be provided in a
single load control system.

Alternatively, the input devices could comprise wired
transmitters operable to transmit control signals to the con-
troller via a wired control link, for example, a digital com-
munication link operating in accordance with a predefined
communication protocol (such as, for example, one of Ether-
net, IP, XML, Web Services, QS, DMX, BACnet, Modbus,
LonWorks, and KNX protocols), a serial digital communica-
tion link, an RS-485 communication link, an RS-232 com-
munication link, a digital addressable lighting interface
(DALI) communication link, a LUTRON ECOSYSTEM
communication link, or an analog control link. In addition,
the wired transmitter could be adapted to produce one of a
line-voltage control signal, a phase-control signal, a 0-10V
control signal, and a contact closure output control signal.

Alternatively, the digital ballast controller 120 may com-
prise different user interfaces and form factors as shown in
FIG. 2B. The user interface of the digital ballast controller
120 may not include the visual indicators 128 for providing
feedback and may comprise different button combinations
than that shown in FIG. 2B. In addition, the user interface of
the digital ballast controller 120 could also include a lens in
the front surface for directing infrared energy from an occu-
pant to an internal occupancy detection circuit (similar to that
of the occupancy sensor 130) for detecting occupancy and
vacancy conditions. The digital ballast controller 120 may not
include the user interface, but could simply comprise an in-
wall device 260 adapted to be mounted inside an electrical
wallbox and to receive the RF signals from the wireless occu-
pancy sensor 130, the wireless daylight sensor 140, and the
wireless battery-powered remote control 150. In addition, the
digital ballast controller 120 could alternatively be mounted
to a ceiling, in an electrical panel, to a DIN rail in an electrical
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closet (e.g., device 262 in FIG. 2B), directly to a lighting
fixture in which one of the digital dimming ballasts 110 is
installed, or to a junction box behind a wall or above a ceiling
(e.g., device 264 in FIG. 2B). The digital ballast controller
120 may also comprise a printed circuit board mounted in an
enclosure or in a power panel, for example, as shown and
described in greater detail in commonly-assigned U.S. Pat.
No. 5,808,417, issued Sep. 15, 1998, entitled LIGHTING
CONTROL SYSTEM WITH CORRUGATED HEAT SINK,
the entire disclosure of which is hereby incorporated by ref-
erence. Further, the digital ballast controller 120 could com-
prise a multi-zone lighting control device 266, such as a
GRAFIK EYE control unit, which is adapted to be mounted
in a multi-gang electrical wallbox and has an advanced user
interface for configuring and adjusting the controlled lighting
loads.

The ballasts 110 could alternatively be digital switching
ballasts that are only responsive to digital messages transmit-
ted by the digital ballast controller 120 that include com-
mands to turn the respective lamps on and off. The digital
switching ballasts would not be responsive to commands to
adjust the intensity of the respective lamp 104 across the
dimming range of the ballast, i.e., between the low-end inten-
sity L, - and the high-end intensity [,,.. However, the digital
switching ballasts may be operable to adjust the high-end
intensity L in response to digital messages received from
the digital ballast controller 120.

In addition, the ballasts 110 could alternatively be digital
bi-level switching ballasts that are each able to individually
control (e.g., turn off and on) a plurality of lamps (e.g., two or
three lamps per ballast). For example, a bi-level switching
ballast controlling three lamps may be operable to turn all
three lamps on to provide a maximum intensity, turn one lamp
off and two lamps on to provide a first dimmed level, turn two
lamps off and one lamp on to provide a second dimmer level
(less than the first dimmed level), and turn all lamps off. The
digital ballast controller 120 may transmit specific bi-level
switching commands to the ballast 110 when the ballasts are
bi-level switching ballasts (e.g., commands to turn on one
lamp, turn of two lamps, etc.). Alternatively, a bi-level switch-
ing ballast may be responsive to commands to adjust the
intensity to any level across the dimming range of a standard
dimming ballast, i.e., between the low-end intensity [, and
the high-end intensity L. For example, the bi-level switch-
ing ballast may turn on all three lamps in response to receiv-
ing a command to control the lamps to 100%, may turn on two
lamps in response to receiving a command to control the
lamps to less than 100%, but greater than or equal to 50%,
may turn on one lamp in response to receiving a command to
control the lamps to less than 50%, but greater than 0%, and
may turn off the lamps in response to receiving a command to
control the lamps to 0%. The bi-level switching ballasts pro-
vide lower cost alternatives to standard dimming ballasts
when only a few discrete dimmed levels are required for an
installation. For example, a bi-level switching ballast may
only turn one lamp of three lamps on in response to an occu-
pancy sensor (e.g., the occupancy sensor 130) detecting an
occupancy condition, and may turn on all lamps in response
to an actuation of a button of a remote control device (e.g., the
remote control device 150).

Further, the ballasts 110 could alternatively be emergency
ballasts having internal batteries for powering at least one
lamp of a lighting fixture in the event of loss of power.

The load control system 100 of FIG. 1 could alternatively
comprise load control devices for other types of electrical
loads (rather than ballasts for fluorescent lamps). FIG. 2C
shows examples of additional types of electrical loads and
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load control devices that may be included in the load control
system 100. For example, the load control devices of the load
control system 100 may also comprise a light-emitting diode
(LED) driver 270 for driving an LED light source (i.e., an
LED light engine); a screw-in luminaire including a dimmer
circuit and an incandescent or halogen lamp; a screw-in lumi-
naire including a ballast and a compact fluorescent lamp; a
screw-in luminaire including an LED driver and an LED light
source; a dimming circuit for controlling the intensity of an
incandescent lamp 272, a halogen lamp, an electronic low-
voltage lighting load, a magnetic low-voltage lighting load, or
another type of lighting load; an electronic switch, control-
lable circuit breaker, or other switching device for turning
electrical loads or appliances on and off; a plug-in load con-
trol device 274, controllable electrical receptacle, or control-
lable power strip for controlling one or more plug-in electrical
loads (such as coffee pots or space heaters); a motor control
unit for controlling a motor load, such as a ceiling fan or an
exhaust fan; a drive unit for controlling a motorized window
treatment 276 or a projection screen; motorized interior or
exterior shutters; a thermostat for a heating and/or cooling
system; a temperature control device 278 for controlling a
heating, ventilation, and air conditioning (HVAC) system; an
air conditioner; a compressor; an electric baseboard heater
controller; a controllable damper; a humidity control unit; a
dehumidifier; a water heater; a pool pump; a refrigerator; a
freezer; a television or computer monitor; a power supply; an
audio system or amplifier; a generator; an electric charger,
such as an electric vehicle charger; and an alternative energy
controller (e.g.,a solar, wind, or thermal energy controller). In
addition, a single digital ballast controller could be coupled to
multiple types of load control devices in a single load control
system.

FIG. 3A is a simplified block diagram of a digital ballast
controller 200 (e.g., the digital ballast controller 120 of the
load control system 100 shown in FIG. 1). The electrical
hardware of the digital ballast controller 200 is very similar to
that of a standard dimmer switch. The digital ballast control-
ler 200 comprises a hot terminal H and a neutral terminal N
adapted to be coupled to the AC power source 102, and a
control-hot terminal CH adapted to be coupled to one or more
two-wire digital dimming ballast (e.g., the two-wire digital
dimming ballast 110 of the load control system 100 shown in
FIG. 1). The digital ballast controller 200 comprises a con-
trollably conductive device (CCD) 210, i.e., a controlled
switch, coupled in series electrical connection between the
AC power source 102 and the digital dimming ballasts 110 for
generating a control-hot voltage V ;. The controllably con-
ductive device 210 may comprise any suitable type of bidi-
rectional semiconductor switch, such as, for example, a triac,
a field-effect transistor (FET) in a rectifier bridge, two FETs
in anti-series connection, or one or more insulated-gate bipo-
lar junction transistors (IGBTs). The controllably conductive
device 210 is operable to conduct a total load current I, , , , of
the ballasts 110 and the lamps 104. The controllably conduc-
tive device 210 includes a control input coupled to a drive
circuit 212. The digital ballast controller 200 further com-
prises a microprocessor 214 coupled to the drive circuit 212
for rendering the controllably conductive device 210 conduc-
tive or non-conductive to thus generate the control-hot volt-
age V -, at the control-hot terminal CH. The microprocessor
214 may alternatively comprise, for example, a microcontrol-
ler, a programmable logic device (PLD), an application spe-
cific integrated circuit (ASIC), a field-programmable gate
array (FPGA), or any suitable processing device, controller,
or control circuit.
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The microprocessor 214 is coupled to a zero-crossing
detector 216, which is coupled between the hot terminal H
and the neutral terminal N for determining the zero-crossings
of'the AC power source 102. The zero-crossings are defined as
the times at which the AC supply voltage of the AC power
source 102 transitions from positive to negative polarity, or
from negative to positive polarity, for example, at the begin-
ning (and end) of each half-cycle. The microprocessor 214
may be operable to measured a line-cycle time period T; . by
measuring the (i.e., the time period between every other zero-
crossing of the AC power source 102).

The microprocessor 214 provides the control inputs to the
drive circuit 212 at predetermined times relative to the zero-
crossings of the AC power source 102 for controlling the
controllably conductive device 210 to be non-conductive and
conductive each half-cycle of the AC power source to thus
generate the control-hot voltage V . Specifically, the con-
trollably conductive device 210 is controlled to be non-con-
ductive at the beginning of each half-cycle and is rendered
conductive at a firing time, such that the controllably conduc-
tive device is conductive for a conductive period each half-
cycle of the AC power source (i.e., the control-hot voltage
V . resembles a forward phase-control voltage). The micro-
processor 214 is operable to adjust the firing time of the
controllably conductive device 210 across a small range each
half-cycle to communicate the digital messages (i.c., packets
of digital data) to the digital dimming ballasts 110 as will be
described in greater detail below. In addition, if the lamps 104
of'the both ballasts 110 should be off, the microprocessor 214
may be operable to render the controllably conductive device
210 non-conductive for the entire length of each half-cycle to
interrupt the load current 1, ,,, to the ballasts, and thus,
preventing the ballasts 110 from drawing any standby current
from the AC power source 102.

As mentioned above, the microprocessor 214 renders the
controllably conductive device 210 conductive each half-
cycle to generate the control-hot voltage V. The control-
hot voltage V. is characterized by a frequency (e.g.,
approximately twice the frequency of the AC mains line volt-
age) that is much smaller the frequency of the digital mes-
sages transmitted by the control devices of the prior art
power-line carrier communication systems. Since the con-
trollably conductive device 210 is coupled between the AC
power source 102 and the digital dimming ballasts 110, the
control-hot voltage V ., only exists on the circuit wiring 114
between the digital ballast controller 120 and the digital dim-
ming ballasts 110 (i.e., the digital ballast controller operates
to “swallow” the control-hot voltage V ). Accordingly, the
control-hot voltage V -, does not interfere with other control
devices that may be coupled to the AC power source 102. In
addition, the control-hot voltage V., is not degraded by a
reactive element that may be coupled in parallel with the AC
power source 102, for example, a large capacitance due to the
other control devices coupled in parallel with the AC power
source.

Since the electrical hardware of the digital ballast control-
ler 200 is very similar to that of a standard dimmer switch, the
microprocessor 214 could be controlled to alternately operate
in a dimmer mode and a digital communication mode. In the
dimmer mode, the microprocessor 214 could render the con-
trollably conductive device 210 conductive at a phase angle
each half-cycle that is dependent upon the desired lighting
intensity L,z to control one or more prior art dimmable
two-wire ballasts, for example, a screw-in compact fluores-
cent lamp having an integral dimmable electronic ballast
circuit. In the digital communication mode, the microproces-
sor 214 could render the controllably conductive device 210
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conductive each half-cycle to generate the control-hot voltage
V o to transmit digital messages to the digital dimming bal-
lasts 110 as described herein. Accordingly, the digital ballast
controller 200 could be field-configurable to operate in the
dimmer mode and the digital communication mode (e.g.,
using an advanced programming mode) depending upon the
type of loads to which the digital ballast controller is coupled.
An example of an advanced programming mode for a wall-
mounted load control device is described in greater detail in
U.S. Pat. No. 7,190,125, issued Mar. 13, 2007, entitled PRO-
GRAMMABLE WALLBOX DIMMER, the entire disclosure
of which is hereby incorporated by reference.

The microprocessor 214 receives inputs from actuators,
e.g., the toggle actuator 124 and the intensity adjustment
actuator 126 of the digital ballast controller 120, and controls
a visual display, e.g., the status indicators 128 shown in FIG.
1. The microprocessor 214 is also coupled to a memory 218
for storage of the preset intensities of fluorescent lamps 104
and the serial number of wireless control devices (e.g., wire-
less transmitters, such as the occupancy sensor 130, the day-
light sensor 140, and the remote control 150) to which the
digital ballast controller 200 is associated. The memory 218
may be implemented as an external integrated circuit (IC) or
as an internal circuit of the microprocessor 214. A power
supply 220 is coupled between the hot terminal H and the
neutral terminal H and generates a direct-current (DC) supply
voltage V. for powering the microprocessor 214, the
memory 218, and other low-voltage circuitry of the digital
ballast controller 200.

The digital ballast controller 200 further comprises a wire-
less communication circuit, e.g., an RF receiver 222 and an
antenna 224 for receiving the RF signals 106 from wireless
control devices (i.e., the occupancy sensor 130, the daylight
sensor 140, and the remote control 150). The microprocessor
214 is operable to control the controllably conductive device
210 in response to the messages received via RF signals (e.g.,
the RF signals 106). Examples of antennas for wall-mounted
control devices, such as the digital ballast controller 120, are
described in greater detail in U.S. Pat. No. 5,982,103, issued
Nov. 9,1999, and U.S. Pat. No. 7,362,285, filed Apr. 22, 2008,
both entitled COMPACT RADIO FREQUENCY TRANS-
MITTING AND RECEIVING ANTENNA AND CON-
TROL DEVICE EMPLOYING SAME, the entire disclosures
of' which are hereby incorporated by reference. Alternatively,
the wireless communication circuit could comprise an RF
transmitter for transmitting RF signals, an RF transceiver for
both receiving and transmitting RF signals, or an infrared (IR)
receiver for receiving IR signals. The digital ballast controller
200 could also include an integral occupancy detection circuit
(not shown) similar to that of the occupancy sensor 130 for
detecting occupancy and vacancy conditions in the space in
which the digital ballast controller 200 is located. The digital
ballast controller 200 may comprise a lens in the front surface
for receiving infrared energy from an occupant in the space,
for example, as shown in commonly-assigned U.S. Patent
Application Publication No. 2010/0188009, published Jul.
29, 2010, entitled MULTI-MODAL LOAD CONTROL
SYSTEM HAVING OCCUPANCY SENSING, the entire
disclosure of which is hereby incorporated by reference.

FIG. 3B is a simplified block diagram of a digital dimming
ballast 300 (e.g., one of the digital dimming ballasts 110 of
the load control system 100 shown in FIG. 1) for controlling
the intensity of a fluorescent lamp 304. The ballast 300 com-
prises a control-hot terminal CH and a neutral terminal N that
are adapted to be coupled to an alternating-current (AC)
power source (not shown) for receiving the control-hot volt-
age V., from a digital ballast controller (e.g., the digital
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ballast controllers 120, 200 shown in FIGS. 1 and 3A). The
digital dimming ballast 300 comprises an RFI (radio fre-
quency interference) filter circuit 310 for minimizing the
noise provided on the AC mains, and a rectifier circuit 320 for
generating a rectified voltage Vyz, from the control-hot
voltage V. The digital dimming ballast 300 may further
comprises a boost converter 330 for generating a direct-cur-
rent (DC) bus voltage V5,,c across a bus capacitor Cz . The
DC bus voltage V5, < typically has a magnitude (e.g., approxi-
mately 465 V) that is greater than the peak magnitude V 5 of
the control-hot voltage V -, (e.g., approximately 170 V). The
boost converter 330 also operates as a power-factor correction
(PFC) circuit for improving the power factor of the ballast
300. The digital dimming ballast 300 also includes a load
regulation circuit 340 comprising an inverter circuit 342 for
converting the DC bus voltage V< to a high-frequency AC
voltage V ,,,-and a resonant tank circuit 344 for coupling the
high-frequency AC voltage V., generated by the inverter
circuit to filaments of the lamp 304.

The digital dimming ballast 300 further comprises a micro-
processor 360 for controlling the intensity of the fluorescent
lamp 304 to the desired lighting intensity L, ;¢ between the
low-end intensity L., and the high-end intensity L. The
microprocessor 360 may alternatively comprise, for example,
a microcontroller, a programmable logic device (PLD), an
application specific integrated circuit (ASIC), a field-pro-
grammable gate array (FPGA), or any suitable processing
device, controller, or control circuit. The microprocessor 360
is coupled to a memory 362 for storage of the control infor-
mation of the digital dimming ballast 300. The digital dim-
ming ballast 300 also comprises a power supply 364, which
receives the bus voltage V., and generates a DC supply
voltage V . (e.g., approximately five volts) for powering the
microprocessor 360, the memory 362, and the other low-
voltage circuitry of the ballast.

The microprocessor 360 provides a drive control signal
V prrve o the inverter circuit 342 for controlling the magni-
tude of a lamp voltage V; generated across the fluorescent
lamp 304 and a lamp current I, conducted through the lamp.
Accordingly, the microprocessor 360 is operable to turn the
fluorescent lamp 304 on and off and adjust (i.e., dim) the
intensity of the lamp. The microprocessor 360 receives a lamp
current feedback signal V.5 ;- , which is generated by a lamp
current measurement circuit 370 and is representative of the
magnitude of the lamp current ;. The microprocessor 360
also receives a lamp voltage feedback signal V5 ,;, which is
generated by a lamp voltage measurement circuit 372 and is
representative of the magnitude of the lamp voltage V.

The ballast 300 comprises an edge detect circuit 380 for
receiving the rectified voltage V  -r-and generating an edge-
detect control signal V -, that is received by the microproces-
sor 360. For example, the edge detect circuit 380 may drive
the edge-detect control signal V., high (i.e., to approxi-
mately the DC supply voltage V) when the magnitude of
the control-hot voltage V., rises above a rising threshold
Vo r (8., approximately 20 volts), and drives the edge-
detect control signal V., low when the magnitude of the
control-hot voltage V. drops below a falling threshold
V 1.7 (e.g., approximately 10 volts). The microprocessor 360
is operable to determine the firing angle of the control-hot
voltage V . each half-cycle of the AC power source in order
to receive the digital messages transmitted by the digital
ballast controller 120 as will be described in greater detail
below.

The digital dimming ballast 300 could be controlled to
alternately operate in a dimmer mode and a digital commu-
nication mode. In the dimmer mode, the ballast 300 may be
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operable to receive a standard phase-control signal from a
prior-art dimmer switch and to determine the desired lighting
intensity L, for the lamp 304 in response to the length of the
conduction period of the phase-control voltage. In the digital
communication mode, the ballast 300 may be operable to
receive a control-hot voltage V -, from a digital ballast con-
troller (e.g., the digital ballast controllers 120, 200 shown in
FIGS. 1 and 3A) and to determine the desired lighting inten-
sity L,z in response to the digital messages decoded from
the control-hot voltage V ;.

The microprocessor 360 is operable to determine a control
channel (or address) of the digital dimming ballast 300 in
response to a channel setting circuit, e.g., two or more DIP
(dual in-line package) switches 382. For example, four chan-
nels may be selected by adjusting the positions of two DIP
switches. Alternatively, the digital dimming ballast 300 could
comprise rotary encoder or a plurality of jumpers for select-
ing the control channel. In addition, the control channel could
alternatively be selected in response to digital messages
received from the digital ballast controller 120, 200 (e.g.,
automatically assigned using a “soft-addressing” procedure
or manually selected by a user via a graphical user interface
running on a computer). The digital dimming ballast 300 may
only be assigned to one control channel at a time. However,
the digital dimming ballast 300 could alternatively be
assigned to multiple control channels. In addition, the digital
dimming ballast 300 could alternatively comprise a different
DIP switch for each of the plurality of types of wireless
control devices to which the ballast may be responsive (e.g.,
wireless transmitters, such as the occupancy sensor 130, the
daylight sensor 140, and the remote control 150 shown in
FIG. 1). The DIP switch for a specific type of wireless trans-
mitter could be selected (by adjusting the position of the DIP
switch) to enable control of the digital dimming ballast 300 in
response to that type of wireless transmitter.

The microprocessor 360 determines how the digital dim-
ming ballast 300 operates in response to the various inputs
(i.e., the actuations of the toggle actuator 124 and the intensity
adjustment actuator 126 of the digital ballast controller 120 or
the RF signals 106 received from the occupancy sensor 130,
the daylight sensor 140, and the remote control 150) in depen-
dence upon the selected control channel an well as control
information stored in the memory 362. The control channel
may determine which of the wireless control devices (i.e., the
occupancy sensor 130, the daylight sensor 140, and the
remote control 150) to which the digital dimming ballast 300
is responsive. In addition, the microprocessor 360 may deter-
mine if the digital dimming ballast 300 should respond to
actuations of the user interface of the digital ballast controller
120, 200 (e.g., the toggle actuator 124 and the intensity
adjustment actuator 126) in response to the control channel.
Since the digital dimming ballast 300 determines the control
channel in response to the positions of the DIP switches 382
and the digital ballast controller 120 is associated with the
wireless transmitters viaa manual procedure (i.e., pressing an
actuator on the wireless transmitter and pressing an actuator
on the digital ballast controller), a load control system includ-
ing the digital dimming ballast 300 (e.g., the load control
system 100 shown in FIG. 1) requires no advanced computing
device (e.g., a personal computer or laptop) to be pro-
grammed and configured after installation.

For example, the ballasts 110, 300 may respond to the
various inputs in dependence upon the control channel as
shown in the following table (i.e., which may be stored in the
memory 362).
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Channel Respondto. ..
1 User interface of digital ballast controller

Occupancy Sensors
Remote Control #1
2 User interface of digital ballast controller
Occupancy Sensors
Daylight Sensors
Remote Control #1

3 User interface of digital ballast controller
Remote control #2
4 User interface of digital ballast controller

Occupancy Sensors
Remote Control #2

When the digital ballast controller 120, 200 receives one of
the various inputs (i.e., the actuations of the toggle actuator
124 and the intensity adjustment actuator 126 or the RF
signals 106 received from the occupancy sensor 130, the
daylight sensor 140, and the remote control 150), the digital
ballast controller transmits digital messages including infor-
mation regarding the channels associated with the source of
the control information to the digital dimming ballasts 110,
300. For example, if the digital ballast controller 120, 200
receives an occupied command from the occupancy sensor
130, the digital ballast controller will include information
regarding channels 1, 2, and 4 in the digital message that is
subsequently transmitted to the digital dimming ballasts 110,
300.

The load control system 100 shown in FIG. 1 allows for
easy retrofitting to upgrade from, for example, an older non-
dim ballast system. Once installed, the digital dimming bal-
lasts 110, 300 are able to receive power over the existing
building wiring, and the digital ballast controller 120, 200 is
able to transmit digital messages to the ballasts over the
existing building wiring. In other words, the load control
system 100 requires no additional wiring and provides both
power and communication over the two wires between the AC
power source 102 and the digital dimming ballasts 110, 300.
The digital dimming ballasts 110, 300 allow users of the
system to control their visual environment, thereby improv-
ing end user comfort and productivity. Since the load control
system 100 requires no additional wiring and no advanced
computing device to be programmed, the load control system
provides economic savings in regards to installation and ser-
vicing, and provides a cognitive benefitto those installing and
servicing the load control system. In addition, the digital
dimming ballasts 110,300 may be easily replaced in the event
of a ballast failure since the control channel is simply deter-
mined from the positions of the DIP switches 382 (which may
be effortlessly adjusted to match the ballast that is being
replaced). Further, the DIP switches 382 of a plurality of the
ballasts 110, 300 could be set at the time of manufacture and
then shipped to a customer, such that a load control system
including the plurality the digital dimming ballast 110, 300
could be functional immediately upon installation.

FIG. 4A is a floor plan diagram of a first installation 160 of
a load control system (e.g., the load control system 100) in a
classroom 161. The classroom 161 has a presentation board
162 and a desk 164 at the front end and three windows 166 at
the back end. The classroom 161 includes nine lighting fix-
tures 112A-112J, which each include a respective two-wire
digital dimming ballast 110A-110J driving two fluorescent
lamps 104. A digital ballast controller 120A (e.g., the digital
ballast controller 120, 200 shown in FIGS. 1 and 3A) is
mounted in an electrical wallbox adjacent the presentation
board 162 and is electrically coupled to the ballasts 110A-
110J via a circuit wiring 114A for coupling a control-hot

10

15

20

25

30

35

40

45

50

55

60

65

22

voltage V ,; generated by the digital dimming ballast 120A
and the neutral side of an AC power source to each ballast. An
occupancy sensor 130A and a daylight sensor 140A are
mounted to the ceiling of the classroom 161 near the center of
the room, and two remote controls 150A, 150B are located on
the desk 164.

For example, the digital dimming ballasts 110A-110]
could replace standard non-dim ballasts, and the digital bal-
last controller 120A could replace a standard mechanical
switch. The digital ballast controller 120A is able to control
ballasts 110A-110J in groups, for example, depending upon
the distance of the fixtures 112A-112]J from the front end or
the back end of the classroom 161. According to the example
installation of FIG. 4A, all of the ballasts 110A-110J in the
classroom 161 are responsive to actuations of the user inter-
faces of the digital ballast controller 120A. Only the ballasts
110C, 110F, 110J closest to the windows 166 adjust the inten-
sities of the controlled fluorescent lamps 104 in response to
the daylight sensor 140A. The ballasts 110A, 110D, 110G
closest to the presentation board 162 are controlled by the
second remote control 150B, while the remaining ballasts
110B, 110C, 110E, 110F, 110H, 110J are controlled by the
occupancy sensor 130A and the first remote control 150A.

To provide this functionality, the ballasts 110A, 110D,
110G in a first group 170 closest to the presentation board 162
are assigned control channel 3, the ballasts 110B, 110E, 110H
in a second group 172 in the center of the room are assigned
control channel 1, and the ballasts 110C, 110F, 110J in a third
group 174 closest to the windows 166 are assigned control
channel 2 (as detailed in the table shown above). Therefore,
the ballasts 110A, 110D, 110G in the first group 170 respond
to the user interfaces of the respective digital ballast control-
ler 120A and the second remote control 150B. The ballasts
110B, 110E, 110H in the second group 172 respond to the
user interfaces of the respective digital ballast controllers
120A-120C, the occupancy sensor 130A, and the first remote
control 150A. The ballasts 110C, 110F, 110]J in the third
group 174 respond to the user interfaces of the respective
digital ballast controller 120A, the occupancy sensor 130A,
the daylight sensor 140A, and the first remote control 150A.

If all of the lamps 104 controlled by the digital dimming
ballasts 110A-110J on the circuit wiring 114 A should be off,
the digital ballast controller 120A can render the controllably
conductive device 210 non-conductive to disconnect the bal-
lasts from the AC power source, and thus prevent the ballasts
from drawing any standby current from the AC power source.
In addition, one or more of the ballasts 110A-110J could
comprise prior art non-dim ballasts that would not be respon-
sive to any digital messages transmitted by the digital ballast
controller 120A to the digital dimming ballasts in the class-
room 161. The non-dim ballasts would each simply remain at
the high-end intensity [,, while the digital dimming ballasts
are controlled through the dimming range by the digital bal-
last controller 120 A. The digital ballast controller 120A could
turn off the non-dim ballasts (as well as the digital dimming
ballasts) by rendering the controllably conductive device 210
non-conductive. As previously mentioned, the ballasts could
alternatively comprise digital switching ballasts that are
responsive to digital messages transmitted by the digital bal-
last controller 120A, but only to commands to turn the respec-
tive lamps on and off.

FIG. 4B is a floor plan diagram of a second example instal-
lation 160' of a load control system (e.g., the load control
system 100) in a classroom 161'. The classroom 161' of FIG.
4B includes three different circuit wirings 114A, 114B, 114C
providing power to the ballasts 110A-110J, and thus three
digital ballast controllers 120A, 120B, 120C, which are
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mounted in electrical wallboxes adjacent a presentation board
162'. The first three ballasts 110A, 110B, 110C are electri-
cally coupled to the first digital ballast controller 120 A via the
first circuit wiring 114A. In addition, ballasts 110D, 110E,
110F are electrically coupled to the second digital ballast
controller 120B via the second circuit wiring 114B, and bal-
lasts 110G, 110H, 110J are electrically coupled to the third
digital ballast controller 120C via the third circuit wiring
114C.

The digital ballast controllers 120A, 120B, 120C of FIG.
4B are able to control the ballasts 110A-1101J in three groups
170', 172, 174', i.e., depending upon the distance of the
fixtures 112A-112J from the front end or the back end of the
classroom 161'. Accordingly, the digital ballast controllers
120A, 120B, 120C are able to control the ballasts 110A-110]
in response to an occupancy sensor 130B, a daylight sensor
140A, and remote controls 150A, 150B independent of the
specific circuit wirings 114A, 114B, 114C that extend from
the front end to the back end of the classroom 161' (i.e.,
perpendicular to the groups 170", 172', 174"). All of the bal-
lasts 110A-110J in the classroom 161" are responsive to actua-
tions of the user interfaces of the respective digital ballast
controllers 120A-120C. Only the ballasts 110C, 110F, 110J
closest to windows 166' adjust the intensities of the controlled
fluorescent lamps 104 in response to the daylight sensor
140A. The ballasts 110A, 110D, 110G closest to the presen-
tation board 162" are controlled by the second remote control
1508, while the remaining ballasts 110B, 110C, 110E, 110F,
110H, 110J are controlled by the occupancy sensor 130A and
the first remote control 150A.

Since each of the digital ballast controllers 120A, 1208,
120C operates to swallow the digital messages transmitted to
the ballasts 110A-110J on the respective circuit wirings
114A, 114B, 114C, these digital messages are not received
the other digital ballast controllers and thus do not interfere
with the other digital ballast controllers. However, each of the
digital ballast controllers 120A, 120B, 120C may be operable
to transmit digital messages to the other digital ballast con-
trollers via RF signals. Specifically, the digital ballast con-
troller 120A, 120B, 120C may be operable to transmit digital
messages to the other digital ballast controllers in response to
actuations of the user interfaces, such that all of the ballasts
110A-110J in the classrooms 161, 161' may be responsive to
actuations of the user interfaces of any of the digital ballast
controllers.

If the digital dimming ballasts 110, 300 are replacing non-
dim ballasts, the sockets for the controlled lamps may need to
be upgraded from non-dim sockets to dimmable sockets.
However, if new ballasts are digital switching ballasts or
digital bi-level switching ballasts, the sockets do not need to
be upgraded to dimmable sockets. The load control system
100 can still provide group control of the digital switching
and/or digital bi-level switching ballasts independent of the
circuit wiring (e.g., circuit wirings 114A, 114B, 114C), as
well as provide a few discrete dimmed levels of the digital
bi-level switching ballasts.

FIG. 5 is a simplified perspective view of a retrofit kit 180
having a two-wire digital dimming ballast 110' (e.g., one of
the two-wired digital dimming ballast 110 of the load control
system 100 of FIG. 1) mounted to a pan 182, which is
designed to be easily installed in a lighting fixture. The retrofit
kit 180 further comprises two pairs of dimmable lamp sockets
184 that are mounted to the pan 182 and are pre-wired to the
digital dimming ballast 110' via electrical wires 185. Each
pair of sockets 184 is operable to be coupled to, for example,
a U-bend fluorescent lamp as shown in FIG. 5. Alternatively,
the sockets 184 could be mounted at opposite ends of the pan
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182 to thus be adapted to be coupled to a straight fluorescent
lamp. In addition, the retrofit kit 180 could comprise more or
less sockets 184 to allow the ballast 110' to be coupled to a
different number of lamps. The retrofit kit 180 further com-
prises a control-hot electrical wire 186 and a neutral electrical
wire 188 for coupling the ballast 110" to the circuit wiring of
the building. Accordingly, to provide for easy retrofit instal-
lation, the retrofit kit 180 may be assembled prior to shipment
to a customer. The old pan of the ballast being replaced can
simply be removed from a lighting fixture and the new retrofit
kit 180 can be installed into the lighting fixture its place with
the only required electrical connections being the control-hot
electrical wire 186 and the neutral electrical wire 188 to the
circuit wiring of the building.

FIGS. 6A and 6B are a simple timing diagrams of'a control-
hotvoltageV . (e.g., the control-hot voltage generated by the
digital ballast controller 120 of FIG. 1) showing a data pattern
of a transmitted digital message. As previously mentioned,
the digital ballast controller 120 may be operable to adjust the
firing time of the respective controllably conductive device
210 across a small time window T, (e.g., approximately
300 microseconds) each line cycle to communicate the digital
messages to the respective digital dimming ballasts 110.
Digital information (i.e., bits of the transmitted digital mes-
sages) is encoded in the firing times of timing edges (i.e.,
transitions) of the control-hot voltage V ;. Specifically, the
bits of the transmitted digital messages are encoded in the
firing time of a data edge (i.e., a data edge time) of the
controllably conductive device 210 as measured with respect
to a firing time of a reference edge (i.e., a reference edge time)
in a previous half-cycle. In other words, the bits of the trans-
mitted digital messages are encoded as a function of the firing
times of the reference and data edges. Fach data pattern
includes a half-cycle having a reference edge and a number
N, of subsequent half-cycles having data edges. Each ref-
erence edge is spaced at a reference edge time period Tz
(e.g., approximately 1.3 milliseconds) from the zero-crossing
of the present half-cycle. As shown in FIG. 6B, there is one
data edge for each reference edge (i.e., the number N, of
half-cycles having data edges equal one). When the control-
lably conductive device of the digital ballast controller 120
comprises a FET in a rectifier bridge, two FETs in anti-series
connection, or one or more insulated-gate bipolar junction
transistors (IGBTs), the digital ballast controller may be oper-
able to control the length of a transition times (i.e., the rising
or falling times) of the reference edges and the data edges.

The value of the digital data transmitted by the digital
ballast controller 120 is dependent upon an offset time period
T s (1.e., adifference) between the data edge and the previous
reference edge (i.e., in the previous half-cycle). The digital
ballast controller 120 may control the data edges to be at one
of four times across the time window T, thus resulting in
one of four offset time periods T s, Tosss Tosss Tosq, from
the previous reference edge, such that two bits may be trans-
mitted each line cycle. To transmit bits “00”, the digital ballast
controller 120 is operable to render the controllably conduc-
tive device 210 conductive at the first possible data edge time,
such that the first offset time period T4, (e.g., approximately
8.33 milliseconds) exists between the reference edge and the
data edge. For example, each of the possible data edge times
may be an offset period difference AT 5 (e.g., approximately
100 microseconds) apart, and the rise time of the control-hot
voltage V-, at the data edges is less than approximately 10
microseconds.

Accordingly, the digital ballast controller 120 is operable
to control the offset time period T, between the reference
edge and the data edge to the second offset time period T 5,
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(e.g., approximately 8.43 milliseconds) to transmit bits “01”,
to the third offset time period T, (e.g., approximately 8.53
milliseconds) to transmit bits “10”, and the fourth offset time
period T ¢, (e.g., approximately 8.63 milliseconds) to trans-
mit bits “11” as shown in FIG. 6. The microprocessor 360 of
each digital ballast 110 determines if the offset time period
T s of each data pattern is approximately equal to one of the
four offset time periods Tg;, Tosss Tosss Tose Within a
default tolerance AT ,;, which may be equal to, for example,
approximately fifty microseconds. Alternatively, the number
of data edges possible in the time window T, could be
greater than four, for example, eight in order to transmit three
bits of data each line cycle.

When the digital ballast controller 120 is not transmitting a
digital message to the digital dimming ballasts 110, the digital
ballast controller continues to render the controllably conduc-
tive device 210 conductive as if the digital ballast controller
was continuously transmitting bits “00.” Specifically, the
digital ballast controller 120 renders the controllably conduc-
tive device 210 conductive after the reference edge time
period Tz from the zero-crossing in a first half-cycle of
each line cycle and renders the controllably conductive device
conductive after the first offset time period T, in the other
half-cycle of the line cycle as measured from the end of the
reference edge time period T, in the previous half-cycle,
such that the control-hot voltage V -, generated by the digital
ballast controller has at least one timing edge in each half-
cycle of the AC power source 102. Because the control-hot
voltage V., has at least one timing edge in each half-cycle,
the digital dimming ballasts 110 do not have zero-crossing
detectors having low voltage thresholds that may be suscep-
tible to noise on the AC mains line voltage, thus causing
communication reception errors. Rather, the digital dimming
ballasts 110 include the edge detect circuit 380 having the
rising threshold V ., . (i.e., approximately 20 volts), which is
large enough, such that the digital dimming ballasts 110 has
an enhance noise immunity to typical noise on the AC mains
line voltage.

Alternatively, the digital ballast controller 120 could ren-
der the controllably conductive device 210 fully conductive
(i.e., for approximately the length of each half-cycle) when
the digital ballast controller is not transmitting a digital mes-
sage (i.e., the control-hot voltage V4 is a full-conduction
waveform), Accordingly, the control-hot voltage V-, does
not have at least one timing edge in each half-cycle when the
digital ballast controller is not transmitting a digital message
to the digital dimming ballasts 110.

Alternatively, the digital dimming ballasts 110 may be
operable to be controlled into an emergency mode in which
the ballasts each control the intensity of the respective lamp
104 to the high-end intensity L. For example, a normally-
open bypass switch could be coupled in parallel with the
digital ballast controller 120 and could be rendered conduc-
tive during an emergency condition, such that a full-conduc-
tive waveform is provided to the control-hot terminals CH of
the digital dimming ballasts 110. The digital dimming bal-
lasts 110 could each be operable to control the intensity of the
respective lamp 104 to the high-end intensities L, in
response to receiving the full-conduction waveform at the
control-hot terminal CH.

FIG. 7 is a simple diagram of a message structure for a
digital message transmitted by a digital ballast controller
(e.g., the digital ballast controller 120 of the load control
system shown in FIG. 1). Each digital message comprises a
total number N, of bits (e.g., 20 bits). The first four bits
comprises a start pattern, which includes a unique start sym-
bol as will be described in greater detail below with reference
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to FIG. 8. A channel mask of each digital message includes
four bits, each of which may be set to indicate the channels of
the ballasts 110 that should respond to the digital message.
For example, if the ballasts 110 that have control channel 1
should respond to the digital message, the first bit of the
channel mask will be a logic one value. The channel mask is
followed by two bits that determine a command type of the
digital message and five bits that include an intensity level for
the fluorescent lamps 104 or data for the ballasts 110. Finally,
each digital message concludes with five bits that are used to
determine if an error occurred during transmission and recep-
tion of the digital message (e.g., a checksum). Accordingly,
each digital messages transmitted by the ballast controller
120 is transmitted across a predetermined (i.e., fixed) number
of consecutive line cycles, e.g., ten line cycles.

FIG. 8 is a simple timing diagram of a control-hot voltage
V oz showing a start pattern used to start a digital message
transmitted by a digital ballast controller (e.g., the digital
ballast controller 120 of the load control system shown in
FIG. 1). To transmit the start pattern, the digital ballast con-
troller 120 transmits bits “00” during a first line cycle and then
transmits the unique start symbol during a second subsequent
line cycle by rendering the controllably conductive device
210 conductive after a start symbol time period T, -, after
the reference edge in the previous half-cycle. The start sym-
bol time period Tz, z 18 unique from the offset time periods
T os1-Tosa used to transmit data to the digital dimming bal-
lasts 110 and may be longer than the offset times, for example,
approximately 8.73 milliseconds.

The ballasts 110 continuously monitor the control-hot volt-
age V. to determine if the digital ballast controller has
transmitted a start pattern including the unique start symbol.
Specifically, the microprocessor 360 of each digital dimming
ballast 110 measures time periods T between the rising
edges in each consecutive half-cycle and stores these times in
the memory 362. The microprocessor 360 looks for three
consecutive measured time periods T, T,, T; stored in the
memory 362 that have values corresponding to the start pat-
tern as shown in FIG. 8, i.e.,

T, =Tos15
I,=T;c~Tps1, and

I5=Tsrarr

where T . is the line-cycle time period, which represents the
length of each line cycle of the AC power source 102. As
mentioned above, the line-cycle time T, .. period is measured
by the microprocessor 360 (i.e., the time period between
every other zero-crossing of the AC power source 102). Alter-
natively, the line-cycle time T, . period may be a fixed value
stored in the memory 362 (e.g., approximately 16.66 milli-
seconds). Because the start symbol time period Tgryz7 1S
unique from the offset time periods T ,5,-T 54 used to trans-
mit data to the digital dimming ballasts 110, the digital ballast
controller 120 is able to interrupt a first digital message that is
being transmitted in order to transmit a second digital mes-
sage to the ballasts 110 by transmitting the start symbol
before the end of the first digital message.

Since the second time period T, of the three consecutive
measured time periods is a function of the line-cycle time
period T, ., which may vary depending upon characteristics
the load control system 100 that are not controlled by the
digital ballast controller 120, the microprocessor 360 deter-
mines if the second time period T, is equal to the line-cycle
time period T, ~ minus the first offset time period T o5, within
awidened tolerance AT 4. 5;» which is greater than the default
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tolerance AT 5, for example, approximately 100 microsec-
onds. Because the digital ballast controller 120 requires four
half-cycles to transmit the start pattern, the start pattern takes
up 4 bits of each digital message as shown in FIG. 7. After
transmitting the start pattern, the digital ballast controller 120
is operable to immediately begin transmitting data in the next
line cycle by generating a reference edge in the next half-
cycle and a data edge in the subsequent half-cycle as shown in
FIG. 8.

FIGS. 9-13 show example flowcharts executed by a control
circuit of a digital ballast controller (e.g., the microprocessor
214 of the digital ballast controller 120, 200). Specifically,
FIG. 9 is a simplified flowchart of a button procedure 400
executed by the microprocessor 214 of the digital ballast
controller 120 in response to an actuation of one of the actua-
tors of the user interface at step 410 in, for example, the
example installations 160, 160' of FIGS. 4A and 4B. The
microprocessor 214 uses a transmit (TX) buffer to store digi-
tal messages to transmit to the digital dimming ballasts 110. If
the toggle actuator 124 was actuated at step 412, the micro-
processor 214 loads a digital message having a toggle com-
mand into the TX buffer at step 414, and sets the channel mask
of'the digital message equal to “1111” at step 416. The micro-
processor 214 then sets a TX Flag to indicate that the digital
ballast controller 120 is presently transmitting a digital mes-
sageto the digital dimming ballasts 110 at step 418, before the
button procedure 400 exits. Accordingly, all of the digital
dimming ballasts 110 will toggle the controlled lamps 104
(from off to on or from on to off) in response to receiving the
transmitted digital message.

If the toggle actuator 124 was not actuated at step 412, but
the intensity adjustment actuator 126 was actuated at step
418, the microprocessor 214 determines if the upper portion
126A or the lower portion 126B of the intensity adjustment
actuator was just pressed or released. If the upper portion
126A of'the intensity adjustment actuator 126 was pressed at
step 420, the microprocessor 214 loads a digital message
having a start raise command into the TX buffer at step 422,
and sets the channel mask of the digital message equal to
“1111” at step 416 before the button procedure 400 exits. If
the upper portion 126A of the intensity adjustment actuator
126 was released at step 424, the microprocessor 214 loads a
digital message having a stop raise command into the TX
buffer at step 426. If the lower portion 126B of the intensity
adjustment actuator 126 was pressed at step 428, the micro-
processor 214 loads a digital message having a start lower
command into the TX buffer at step 430. If the lower portion
126B of'the intensity adjustment actuator 126 was released at
step 432, the microprocessor 214 loads a digital message
having a stop lower command into the TX buffer at step 434.

FIGS. 10A and 10B are simplified flowcharts of an RF
message procedure 500 executed by the microprocessor 214
of the digital ballast controller 120 when digital message is
received from one of the occupancy sensor 130, the daylight
sensor 140, and the remote control 150 via the RF signals 106
at step 510. If the received digital message is from the occu-
pancy sensor 130 at step 512 and includes an occupied com-
mand at step 514, the microprocessor 214 loads a digital
message having an on command into the TX buffer at step
516, sets the channel mask of the digital message equal to
“1101” at step 518, and sets the TX Flag at step 520, before
the RF message procedure 500 exits. If the received digital
message includes a vacant command at step 522, the micro-
processor 214 loads a digital message having an off command
into the TX buffer at step 524, sets the channel mask equal to
“1101” at step 518, and sets the TX Flag at step 520. If the
received digital message is not from the occupancy sensor
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130 at step 512, but is from the daylight sensor 140 at step
526, the microprocessor 214 loads a digital message includ-
ing the total light intensity L, ¢ sz measured by the daylight
sensor 140 into the TX buffer at step 528, sets the channel
mask equal to “0100” at step 530, and sets the TX Flag at step
520, before the RF message procedure 500 exits.

Referring to FIG. 10B, if the received digital message is
from one of the remote controls 150 A, 150B at step 532 and
the on button 152 was actuated at step 534, the microproces-
sor 214 loads a digital message having an on command into
the TX bufter at step 536. If the received digital message is
from the first remote control 150A at step 538, the micropro-
cessor 214 sets the channel mask of the digital message in the
TX buffer equal to “1100” at step 540. The microprocessor
214 then sets the TX Flag at step 541 to indicate that the
digital ballast controller 120 is presently transmitting and the
RF message procedure 500 exits. However, if the received
digital message is from the second remote control 150B at
step 538, the microprocessor 214 sets the channel mask of the
digital message equal to “0011” at step 542 and sets the TX
Flag at step 541, before the RF message procedure 500 exits.
If the off button 154 was actuated at step 544, the micropro-
cessor 214 loads a digital message having an off command
into the TX buffer at step 546, before setting the channel mask
to either “1100” or “0011” at steps 540, 542, respectively, and
setting the TX Flag at step 541.

If the raise button 155 was just pressed at step 548, the
microprocessor 214 loads a digital message having a start
raise command into the TX buffer at step 550. If the raise
button 155 was released at step 552, the microprocessor 214
loads a digital message having a stop raise command into the
TX buffer at step 554. If the lower button 156 was just pressed
at step 556, the microprocessor 214 loads a digital message
having a start lower command into the TX buffer at step 558.
If the lower button 156 was released at step 560, the micro-
processor 214 loads a digital message having a stop lower
command into the TX buffer at step 562. Finally, if the preset
button 158 was pressed at step 564, the microprocessor 214
loads a digital message having a preset command into the TX
buffer at step 566, before the microprocessor sets the channel
mask at steps 540, 542 and sets the TX Flag at step 541, and
the RF message procedure 500 exits.

FIG. 11 is a simplified flowchart of a zero-crossing proce-
dure 600 executed by the microprocessor 214 of each digital
ballast controller 120 periodically, e.g., once every half-cycle
at the zero-crossing of the present half-cycle as determined
from the zero-crossing detector 216 at step 610. The micro-
processor 214 uses a timer that is always increasing in value
with respect to time to determine when to render the control-
lably conductive device 210 conductive to generate the refer-
ence edges and the data edges. First, the microprocessor 214
updates the line-cycle time period T, - (for example, by mea-
suring the time period between every other zero-crossing) at
step 611.

The microprocessor 214 uses a variable m to keep track of
whether the next rising edge of the control-hot voltage V ., is
a reference edge (e.g., if the variable m equals zero) or a data
edge (e.g., if the variable m equals one). If the variable m is
equal to zero at step 612 at the present zero-crossing (i.e., the
digital ballast controller 120 should generate a reference edge
during the present half-cycle), the microprocessor 214 sets a
timer interrupt for an interrupt time equal to a present value
trmmr Of the timer plus the reference edge time period Tz
at step 614. When the value t,;, ;- of the timer reaches the set
interrupt time for the timer interrupt, the microprocessor 214
will render the controllably conductive device 210 conductive
during a timer interrupt procedure 700, which will be
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described in greater detail below with reference to F1IG. 12. If
the variable m is equal to one at step 612 (i.e., the digital
ballast controller 120 should generate a data edge during the
present half-cycle), the zero-crossing procedure 600 simply
exits.

FIG. 12 is a simplified flowchart of the timer interrupt
procedure 700 that is executed by the microprocessor 214 of
each digital ballast controller 120 to generate the reference
and data edges of the transmitted digital messages. The
microprocessor 214 executes the timer interrupt procedure
700 when the value of the timer equals the set interrupt time
at step 710, for example, as set during the zero-crossing
procedure 600. The microprocessor 214 first renders the con-
trollably conductive device 210 conductive at step 712. If the
variable m is equal to zero at step 714 (i.e., a reference edge
was generated at step 712), the microprocessor 214 sets a base
time t,, equal to the present value of the timer (i.e., the time at
which the reference edge was generated) at step 716. The
microprocessor 214 then prepares to generate a data edge in
the next half-cycle by setting the variable m to one at step 718
and executing a data edge procedure 800, which will be
described in greater detail below with reference to FIG. 13.
The microprocessor 214 uses the base time t, of the reference
edge during the data edge procedure 800 to accurately set up
a timer interrupt for generating the data edge in the next
half-cycle.

If the microprocessor 214 has not reached the end of the
present forward digital message at step 720, the microproces-
sor determines if there is a higher priority message to transmit
at step 722. If the microprocessor 214 does not have a higher
priority message to transmit and should not interrupt the
forward digital message that is presently being transmitted at
step 722, the timer interrupt procedure 700 simply exits.
However, if the microprocessor 214 should interrupt the digi-
tal message presently being transmitted at step 722, the
microprocessor clears the last digital message out of the TX
buffer at step 724, before the timer interrupt procedure 700
exits. If the microprocessor 214 has reached the end of the
present forward digital message at step 720, the microproces-
sor clears the last message from the TX buffer at step 726. If
there are more forward digital messages to transmit in the TX
buffer at step 728, the timer interrupt procedure 700 simply
exits. However, if there are not more forward digital messages
to transmit at step 728, the microprocessor 214 clears the TX
Flag at step 730, before the timer interrupt procedure 700
exits.

If'the variable m is equal to one at step 714 (i.e., a data edge
was generated at step 712), the microprocessor 214 sets the
variable m to zero at step 732 and the timer interrupt proce-
dure 700 exits, such that the microprocessor will generate a
reference edge during the next half-cycle.

FIG. 13 is a simplified flowchart of the data edge procedure
800, which is executed during the timer interrupt procedure
700 in order to set up a timer interrupt to generate the data
edges of the control-hot voltage V ;. If the microprocessor
214 is not presently transmitting a digital message to the
digital dimming ballasts 110 at step 810, the microprocessor
sets the interrupt time of the next timer interrupt equal to the
base time t,, (as determined at step 716 of the timer interrupt
procedure 700) plus the first offset time period T, at step
812, before the data edge procedure 800 exits. The micropro-
cessor 214 continues to render the controllably conductive
device 210 conductive as if the microprocessor was continu-
ously transmitting bits “00” while the microprocessor is not
transmitting digital messages to the digital dimming ballasts
110 (i.e., the load control system 100 is in an idle state).
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If the microprocessor 214 is transmitting a digital message
to the digital dimming ballasts 110 at step 810, the micropro-
cessor 214 determines if a start pattern is presently being
transmitted at step 814. If the microprocessor 214 is presently
transmitting a start pattern at step 814, the microprocessor
214 generates the start pattern at step 816. For example, if the
microprocessor 214 is presently transmitting the first two bits
of'the start pattern, the microprocessor 214 sets the interrupt
time of the next timer interrupt equal to the base time t, plus
the first offset time period T, at step 816 and the data edge
procedure 800 exits. If the microprocessor 214 is presently
transmitting the last bit of the start pattern, the microproces-
sor 214 sets a timer interrupt for the interrupt time of the next
timer interrupt equal to the base time t, plus the start symbol
time period T,z at step 816 and sets a variable n to one at
step 820, before the data edge procedure 800 exits. The
microprocessor 214 uses the variable n to keep track of which
bits of the present digital message in the TX buffer are pres-
ently being transmitted, where a value of one for the variable
n represents the first bit and a value equal to the total number
N, 0f bits of the digital message represents the last bit of the
digital message.

If the microprocessor 214 is transmitting a digital message
to the digital dimming ballasts 110 at step 810, but is not
transmitting a start symbol at step 814, the microprocessor
transmits the data patterns of the digital message. If the next
two bits TX[n+1,n] ofthe digital message in the TX buftfer are
equal to “00” at step 822, the microprocessor 214 sets the
interrupt time of the next timer interrupt equal to the base time
t, plus the first offset time period T4, at step 824. If the next
two bits TX[n+1,n] ofthe digital message in the TX buftfer are
equal to “01” at step 826, equal to “10” at step 830, or equal
to “11” at step 834, the microprocessor 214 sets the interrupt
time of the next timer interrupt equal to the base time t, plus
the second offset time period T, at step 828, the base time
t, plus the third offset time period T 55 at step 832, or the base
time t, plus the fourth offset time period T, at step 836,
respectively.

Ifthe variable n is not equal to the total number N, ,0f bits
of the digital message minus one at step 838, the micropro-
cessor 214 increases the variable n by two at step 840 (since
two bits are transmitted each line cycle). If the variable n is
equal to the total number N, , of bits of the digital message
minus one at step 838 (i.e., the present digital message is
complete), the data edge procedure 800 simply exits.

FIGS. 14 and 15 show example flowcharts executed by a
control circuit of a digital dimming ballast (e.g., the micro-
processor 360 of one of the digital dimming ballasts 110, 300)
to receive digital messages transmitted by a digital ballast
controller (e.g., the digital ballast controller 120, 200). Spe-
cifically, FIG. 14 is a simplified flowchart of a receiving
procedure 900 executed by the microprocessor 360 of each
digital dimming ballast 110 periodically (e.g., once every
half-cycle) to receive the digital messages transmitted by the
connected digital ballast controller 120. Specifically, the
transmission procedure 900 is executed when a rising edge of
the control-hot voltage V. (i.e., a reference edge or a data
edge) is detected at step 910 (i.e., in response to the edge-
detect control signal V ,, generated by the edge detect circuit
380). The microprocessor 360 uses a receive (RX) buffer to
store the bits of the digital messages as they are being
received, so that the digital message can be stored until the
microprocessor processes the messages to thus control the
fluorescent lamps 104.

As previously mentioned, the microprocessor 360 continu-
ally monitors the control-hot voltage V -, to determine if the
digital ballast controller 120 has transmitted a start pattern
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including the unique start symbol by measuring the time
period between the times of the rising edges in each consecu-
tive half-cycle and storing these time periods in the memory
362. Specifically, the microprocessor 360 sets a rising edge
time t; equal to the present value t;,, - of the timer at step
912, and then determines the last three time periods T, T,, T;
between the rising edges of the control-hot voltage V., at
step 914 by setting the first time period T, equal to the previ-
ous second time period T, setting the second time period T,
equal to the previous third time period T;, and setting the third
time period T; equal to the rising edge time t; minus a previ-
ous rising edge time tz_ppzyp-

Next, the microprocessor 360 determines if the last three
time periods T, T,, T; between the rising edges of the con-
trol-hot voltage V -, are approximately equal to time periods
Tosis Tre=Tosi> and Tgryrp respectively. At step 916, the
microprocessor 360 determines if the first period T, is equal
to the first offset time period T 5, within the default tolerance
AT 1€,

if (Tos1—ATps)<T1=(Tos1+AT pg)-

At step 918, the microprocessor 360 determines if'the second
period T, is equal to the line cycle period T, . minus the first
offset time period T, within the widened tolerance AT ¢
ie.,

i ([T~ Tosi/-Alos.w)<Tos([Trc-Tos +ATos.w)-

At step 920, the microprocessor 360 determines if the third
period T is equal to the start symbol offset time period T g7z 7
within the default tolerance AT, i.e.,

if (TsrarrATos)<T3=(TsrarrtAT os)-

If a start pattern was not received at step 916, 918, 920, the
microprocessor 360 sets the previous rising edge time t;_pz -
equal to the present rising edge time t at step 922. If the
microprocessor 360 is not presently receiving a digital mes-
sage at step 924, the receiving procedure 900 simply exits. If
the microprocessor 360 received a start pattern at step 918,
920, 922, the microprocessor gets ready to receive the data
patterns of the digital message by clearing the RX buffer at
step 926 and setting a variable x to zero at step 928, before the
receiving procedure 900 exits. The microprocessor 360 uses
the variable x to keep track of whether the next received edge
will be a reference edge (i.e., if the variable x is equal to zero)
or a data edge (i.e., if the variable x is equal to one). Accord-
ingly, the microprocessor 360 will expect a reference edge
during the next half-cycle after setting the variable x equal to
zero at step 928.

If the microprocessor 360 is presently receiving a digital
message at step 924 and the variable x equals zero at step 930,
the microprocessor 360 determines that the rising edge that
was just received at step 910 is a reference edge of a data
pattern. Specifically, the microprocessor 360 sets a reference
edge time ty., » equal to the rising edge time t; (from step
912) at step 932 and sets the variable x equal to one at step
934, before the receiving procedure 900 exits. If the micro-
processor 360 is presently receiving a digital message at step
912 and the variable x does not equal zero at step 930, the
microprocessor 360 determines that the rising edge that was
just received at step 910 is a data edge of a data pattern. The
microprocessor 360 sets a measured offset time T,, ¢ equal
to rising edge time t; minus the reference edge time Tz - at
step 936, i.c.,

Taros=lg—IrEr £

The microprocessor 360 then executes a receive data proce-
dure 1000 to determine the bits of data that are encoded in the
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measured offset time T,, o5 calculated at step 938, and the
receiving procedure 900 exits.

FIG. 15 is a simplified flowchart of the receive data proce-
dure 1000 executed by the microprocessor 360 to determine
the bits of data that are encoded in the measured offset time
period T,, o from the receiving procedure 900. The micro-
processor 360 uses a variable y to keep track of which bits of
the digital message are presently being received, where a
value of one for the variable y represents the first bit and a
value equal to the total number N, of bits of the digital
message represents the last bit of the digital message. The
microprocessor 360 first determines if the measured offset
time period T,, o5 is equal to one of the offset time periods
Tosts Tosss Tosss Tosa Within the default tolerance AT .
Specifically, if the measured offset time period T,, s is
approximately equal to the first offset time T, at step 1010,
ie.,

if (Tos1-AT 05)<Tiros=(Tosi+A T os),

the microprocessor 360 sets the next two bits of the digital
message in the RX buffer RX[y+1,y] equal to “00” at step
1012. Similarly, if the measured offset time period T,, o is
approximately equal to the second offset time period T 5, at
step 1014, the third offset time period T ¢ at step 1018, or the
fourth offset time period T, at step 1022, the microproces-
sor 360 sets the next two bits of the digital message in the RX
buffer RX[y+1,y] equal to “01” at step 1016, to “10” at step
1020, or to “11” at step 1024, respectively.

Ifthe variable y is not equal to the total number N, ,0f bits
of the digital message minus one at step 1026, the micropro-
cessor 360 increases the variable y by two at step 1028 and the
receive data procedure 1000 exits. If the variable y is equal to
the total number N, ,of bits of the digital message minus one
atstep 1026 (i.e., the digital message presently being received
is complete), the microprocessor 360 sets the variable y to one
at step 1030 and sets a message-received (MSG-RX) flag at
step 1032, such that the microprocessor will process the
received digital message after the receive data procedure
1000 exits. In addition, the microprocessor 360 will begin to
once again continually monitor the control-hot voltage V ., to
determine if the digital ballast controller has transmitted a
start symbol.

FIG. 16 is an alternative example timing diagram of a
control-hot voltage V-, generated by a digital ballast con-
troller (e.g., the digital ballast controller 120 of the load
control system 100 shown in FIG. 1). As shown in FIG. 16,
each data pattern has a half-cycle having a reference edge and
a number N, of subsequent half-cycles having data edges.
For example, there may be two data edges per reference edge
as shown in FIG. 16. The digital ballast controller 120 is
operable to generate a reference edge during a first half-cycle
and then to generate data edges in each of the next two
half-cycles. Accordingly, the digital ballast controller 120 is
operable to transmit four bits of data every three half-cycles
(i.e., every 1.5 line cycles). The value of the data represented
by the data edge in the second half-cycle is dependent upon
the offset time T, between the data edge and the reference
edge in the first half-cycle. The value of the data represented
by the data edge in the third half-cycle is dependent upon the
offset time T, between the data edge in the third half-cycle
and the time in the second half-cycle that is the first offset time
period T, from the reference edge in the first half-cycle. In
other words, the value of the data represented by the dataedge
in the third half-cycle is dependent upon the offset time period
Tos between the data edge in the third half-cycle and the
reference edge in the first half-cycle minus the first offset time
period T ;.



US 9,392,675 B2

33

FIG. 17 is an alternative example timing diagram of a
control-hot voltage V ., showing a start pattern used to start a
digital message transmitted by a digital ballast controller
(e.g., the digital ballast controller 120 of the load control
system 100 shown in FIG. 1). The digital ballast controller
120 is operable to transmit the start pattern by generating a
reference edge during a first half-cycle, rendering the control-
lably conductive device 210 conductive in a second subse-
quent half-cycle at the first offset period T 5, from the refer-
ence edge in the first half-cycle (i.e., transmitting bits “00),
and then rendering the controllably conductive device con-
ductive after the start symbol time period T, -, after the
firing time in the previous half-cycle. The start symbol time
period T 7, -7 1s unique from and longer than the offset time
periods T ,¢;-T s used to transmit data to the digital dim-
ming ballasts 110 (i.e., approximately 8.73 milliseconds).
After transmitting the start pattern, the digital ballast control-
ler 120 is operable to immediately begin transmitting data in
the next line cycle by generating a reference edge in the next
half-cycle and data edges in the subsequent half-cycles as
shown in FIG. 17.

FIG. 18 is an example flowchart of a timer interrupt pro-
cedure 1100 that is executed by a control circuit of a digital
ballast controller (e.g., the microprocessor 214 of the digital
ballast controller 120, 200) to transmit a digital message
having two data edges for each reference edge (e.g., as shown
in FIG. 16). The timer interrupt procedure 1100 is executed by
the microprocessor 214 when the value of the timer equals the
set interrupt time, and is very similar to the timer interrupt
procedure 700 shown in FI1G. 12. However, when the variable
m is not equal to zero at step 714 and is not equal to the
number N, of data edges in each data pattern (e.g., two) at
step 1110, the microprocessor 214 sets the base time t, equal
to the base time t, from the previous half-cycle plus the first
offset time period T, at step 1112, before increasing the
variable m by one at step 1114 and executing a data edge
procedure (e.g., the data edge procedure 800 shown in FIG.
13). During the data edge procedure 800, the microprocessor
214 sets the interrupt time of the next timer interrupt equal to
the base time t, plus the first offset time period T, at step
816 if the microprocessor 214 is presently transmitting the
first bit of the start pattern, and sets a timer interrupt for the
interrupt time of the next timer interrupt equal to the base time
t, plus the start symbol time period T,z at step 816 if the
microprocessor 214 is presently transmitting the last bit of the
start pattern. Referring back to FIG. 18, if the variable m is not
equal to zero at step 714, but is equal to the number N, of
data edges in each data pattern at step 1110, the microproces-
sor 214 sets the variable m to zero at step 720 and the timer
interrupt procedure 1100 exits.

FIG. 19 is an example flowchart of a receiving procedure
1200 executed by a control circuit of'a digital dimming ballast
(e.g., the microprocessor 360 of one of the digital dimming
ballasts 110 of the load control system 100 shown in FIG. 1)
to receive a digital message having two data edges for each
reference edge (e.g., as shown in FIG. 16). The microproces-
sor 360 executes the receiving procedure 1200 periodically
(e.g., once every half-cycle) to receive the digital messages
from a digital ballast controller (e.g., the digital ballast con-
troller 120 shown in FIG. 1). The receiving procedure 1200 is
very similar to the receiving procedure 900 shown in FIG. 14.
However, in the receiving procedure 1200 shown in FIG. 19,
the microprocessor 360 determines that a start pattern has
been received by determining that the time periods T,, T,
between the rising edges in two consecutive half-cycles are
equal to the first offset time period T, and the start symbol
time period Tz, » 7 Specifically, the microprocessor 360 sets
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the first time period T, equal to the previous second time
period T, and sets the second time period T, equal to the rising
edge time t; minus a previous rising edge time t,_zx,-at step
1210, and determines that a start pattern has been received if
the first period T, is equal to the first offset time period T o5,
within the default tolerance AT ¢ at step 1212 and the second
period T, is equal to the start symbol time period Tgpzr
within the default tolerance AT 5 at step 1214.

In addition, the microprocessor 360 calculates the mea-
sured offset time T,, ¢ in dependence upon the variable x at
step 1216, i.e.,

Taos~(tz—trer £)-(x-1)*Tpg1,

before executing the receive data procedure 1000 to deter-
mine the bits of data that are encoded in the measured offset
time T, . Ifthe variable x is not equal to the number N, of
data edges in each data pattern at step 1218, the microproces-
sor 360 increments the variable x by one at step 1220 and the
receiving procedure 1200 exits. Ifthe variable x is equal to the
number N, of data edges in each data pattern at step 1218,
the microprocessor 360 sets the variable x to zero at step 1222
and the receiving procedure 1200 exits.

Alternatively, the digital ballast controller 120 could trans-
mit and the digital ballasts 110 could receive more than two
data edges per reference edge using the timer interrupt pro-
cedure 1100 of FIG. 18 and the receiving procedure 1200 of
FIG. 19 if the number N, of data edges in each data pattern
is greater than two.

As previously mentioned, in some retrofit applications, the
neutral wire coupled to the neutral side of the AC power
source 102 may not be available in the wallbox of the digital
ballast controllers 120. FIG. 20 is a simplified block diagram
of'aload control system 1300 comprising a two-wire remote
control device, e.g., a two-wire digital ballast controller 1320
that does not require a connection to the neutral side of an AC
power source. The digital ballast controller 1320 is adapted to
be coupled in series electrical connection between an AC
power source 1302 and two-wire digital dimming ballasts
1310 (which may be the same as the digital dimming ballasts
110, 300 shown in FIGS. 1 and 3B) without a connection to
the neutral side of the AC power source. The digital ballast
controller 1320 is operable to transmit digital messages to the
digital dimming ballast 1310 in response to RF signals 1306
transmitted by wireless control devices, e.g., a wireless occu-
pancy sensor 1330, a wireless daylight sensor 1340, and a
battery-powered remote control 1350 (which may be the
same as the wireless occupancy sensor 130, the wireless
daylight sensor 140, and the battery-powered remote control
150 of the load control system 100 shown in FIG. 1).

The load control system 1300 further comprises an active
load circuit 1390 that is coupled in parallel with the two-wire
digital dimming ballasts 1310 for providing a path for a
charging current of a power supply 1420 (FIG. 21) of the
digital ballast controller 1320 to be conducted as will be
described in greater detail below. For example, the active load
circuit 1390 may be housed in an enclosure and wired to the
circuit wiring in one of the lighting fixtures with one of the
ballasts 1310 of the load control system 1300. In addition, the
active load circuit 1390 could be included as part of a retrofit
kit (e.g., the retrofit kit 180 shown in FIG. 5). Alternatively,
the active load circuit 1390 could be included in each of the
ballasts 1310 of the load control system 1300, e.g., coupled
between the control-hot terminal CH and the neutral terminal
N.

FIG. 21 is a simplified block diagram of a digital ballast
controller 1400 and an active load circuit 1490 (e.g., the
digital ballast controller 1320 and the active load circuit 1390,
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respectively, of the load control system 1300 of FIG. 20). The
digital ballast controller 1400 is able to transmit digital mes-
sages to the digital dimming ballasts using any of the com-
munication techniques discussed above with reference to
FIGS. 1-19. The digital ballast controller 1400 further com-
prise a zero-crossing detector 1416 that is coupled in parallel
with a controllably conductive device 1410 for determining
the zero-crossings of the AC power source 1302. In addition,
the power supply 1420 is also coupled in parallel with the
controllably conductive device 1410 and is operable to con-
duct a charging current I - - to generate a DC supply voltage
V o for powering a microprocessor 1414, a memory 1418,
and other low-voltage circuitry of the digital ballast controller
1400. The power supply 1420 is operable to charge when the
controllably conductive device 1410 is non-conductive at the
beginning of each half-cycle of an AC power source 1402.

When the controllably conductive device 1410 is non-
conductive, the power supply 1420 is coupled in series with
the ballasts 1310 across the AC power source 1402, such that
the AC source voltage of the AC power source 1402 is split
between the power supply and the ballasts, and the magnitude
of the control-hot voltage V 5 across the ballasts depends
upon the relative impedance of the ballasts and the power
supply. It is important to keep the magnitude of the control-
hotvoltage V -, across the ballasts 1310 well below the rising
threshold V ,, » of an edge detect circuit (e.g., the edge detect
circuit 380) of the ballasts during the time that the controlla-
bly conductive device 1410 is non-conductive. To meet this
need, the impedance between the control-hot terminal CH of
the digital ballast controller 1320 and the neutral side of the
AC power source 1402 (i.e., across the ballasts 1310) must be
lower than the impedance between the hot terminal H and the
control-hot terminal CH of the digital ballast controller 1320
during the time that the controllably conductive device 1410
is non-conductive. Accordingly, the two-wire digital ballast
controller 1320 shown in FIG. 21 comprises a current limit
circuit 1430 in series electrical connection with the power
supply 1420 to limit the magnitude of the charging current
Icgre to be equal to or less than a first current limit L; ;5,77
The value of the first current limit 1, depends on the
current requirements of the power supply 1420 and is chosen
so that the power supply can fully recharge during the time
that the controllably conductive device 1410 is non-conduc-
tive each half-cycle.

The active load circuit 1490 conducts an active load current
1,; having a magnitude that is approximately equal to the
magnitude of the charging current I ;.- ; of the power supply
1420 of the digital ballast controller 1320 when the control-
lably conductive device 1410 is non-conductive each half-
cycle. The active load circuit 1490 comprises a current limit
circuit 1492 that operates to ensure that the magnitude of the
active load current I ,; is maintained equal to or less than a
second current limit I, ;,,,, which is selected to be greater
than the first current limit L, ;- of the digital ballast con-
troller 1320. For example, the magnitude of the second cur-
rentlimitI, ;, ., may be approximately 1.2 times greater than
the magnitude of the first current limit I, ;, . As long as the
magnitude of the first current limit 1, ;,,,,, is lower than the
magnitude of the second current limit I, -, the magnitude
of the control-hot voltage V - across the ballasts 1310 (i.e.,
across the active load circuit 1490) will be approximately
zero volts during the time that the controllably conductive
device 1410 is non-conductive each half-cycle.

When the controllably conductive device 1410 becomes
conductive, the current available will be much greater than
second current limit I, 5 ;.. so the magnitude of the control-
hot voltage V. across the ballasts 1310 will be able to
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increase up towards the magnitude of the AC source voltage
of'the AC power source 1402. To prevent unnecessary power
dissipation, the active load circuit 1490 comprises a voltage
threshold circuit 1494 that is coupled in parallel with the
current limit circuit 1492 and operates to disable the current
limit circuit when the magnitude of the control-hot voltage
V oz across the active load circuit 1490 exceeds an active-
load-disable threshold Vi, ., (e.g., approximately 30
volts). The voltage threshold circuit 1494 has a time delay that
requires the magnitude of the control-hot voltage V ., across
the active load circuit 1490 to be below the active-load-dis-
able threshold V4, for a period of time, e.g. approxi-
mately 400 microseconds, before re-enabling the current
limit circuit 1492. This time delay significantly reduces the
amount of current drawn by the active load circuit 1490 near
the end of each line half-cycle as the magnitude of the control-
hot voltage V ., approaches zero volts.

FIG. 22 is a simplified block diagram of a lighting control
system 1500 comprising a digital dimming ballast 1510 that
is directly connected to one or more input devices, such as an
occupancy sensor 1530 and a daylight sensor 1540. The occu-
pancy sensor 1530 and the daylight sensor 1540 may be
mounted to the lighting fixture in which the digital dimming
ballast 1510 is installed, and may be included as part of a
retrofit kit including the digital dimming ballast 1510. The
digital dimming ballast 1510 is adapted to operate as a “mini-
system” to control the intensity of a connected lamp 1504 in
response to the occupancy sensor 1530 and the daylight sen-
sor 1540. Dimming ballasts adapted to be directly connected
to one or more input devices, such as sensors, are described in
greater detail in previously-referenced U.S. Pat. No. 7,619,
539.

The digital dimming ballast 1510 is also operable to con-
trol the intensity of the connected lamp 1504 in response to
“broadcast” commands transmitted by the digital ballast con-
troller 1520 via the control-hot voltage V . The digital bal-
last controller 1520 is operable to transmit the broadcast
commands to the digital dimming ballast 1510 in response to
RF signals 106 transmitted by a broadcast controller 1560
(i.e., acentral controller) of the load control system 1500. The
broadcast controller 1560 is connected to a network 1562
(e.g., a local area network or the Internet) via a network
communication link 1564 (e.g., an Ethernet link) for receiv-
ing the broadcast commands to transmit to the digital dim-
ming ballast 1510. The broadcast commands may comprise,
for example, at least one of atimeclock command, a load shed
command, or a demand response command. The digital bal-
last controller 1520 is operable to transmit information, such
as the status and energy consumption of the controlled loads,
back to the broadcast controller 1560, which may share the
information with other control devices coupled on the net-
work 1562. The broadcast controller 1560 is described in
greater detail in commonly-assigned U.S. patent application
Ser. No. 13/725,105 filed Dec. 21, 2012, entitled LOAD
CONTROL SYSTEM HAVING INDEPENDENTLY-CON-
TROLLED UNITS RESPONSIVE TO A BROADCAST
CONTROLLER, the entire disclosure of which is hereby
incorporated by reference.

The digital ballast controller 1520 is also operable to trans-
mit digital messages to the digital dimming ballast 1510 in
response to RF signals 1506 transmitted by wireless control
devices, e.g., a wireless occupancy sensor 1530, a wireless
daylight sensor 1540, and a battery-powered remote control
1550 (which may be the same as the wireless occupancy
sensor 130, the wireless daylight sensor 140, and the battery-
powered remote control 150 of the load control system 100
shown in FIG. 1). In addition, the digital ballast controller
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1520 may be directly connected to one or more input devices,
such as the occupancy sensor 1530 and the daylight sensor
1540.

FIG. 23 is a simple wiring diagram of a load control system
1600 having a digital LED controller 1620 and a plurality of
two-wire LED drivers 1610 for controlling the intensity of
respective LED light sources 1604 (i.e., LED light engines).
The digital LED controller 1620 may be identical to the
digital ballast controller 120, 200 shown in FIGS. 1 and 3A,
and may be able to transmit digital messages to the LED
drivers 1610 using the communication techniques described
above. For example, the digital LED controller 1620 may
transmit digital messages including commands to turn the
LED light sources 1604 on and off, to control the intensity of
each of the LED light sources, and to adjust the color tem-
perature (i.e., the color) of each of the LED light sources. In
addition, the digital LED controller 1620 may have a connec-
tion to the neutral side of an AC power source 1602 as shown
in FIG. 22 or may alternatively be a two-wire device (e.g., the
digital ballast controller 1320 shown in FIG. 21). The digital
LED controller 1620 is also operable to transmit digital mes-
sages to the LED drivers 1610 in response to RF signals 1606
transmitted by wireless control devices, e.g., a wireless occu-
pancy sensor 1630, a wireless daylight sensor 1640, and a
battery-powered remote control 1650 (which may be the
same as the wireless occupancy sensor 130, the wireless
daylight sensor 140, and the battery-powered remote control
150 of the load control system 100 shown in FIG. 1).
Examples of LED drivers are described in greater detail in
co-pending, commonly-assigned U.S. patent application Ser.
No. 12/813,908, filed Jun. 11, 2010, entitled LOAD CON-
TROL DEVICE FOR A LIGHT-EMITTING DIODE LIGHT
SOURCE, the entire disclosure of which is hereby incorpo-
rated by reference. Alternatively, both digital dimming bal-
lasts 110, 300 and LED drivers 1610 could be coupled to a
single digital ballast controller 120, 200, 1620, such that the
digital ballast controller is able to control multiple load types
in a single load control system.

The digital ballast controllers 120, 200, 1320, 1400 and
LED controllers 1620 as described herein generate the con-
trol-hot voltage V. such that the control-hot voltage
resembles a forward phase-control voltage, i.e., the control-
lably conductive device of the digital ballast controller is
rendered conductive at a firing time each half-cycle and the
datais encoded in time periods between the timing edges (i.e.,
rising edges) of the control-hot voltage. Alternatively, the
digital ballast controllers 120, 200, 1320, 1400 and LED
controllers 1620 could render the controllably conductive
device non-conductive at some time each half-cycle, such that
the control-hot voltage V-, resembles a reverse phase-con-
trol voltage and the data is encoded in time periods between
the timing edges (i.e., falling edges) of the control-hot volt-
age. In addition, the control-hot voltage V ., could comprise
a center phase-control voltage having both a rising edge
towards the beginning of a half-cycle and a falling edge
towards the end of the half-cycle. When the control-hot volt-
age V ., 1s a reverse phase-control voltage or a center phase-
control voltage, the controllably conductive device may be
implemented as, for example, two FETs in anti-series con-
nection.

FIG. 24 is a simple wiring diagram of a two-way load
control system 1700 having a plurality of two-wire power
devices that may comprise, for example, two-wire load con-
trol devices, such as two-wire digital dimming ballasts 1710
for controlling respective fluorescent lamps 1704, and two-
wire input devices, such as a two-wire line-voltage occupancy
sensor 1770. In addition, the power devices of the load control
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system 1700 may comprise additional types of two-wire load
control devices, such as, for example, light-emitting diode
(LED) drivers for driving LED light sources; screw-in lumi-
naries having integral light sources and load control circuits;
dimming circuits for controlling the intensity of lighting
loads; interface devices (e.g., a device that is operable to
receive a control-hot voltage signal V. and accordingly
control a power device for example, by providing a 0-10V
signal), electronic switches, controllable circuit breakers, or
other switching devices for turning electrical loads or appli-
ances on and off; plug-in load control devices, controllable
electrical receptacles, or controllable power strips for control-
ling plug-in electrical loads (such as coffee pots and space
heaters); motor control units for controlling motor loads, such
as ceiling fans or exhaust fans; drive units for controlling
motorized window treatments or projection screens; motor-
ized interior or exterior shutters; thermostats for heating and/
or cooling systems; temperature control devices for control-
ling heating, ventilation, and air conditioning systems; air
conditioners; compressors; electric baseboard heater control-
lers; controllable dampers; humidity control units; dehumidi-
fiers; water heaters; pool pumps; refrigerators; freezers; tele-
visions or computer monitors; power supplies; audio systems
and amplifiers; generators; electric chargers, such as electric
vehicle chargers; and alternative energy controllers (e.g.,
solar, wind, or thermal energy controllers). Further, the power
devices of the load control system 1700 may comprise addi-
tional types of two-wire input devices, such as, for example,
a vacancy sensor, a daylight sensor, a temperature sensor, a
humidity sensor, a pressure sensor, a security sensor, a prox-
imity sensor, a smoke detector, a carbon monoxide detector, a
wall-mounted keypad, a remote control keypad, a key fob, a
cell phone, a smart phone, a tablet, a personal digital assistant
(PDA), a personal computer, a timeclock, an audio-visual
control, a safety device (such as a fire protection, water pro-
tection, medical emergency device), a power monitoring
device (such as a power meter, an energy meter, a utility
submeter, and a utility rate meter), one or more partition
switches, a central control transmitter, or any residential,
commercial, or industrial controller.

A digital power device controller 1720 (i.e., a remote con-
trol device) is adapted to be coupled in series electrical con-
nection between an AC power source 1702 and the parallel
combination of the power devices (i.e., the digital dimming
ballasts 1710 and the line-voltage occupancy sensor 1770) via
a circuit wiring 1714. The digital power device controller
1720 may be a wallbox device that is able to replace a stan-
dard mechanical switch. As shown in FIG. 24, the power
device controller 1720 does not require a connection to the
neutral side of the AC power source 1702. The digital power
device controller 1720 is able to communicate with the digital
dimming ballasts 1710 to cause the fluorescent lamps 1704 to
turn on in response to an actuation of an on button 1722 and
to cause the fluorescent lamps to turn off in response to an
actuation of an off button 1724. The digital power device
controller 1720 is also able to cause the digital dimming
ballasts 1710 to raise the intensity of the fluorescent lamps
1704 (e.g., by an increment) in response to an actuation of a
raise button 1726 and to cause the digital dimming ballasts to
lower the intensity of the fluorescent lamps in response to an
actuation of a lower button 1728. Alternatively, the digital
ballast controller 1720 may comprise different user interfaces
and form factors as shown in FIG. 2B.

The digital power device controller 1720 may be config-
ured to cause the digital dimming ballasts 1710 to control the
intensities of the fluorescent lamps 1704 to a predetermined
intensity level (e.g., a preset, an emergency level, etc). The
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digital power device controller 1720 may be configured to
cause the digital dimming ballasts 1710 to “fade” the inten-
sities of the fluorescent lamps 1704 (e.g., slowly adjust the
intensities over a predetermined period of time or at a prede-
termined fade rate). For example, the digital dimming ballasts
1710 may be configured to fade the intensities of the fluores-
cent lamps 1704 over a predetermined number of half-cycles,
and may keep track of the fade time in terms of a number of
half-cycles.

The power devices of FIG. 24 are operable to both transmit
and receive digital messages with the digital power device
controller 1720 via phase-control voltages on the circuit wir-
ing 1714 (e.g., providing two-way communication) as will be
described in greater detail below. The digital power device
controller 1720 is also responsive to digital messages
received via RF signals 1706 from wireless input devices,
e.g., an occupancy sensor 1730, a daylight sensor 1740, and a
battery-powered remote control 1750, which may operate in
a similar manner as the occupancy sensor 130, the daylight
sensor 140, and the battery-powered remote control 150
shown in FIG. 1. The digital power device controller 1720
may also be directly connected to one or more input devices
(such as the occupancy sensor 1530 and the daylight sensor
1540 shown in FIG. 22). In addition, the digital power con-
troller 1720 may be operable to transmit RF signals 1706 to
other digital power device controllers. The load control sys-
tem 1700 is able to provide all of the advantages of a load
control system having a two-way digital communication link
without requiring any additional wiring. This means that the
load control system 1700 appears the same as the prior art
digital load control systems during programming and normal
operation, but is vastly easier to install.

The digital power device controller 1720 generates a con-
trol-hot voltage V -, (i.e., a phase-control voltage), which is
coupled across and is received by the power devices. A con-
troller-drop voltage V -, is generated across the digital power
device controller 1720 and is the difference between the AC
mains line voltage and the control-hot voltage V 5. The digi-
tal power device controller 1720 is operable to transmit a
“forward” digital message to the power devices by encoding
digital information in the firing times of the timing edges of
the control-hot voltage V -, as described above with refer-
ence to FIGS. 1-23. To allow for two-way communication,
the power devices are operable to transmit a “reverse” digital
message to the digital power device controller 1720 by encod-
ing digital information in the controller-drop voltage V
developed across the digital power device controller as will be
described in greater detail below. Particularly, the power
devices are operable to transmit a reverse digital message to
the digital power device controller 1720 in response to receiv-
ing a forward digital message from the digital power device
controller. In addition, the power devices are operable to
transmit acknowledgements to the digital power device con-
troller 1720 after receiving a forward digital message, such
that the digital power device controller is operable to deter-
mine if all of the power devices have successfully received the
digital message. As used herein, “forward” communication
refers to digital messages transmitted from the digital power
device controller 1720 and “reverse” communication refers to
digital messages transmitted from the power devices (e.g., the
two-wire digital dimming ballasts 1710 and the two-wire
line-voltage occupancy sensor 1770). Forward communica-
tion is very similar to the communication technique as
described above in regards to FIGS. 1-23.

Each power device may have a serial number (e.g., a 24-bit
unique number) stored in memory, for example, during the
manufacturing process of the power device. During a com-
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missioning procedure of the two-way load control system
1700, the digital power device controller 1720 may be put into
an addressing mode (e.g., in response to the actuation of one
or more of the on button 1722, the off button 1724, the raise
button 1726, and the lower button 1728). In the addressing
mode, the digital power device controller 1720 is operable to
assign a unique identifier (e.g., a link or short address) to each
of the power devices coupled to the digital power device
controller. The link address may be smaller than the serial
number (e.g., 6 bits), such that there may be up to 64 power
devices coupled to the digital power device controller 1720.
The digital power device controller 1720 may use the link
addresses to transmit forward digital messages directly to
specific power devices. In addition, the digital power device
controller 1720 may be operable to transmit broadcast mes-
sages to all of the power devices (e.g., the digital dimming
ballasts 1710 and the line-voltage occupancy sensor 1770) or
to a subset (e.g., a group) of the power devices.

Since the power devices are each assigned a link address
during the addressing mode, the power devices do not require
DIP switches, rotary encoders, jumpers, or other hardware
means for setting the address (or control channel). Therefore,
because the digital dimming ballasts 1710 of FIG. 24 does not
have DIP switches (or other structures) that need to be physi-
cally adjusted during installation of the ballast, the ballast
may be installed just like a prior art non-dim ballast (particu-
larly when the ballast is included in a retrofit kit having
dimmable lamp sockets). Accordingly, the load control sys-
tem 1700 can be configured during the commissioning pro-
cedure without accessing (i.e., making physical contact with)
the power devices (or the electrical loads controlled by the
load control devices), which may be remotely located and not
easily accessible. In addition, the load control system 1700
can be re-configured after commissioning to provide for dif-
ferent functionality of the system without accessing the
power devices or the electrical loads.

Because the power devices are each assigned a link
address, the digital power device controller 1720 is operable
to assign the power devices to one or more zones (i.e., groups)
and then transmit forward digital messages to control only the
power devices of one of the zones. For example, the digital
power device controller 1720 could assign all of the digital
dimming ballasts 1710 to the same zone, such that all of the
digital dimming ballasts 1710 will be responsive to the occu-
pancy sensors 1730, 1770 and the remote control 1750. Alter-
natively, some of the digital dimming ballast 1710 could be
assigned to a first zone, which is responsive to the daylight
sensor 1740, while the other digital dimming ballasts could be
assigned to a second zone, which is not responsive to the
daylight sensor. Methods of assigning digital dimming bal-
lasts to groups are described in greater detail in commonly-
assigned U.S. Patent Application Publication No. 2004/
0217718, published Nov. 4, 2004, entitled DIGITAL
ADDRESSABLE ELECTRONIC BALLAST AND CON-
TROL UNIT, and U.S. Pat. No. 7,391,297, issued Jun. 24,
2008, entitled HANDHELD PROGRAMMER FOR LIGHT-
ING CONTROL SYSTEM, the entire disclosures of which
are hereby incorporated by reference. Prior to being assigned
a link address, each power device could be operable to work
out-of-box as a single group. Specifically, the power devices
could be operable to respond to a predetermined default
group, for example, to be responsive to the occupancy sensors
1730, 1770 and the remote control 1750, but not to the day-
light sensor 1740.

During the commissioning procedure, the digital power
device controller 1720 may be put into a grouping mode (e.g.,
in response to the actuation of one or more of the on button
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1722, the off button 1724, the raise button 1726, and the lower
button 1728). The user may then actuate an actuator on one of
the input devices (e.g., one of the occupancy sensors 1730,
1770, the daylight sensor 1740, and the remote control 1750)
to create a zone that is responsive to that input device. The
digital power device controller 1720 may then cause one of
the digital dimming ballasts 1710 to flash the respective lamp
1704. The user may actuate actuators on the input device to
assign the digital dimming ballast 1710 of the flashing lamp to
the zone or to cause another digital dimming ballast to flash
the respective lamp. The user may step through each digital
dimming ballast 1710 and assign the appropriate ballasts to
the zone until all desired lamps 1704 are assigned to the zone.

Because the power devices are able to transmit the reverse
digital messages in response to receiving forward digital mes-
sages, the digital power device controller 1720 can receive
feedback information from the power devices. For example,
each digital dimming ballasts 1710 could transmit informa-
tion regarding lamp status information (such as indications of
missing or failed lamps) to the digital power device controller
1720 in response to a forward digital message having a query
for lamp status information. Methods of determining if a
fluorescent lamp is missing or failed are described in greater
detail in commonly-assigned U.S. Patent Application Publi-
cation No. 2006/0244395, published Nov. 2, 2006, entitled
ELECTRONIC BALLAST HAVING MISSING LAMP
DETECTION, and U.S. Patent Application Publication No.
2012/0043900, published Feb. 23, 2012, entitled METHOD
AND APPARATUS FOR MEASURING OPERATING
CHARACTERISTICS IN A LOAD CONTROL DEVICE,
the entire disclosures of which are hereby incorporated by
reference.

In addition, the line-voltage occupancy sensor 1770 may
be operable to transmit information regarding occupancy and
vacancy conditions detected by the occupancy sensor in
response to a forward digital message having a query for such
information. The digital power device controller 1720 may be
operable to transmit the feedback information received from
the digital dimming ballasts 1710 and the line-voltage occu-
pancy sensor 1770 to an external device, such as the broadcast
controller 1560 shown in FI1G. 22, which may share the infor-
mation with other control devices coupled on the network
1562.

As previously mentioned, the power devices may be two-
wire load control devices and two-wire input devices. The
two-wire load control devices are operable to control respec-
tive electrical loads in response to the forward digital mes-
sages received from the digital power device controllers
1720. For example, the digital dimming ballasts 1710 are
operable to adjust the intensities of the lamps 1704 in
response to the forward digital messages received from the
digital power device controller 1720. The digital power
device controller 1720 is operable to transmit forward digital
messages to all of the power devices (e.g., a broadcast mes-
sage), to a subset (e.g., a group) of the power devices (e.g., the
two-wire load control devices), or to individual power
devices.

Each two-wire input device is operable to transmit a
reverse digital message to the digital power device controller
1720 and the other power devices in response to received
inputs. The two-wire input devices may be operable to trans-
mit each reverse digital message in response to receiving a
forward digital message from the digital power device con-
troller 1720 (e.g., a query message). For example, the two-
wire line-voltage occupancy sensor 1770 may be operable to
transmit a reverse digital message including occupancy or
vacancy information to the digital power device controller
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1720 in response to detecting an occupancy or vacancy con-
dition in the space and receiving a query message from the
digital power device controller. The digital power device con-
troller 1720 may then transmit a forward digital message to
the digital dimming ballast 1710 to thus control the intensities
of the lamps 1704 in response to the occupancy or vacancy
information received from the line-voltage occupancy sensor
1770. Alternatively, each digital dimming ballast 1710 may
be operable to receive the reverse digital message including
the occupancy and vacancy information directly from the
line-voltage occupancy sensor 1770 and to automatically
control the intensity of the respective lamp 1704 in response
to the occupancy and vacancy information. The two-wire
input devices may be operable to transmit reverse digital
messages directly to one or more of the other power devices.
Since the two-wire load control devices and the two-wire
input devices are all coupled to the circuit wiring 1714, these
power devices may easily be installed in the same location.
For example, the two-wire line-voltage occupancy sensor
1770 may easily be integrated into the lighting fixture in
which one of the digital dimming ballasts 1710 is installed. In
addition, a retrofit kit including one of the two-wire digital
dimming ballasts 1710 may also include the two-wire line-
voltage occupancy sensor 1770.

Alternatively, the ballasts 1710 could comprise digital
switching ballasts that are responsive to the digital messages
transmitted by the digital ballast controller 1720, but only to
commands to turn the respective lamps on and off. In addi-
tion, the ballasts 1710 could also alternatively comprise digi-
tal bi-level switching ballasts that are able to individually
control (e.g., turn off and on) a plurality of lamps (e.g., two or
three lamps per ballast) to provide a few discrete dimmed
levels (e.g., as described above with reference to FIG. 1).
Further, the ballasts 1710 could alternatively comprise emer-
gency ballasts. In addition, the load control system 1700
could comprise two-wire digital LED drivers for controlling
respective LED light sources rather than the digital dimming
ballasts 1710.

The load control system 1700 may comprise multiple types
of two-wire load control devices coupled to a single digital
power device controller 1720. For example, the power
devices coupled to the digital power device controller 1720
may comprise at least one two-wire digital dimming ballast
and as least one two-wire digital LED driver.

Because the power devices are operable to transmit
acknowledgements to the digital power device controller
1720, the digital power device controller is operable to trans-
mit new values of operating settings to the power devices and
receive confirmation that the new values were received by the
power devices. For example, the digital power device con-
troller 1720 may be operable to transmit new values for the
low-end intensity L, ., the high-end intensity L., a ballast
factor, or a demand response setting to the digital dimming
ballasts 1710. Also the digital power device controller 1720
may be operable to transmit new values of operating settings
(such as timeout period, sensitivity, etc) to the occupancy
sensor 1770. The digital power device controller 1720 may
maintain a record in memory of the present operational set-
tings of the power devices. The digital power device control-
ler 1720 may also be operable to download new firmware to
the power devices. This allows the load control system to
adapt to new types of power devices and to change the func-
tionality of the power devices after installation.

The digital power device controller 1720 is operable to
automatically identify power devices that are missing and
new power devices that have been coupled to the digital
power device controller. Since the digital power device con-
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troller 1720 is able to keep track of the present operational
settings of the power devices in memory, the missing or failed
power devices may be easily replaced and reprogrammed in
the load control system 1700. For example, if one of the
digital dimming ballasts 1710 has failed and a new ballast is
installed, the digital power device controller 1720 is able to
determine which of the digital dimming ballasts is missing.
The digital power device controller 1720 can then assign the
new ballast a link address and then transmit the operational
settings of the failed ballast to the new ballast. Methods of
replacing digital dimming ballasts in a lighting control sys-
tem are described in greater detail in commonly-assigned
U.S. Patent Application Publication No. 2009/0273433, pub-
lished Nov. 5, 2009, entitled METHOD OF AUTOMATI-
CALLY PROGRAMMING A NEW BALLAST ON A DIGI-
TAL BALLAST COMMUNICATION LINK; U.S. Patent
Application Publication No. 2010/0241255, published Sep.
23,2010, entitled METHOD OF SEMI-AUTOMATIC BAL-
LAST REPLACEMENT; and U.S. Patent Application Pub-
lication No. 20110115293, published May 19, 2011, entitled
METHOD FOR REPLACING A LOAD CONTROL
DEVICE OF A LOAD CONTROL SYSTEM,; the entire dis-
closures of which are hereby incorporated by reference.

The digital power device controller 1720 may also be con-
figured to assign a circuit address to each of the power devices
that are connected to that digital power device controller 1720
via the circuit wiring 1714. For example, the power devices
on the circuit wiring 1714 may all save the exact same circuit
address in memory. The digital power device controller 1720
may transmit the circuit address to each power device at the
same time that the digital power device controller transmits
the link address to the power device (during the commission-
ing procedure). The digital power device controller 1720 is
configured to periodically transmit out broadcast messages
including the circuit address. If a power device having a
circuit address is ever disconnected from the circuit wiring
1714 connected to the digital power device controller 1720
and then connected to another different digital power device
controller, the power device will receive a broadcast message
including a different circuit address and will reset its circuit
address, link address, and other configuration information
after receiving the broadcast message including the different
circuit address a predetermined number of times. The power
device can then obtain a circuit address and a new link address
from the different digital power device controller.

FIG. 25 is a simplified block diagram of an example digital
power device controller 1820 (e.g., the digital power device
controller 1720) that is able to transmit forward digital mes-
sages to and receive reverse digital messages from one or
more power devices (e.g., the power devices of the load
control system 1700 of FIG. 24). The digital power device
controller 1820 comprises a hot terminal H adapted to be
coupled to the AC power source 1702 and a control-hot ter-
minal CH adapted to be coupled to the power devices. The
digital power device controller 1820 could alternatively com-
prise a neutral terminal adapted to be coupled to the neutral
side of the AC power source 1702 (as with the digital ballast
controller 120 shown in FIG. 1).

The digital power device controller 1820 comprises a con-
trollably conductive device, e.g., a triac 1810 as shown in
FIG. 25, adapted to be coupled in series electrical connection
between the AC power source 1702 and the power devices for
generating a control-hot voltage V . The triac 1810 is oper-
able to conduct a load current L, ,,, of all of the power
devices coupled to the digital power device controller 1820.
Since the triac 1810 is coupled between the AC power source
1702 and the power devices, the control-hot voltage V -, may
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only exist on the circuit wiring 1714 between the digital
power device controller 1820 and the power devices (i.e., the
digital power device controller operates to “swallow” the
forward and reverse digital messages). Accordingly, the con-
trol-hot voltage V ,, does not interfere with other control
devices that may be coupled to the AC power source 1702.

The digital power device controller 1820 further comprises
a microprocessor 1814 that generates a drive voltage V , for
rendering the triac 1810 conductive to thus generate the con-
trol-hot voltage V4 at the control-hot terminal CH. The
microprocessor 1814 may alternatively comprise, for
example, a microcontroller, a programmable logic device
(PLD), an application specific integrated circuit (ASIC), a
field-programmable gate array (FPGA), or any suitable pro-
cessing device, controller, or control circuit. The micropro-
cessor 1814 receives inputs from a zero-crossing detector
1816 (which may be the same as the zero-crossing detector
216 of the digital ballast controller 200 shown in FIG.3A) and
one or more actuators 1818 (e.g., the on button 1722, the off
button 1724, the raise button 1726, and the lower button 1728
of'the digital power device controller 1720 shown in FI1G. 24).
The microprocessor 1814 may also be coupled to a wireless
communication circuit, e.g., an RF transceiver 1822, which is
coupled to an antenna 1824 for transmitting and receiving the
RF signals 1706. Alternatively, the wireless communication
circuit may comprises an RF transmitter for transmitting RF
signals, an RF receiver for receiving RF signals, or an infrared
(IR) receiver for receiving IR signals. The microprocessor
1814 may further be coupled to a visual display 1826 (which
may comprise, for example, the status indicators 128 of the
digital ballast controller 120 shown in FIG. 1). The micropro-
cessor 1814 may also store operational characteristics and
information in a memory (not shown), which may be an
external IC or an internal circuit of the microprocessor.

The digital power device controller 1820 comprises a full-
wave rectifier bridge 1840 having AC terminals that are
coupled in series with a resistor R1842 across the triac 1810.
The digital power device controller 1820 also includes a gate
coupling circuit 1850 that is coupled across the DC terminals
of the rectifier bridge 1840. The gate coupling circuit 1850
comprises a voltage-controlled controllably conductive
device, such as a MOS-gated transistor, e.g., a FET Q1852.
The gate coupling circuit 1850 receives the drive voltage V 5
from the microprocessor 1814 for rendering the FET Q1852
conductive and non-conductive. Specifically, the drive volt-
age V r 1s coupled to a gate of the FET Q1852 through a FET
drive circuit 1854 and a gate resistor R1855. The gate cou-
pling circuit 1850 also comprises a current limit circuit
including an NPN bipolar junction transistor Q1856 and a
sense resistor R1858, which is coupled in series with the FET
Q1852. The base of the transistor Q1856 is coupled to the
junction of the FET Q1852 and the sense resistor R1858.
Accordingly, in the event of an overcurrent condition (i.e.,
when the magnitude of the voltage across the sense resistor
R1858 exceeds the rated base-emitter voltage of the transistor
Q1856), the transistor Q1856 is rendered conductive, thus
pulling the gate of the FET Q1852 down towards circuit
common and rendering the FET non-conductive.

The digital power device controller 1820 also comprises a
controllable switching circuit 1860 coupled between the gate
of the triac 1810 and the junction of the rectifier bridge 1840
and the resistor 1842. Accordingly, the controllable switching
circuit 1860 is operatively coupled in series between the gate
coupling circuit 1850 and the gate of the triac 1810. The
microprocessor 1814 generates a switch control voltage V-
for rendering the controllable switching circuit 1860 conduc-
tive and non-conductive. When the controllable switching
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circuit 1860 is conductive, the FET Q1852 of the gate cou-
pling circuit 1850 is able to conduct a gate current I ; through
the gate of the triac 1810 to render the triac conductive to
generate the control-hot voltage V .

The digital power device controller 1820 also includes a
power supply 1821 that is coupled in series with a current-
limit circuit 1830 across the DC terminals of the rectifier
bridge 1840. The power supply 1821 is operable to generate
a first DC supply voltage V ., for driving the FET Q1852 of
the gate coupling circuit 1850 and a second DC supply volt-
age V., for powering the microprocessor 1814 and other
low-voltage circuitry of the digital power device controller.
The power supply 1821 is operable to charge by conducting a
charging current I, through the control-hot terminal CH
when the triac 1810 is non-conductive at the beginning of
each half-cycle of the AC power source 1702. The current
limit circuit 1830 limits the magnitude of the charging current
Iz to be equal to or less than a first current limit I, ;5,7
e.g., approximately 150 milliamps. The microprocessor 1814
generates a current-limit control signal V-, that is coupled to
the current-limit circuit 1830, such that the microprocessor is
able to render the current-limit circuit 1830 non-conductive to
stop the power supply 1821 from charging as will be
described in greater detail below.

The digital power device controller 1820 also comprises a
reverse communication receiving circuit 1870 that is coupled
across the DC terminals of the rectifier bridge 1840, such that
the reverse communication receiving circuit 1870 is respon-
sive to the controller-drop voltage V., developed across the
digital power device controller. The reverse communication
receiving circuit 1870 provides a reverse communication
receive signal V_-to the microprocessor 1814, such that the
microprocessor is able to decode the digital information
encoded in the controller-drop voltage V., by the power
devices as will be described in greater detail below.

FIG. 26 is a simplified block diagram of an example digital
dimming ballast 1910 (e.g., one of the digital dimming bal-
lasts 1710) that is able to receive forward digital messages
from and transmit reverse digital messages to a digital power
device controller (e.g., the digital power device controller
1720 of the load control system 1700 of FIG. 24 or the digital
power device controller 1820 shown in FIG. 25). The digital
dimming ballast 1910 is operable to control the intensity of a
fluorescent lamp 1904 to a desired lighting intensity L,z¢
between a low-end intensity [, and a high-end intensity
Lz The digital dimming ballast 1910 comprises an RFI filter
circuit 1911 and a rectifier circuit 1920 that operate in a
similar manner as the RFTI filter circuit 310 and the rectifier
circuit 320 of the digital dimming ballast 300 shown in FIG.
3B.

The digital dimming ballast 1910 comprises a power con-
verter, e.g., a boost converter 1930, which has an input for
receiving a rectified voltage V ., from the rectifier circuit
1920. The boost converter 1930 operates to generate a DC bus
voltage V5, across a bus capacitor Cz,,s and to improve the
power factor of the digital dimming ballast 1910 (e.g., as a
PFC circuit). The digital dimming ballast 1910 comprises an
input capacitor C,,; coupled across the input of the boost
converter 1930. The digital dimming ballast 1910 also
includes a load regulation circuit 1940 comprising an inverter
circuit 1942 for converting the DC bus voltage Vs to a
high-frequency AC voltage V,,-and a resonant tank circuit
1944 for coupling the high-frequency AC voltage V- gen-
erated by the inverter circuit to filaments of a lamp 1904 (e.g.,
in a similar manner as the respective circuits of the load
regulation circuit 340 of the digital dimming ballast 300
shown in FIG. 3B).
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The digital dimming ballast 1910 comprises a control cir-
cuit, e.g., a microprocessor 1960, for providing a drive control
signal V ;7 to the inverter circuit 1942 for controlling the
magnitude of a lamp voltage V; generated across the fluores-
cent lamp 1904 and a lamp current I, conducted through the
lamp in response to a lamp current feedback signal V5 .-
generated by a lamp current measurement circuit 1970 and a
lamp voltage feedback signal V5 ,; generated by a lamp
voltage measurement circuit 1972. The control circuit of the
digital dimming ballast 1910 may alternatively comprise, for
example, a microcontroller, a programmable logic device
(PLD), an application specific integrated circuit (ASIC), a
field-programmable gate array (FPGA), or any suitable pro-
cessing device, controller, or control circuit. The micropro-
cessor 1960 is coupled to a memory 1962 for storage of the
control information of the digital dimming ballast 1910. The
digital dimming ballast 1910 also comprises a power supply
1964, which receives the bus voltage V., and generates a
DC supply voltage V. (e.g., approximately five volts) for
powering the microprocessor 1960, the memory 1962, and
the other low-voltage circuitry of the ballast.

The digital dimming ballast 1910 also comprises an active
load circuit 1980 coupled across the output of the RFI filter
circuit 1911. The active load circuit 1980 comprises a thresh-
old detect circuit 1982 and a current sink circuit 1984, which
is coupled to the RFI filter circuit 1911 via two diodes D1986,
D1988. The active load circuit 1980 operates to provide a path
for a charging current of a power supply of a digital power
device controller (e.g., the charging current [ ;s of the
power supply 1821 of the digital power device controller
1820). The active load circuit 1980 may provide the path for
the charging current [ ;7 in a similar manner as the active
load circuit 1490 shown in FIG. 21. The current sink circuit
1984 limits the magnitude of an active load current conducted
through the active load circuit 1980 to less than or equal to a
second current limit 1, ., which is greater than the first
current limit I, ;, -, ofthe digital ballast controller 1820 (e.g.,
approximately 200 milliamps).

The threshold detect circuit 1982 provides a current sink
enable control signal V . 2, to the current sink circuit 1984
for enabling and disabling the current sink circuit in response
to the magnitude of the control-hot voltage V . The thresh-
old detect circuit 1980 is responsive to the differential voltage
between the control-hot terminal CH and the neutral terminal
N of the digital dimming ballast 1910. The threshold detect
circuit 1980 enables the current sink circuit 1984 when the
magnitude of the control-hot voltage V ., drops below a fall-
ing threshold V , - (e.g., approximately 10 volts), i.e., at the
end of each half-cycle. The threshold detect circuit 1982
disables the current sink circuit 1984 when the magnitude of
the control-hot voltage V., rises above a rising threshold
V 1.z (€.g., approximately 20 volts), i.e., when the triac 1810
of the digital power device controller 1820 is rendered con-
ductive. Accordingly, when the triac 1810 of the digital power
device controller 1820 is non-conductive and the current sink
circuit 1984 is enabled, the active load circuit 1980 is able to
conduct the active load current and the magnitude of the
control-hot voltage V .., across the power devices is approxi-
mately zero volts.

The active load circuit 1980 is also coupled to a control
circuit, e.g., a microprocessor 1960, of each digital dimming
ballast 1910. The threshold detect circuit 1980 provides a
received forward communication signal V - to the micro-
processor 1960, such that the microprocessor is able to
decode the digital information stored in the timing edges of
the control-hot voltage V- (as described above with refer-
enceto FIGS. 1-23). For example, the threshold detect circuit
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1980 may drive the received forward communication signal
Vi zy high when the magnitude of the control-hot voltage
V oz rises above the rising threshold V., . (i.e., approxi-
mately 20 volts), and drives the received forward communi-
cation signal V.  low when the magnitude of the control-
hot voltage V ., drops below the falling threshold V , - (i.e.,
approximately 10 volts).

The microprocessor 1960 is also coupled to the current
sink circuit 1984 for overriding the control of the threshold
detect circuit 1982 to enable and disable the current sink
circuit. Specifically, the microprocessor 1960 generates a
transmit reverse communication signal V_,. which is rep-
resentative of the reverse digital messages to be transmitted to
the digital power device controller 1720. The microprocessor
1960 is able to enable the current sink circuit 1984 when the
triac 1810 of the digital power device controller 1720 is
non-conductive to cause the magnitude of the control-hot
voltage V - to be approximately zero volts and the magni-
tude of the controller-drop voltage V ., to be equal to approxi-
mately the magnitude of the AC mains line voltage. The
microprocessor 1960 is able to disable the current sink circuit
1984 when the triac 1810 of the digital power device control-
ler 1720 is non-conductive to cause the magnitude of the
control-hot voltage V - to increase above zero volts and the
magnitude of the controller-drop voltage V., to decrease.
Accordingly, the microprocessor 1960 is able to control the
magnitude of the controller-drop voltage V -, when the triac
1810 of the digital power device controller 1720 is non-
conductive to transmit the reverse digital messages to the
digital power device controller. As previously mentioned, the
triac 1810 of the digital power device controller 1720 oper-
ates to swallow the reverse digital messages, such that the
reverse digital messages do not interfere with other control
devices that may be coupled to the AC power source 102.

FIG. 27 is a simplified schematic diagram of an example
power converter 2030 for an electronic ballast (e.g., the boost
converter 1930 of the digital dimming ballast 1910 shown in
FIG. 26). The power converter 2030 is controlled by a control
circuit, e.g., a microprocessor 2060, which may be the control
circuit 1960 of the digital dimming ballast 1910. The boost
converter 2030 comprises an input that is coupled to the DC
terminals of a rectifier circuit 2020 (e.g., the rectifier circuit
1920) for receiving an input voltage V,,, (e.g., the rectified
voltage Vyzz-7). For example, the rectifier circuit 2020 is
shown as a full-wave bridge rectifier in FIG. 27. An input
capacitor C;,, is coupled across the input of the boost con-
verter 2030 and may have a capacitance of, for example,
approximately 0.22 pF. When the triac of a digital power
device controller that is coupled to the digital dimming ballast
1910 (e.g., the triac 1810 of the digital power device control-
ler 1820) is conductive, the power converter 2030 operates in
a boost mode to generate a DC bus voltage Vz, 5 from the
input voltage V,, (e.g., as a boost converter) and to improve
the power factor of the digital dimming ballast 1910 (in a
similar manner as the boost converter 330 of the digital dim-
ming ballast 300 shown in FIG. 3B).

The power converter 2030 comprises an inductor [.2040,
which receives the input voltage V, from the rectifier circuit
2020, conducts an inductor current I;, and has an inductance
L,,, of, for example, approximately 0.81 mH. The inductor
L2040 is coupled to the bus capacitor Cg, s via a diode
D2042. A power switching device, e.g., a field-effect transis-
tor (FET) Q2044 is coupled in series electrical connection
between the junction of the inductor 1.2040 and the diode
D2042 and circuit common, and is controlled to be conduc-
tive and non-conductive, so as to generate the bus voltage
V sus across the bus capacitor Cx; . The FET Q2044 could
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alternatively be implemented with a bipolar junction transis-
tor (BJT), an insulated-gate bipolar transistor (IGBT), or any
suitable transistor. A resistor divider is coupled across the bus
capacitor Cg, s and comprises two resistors 82046, 82048,
which have, for example, resistances of approximately 1857
kQ and 10 kQ, respectively. The microprocessor 2060
receives a bus voltage feedback signal V ., which is gen-
erated at the junction of the resistors 82046, R2048 and has a
magnitude that is representative of the magnitude of the bus
voltage V.

The microprocessor 2060 is coupled to the gate of the FET
Q2044 of the power converter 2030 for directly controlling
the FET Q2044 to be conductive and non-conductive to selec-
tively charge and discharge the inductor 1.2040 and generate
the bus voltage V., across the bus capacitor Cz,,c. The
power converter 2030 comprises a FET drive circuit 2050,
which is coupled to a gate of the FET Q2044 for rendering the
FET conductive and non-conductive in response to a bus
voltage control signal Vg 7y received from the micropro-
cessor 2060. The microprocessor 2060 controls the bus volt-
age control signal Vg ., to control how long the FET
Q2044 is rendered conductive and thus adjust the magnitude
of the bus voltage V.

The power converter 2030 also comprises an over-current
protection circuit 2070 that generates an over-current protec-
tion signal V -, which is provided to the microprocessor
2060, such that the microprocessor is able to render the FET
Q2044 non-conductive in the event of an over-current condi-
tion in the FET. The over-current protection circuit 2070
comprises a sense resistor 82072 that is coupled in series with
the FET Q2044 and has a resistance of, for example, approxi-
mately 0.24Q. The voltage generated across the sense resistor
R2072 is coupled to the base of an NPN bipolar junction
transistor Q2074 via a resistor 82075 (e.g., having a resis-
tance of approximately 1 k€2). The base of the transistor
Q2074 is also coupled to circuit common through a capacitor
C2076 (e.g., having a capacitance of approximately 470 pF).
The collector of the transistor Q2074 is coupled to the DC
supply voltage V . through a resistor 82078 (e.g., having a
resistance of approximately 6.34 kQ). The over-current pro-
tection signal V. is generated at the junction of the tran-
sistor Q2074 and the resistor R2078. When the voltage across
the sense resistor 82072 exceeds a predetermined over-cur-
rent threshold voltage (i.e., as a result of an over-current
condition in the FET Q2044, e.g., approximately 10 amps),
the transistor Q2074 is rendered conductive, thus pulling the
magnitude of the over-current protection signal V., down
towards circuit common, such that the microprocessor 2060
renders the FET Q2044 non-conductive.

The power converter 2030 further comprises a zero-current
detect circuit 2080, which generates a zero-current feedback
signal V; .~ when the magnitude of the voltage induced by
the inductor [.2040 collapses to approximately zero volts to
indicate when the magnitude of the inductor current I, is
approximately zero amps. The zero-current detect circuit
2080 comprises a control winding 2082 that is magnetically
coupled to the inductor [.2040. The control winding 2082 is
coupled in series with two resistors 82084, 82085, which each
have, for example, resistances of approximately 22 kQ. The
junction of the resistor R2084, 82085, is coupled to the base
of'an NPN bipolar junction transistor Q2086. The collector of
the transistor 2086 is coupled to the DC supply voltage V.~
through aresistor R2088 (e.g., having a resistance of approxi-
mately 22 k), such that the zero-current feedback signal
V 5.z 1s generated at the collector of the transistor. When the
voltage across the inductor 1.2040 is greater than approxi-
mately zero volts, a voltage is produced across the control
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winding 2082 and the transistor Q2086 is rendered conduc-
tive, thus driving the zero-current feedback signal V ..
down towards circuit common. When the magnitude of the
inductor current I, drops to approximately zero amps, the
transistor Q2086 is rendered non-conductive and the zero-
current feedback signal V5 . is pulled up towards the DC
supply voltage V...

As previously mentioned, the power converter 2030 may
be part of the digital dimming ballast 1910, which may be
controlled by the digital power device controller 1820 shown
in FIG. 25. When the triac 1810 of the digital power device
controller 1820 is non-conductive (i.e., the magnitude of the
control-hot voltage V., is approximately zero volts with
respect to neutral), the digital dimming ballast 1910 is oper-
able to control the current sink circuit 1984 to control the
magnitude of the controller-drop voltage V., and transmit
the reverse digital messages to the digital power device con-
troller. However, if the magnitude of the input voltage V
across the input capacitor Cp,, is low (e.g., approximately zero
volts) when the microprocessor 1960 is trying to increase the
magnitude of the control-hot voltage V -, to thus decrease the
magnitude of the controller-drop voltage V -, the magnitude
of'the control-hot voltage V ., may increase more slowly than
desired due to the input capacitor C,,, charging. This slow
change in the magnitude of the control-hot voltage V -, and
thus the controller-drop voltage V , can cause communica-
tion errors, particularly, when there are many digital dimming
ballasts connected to the digital power device controller 1820.
In addition, if the magnitude of the input voltage V,; across
the input capacitor C,; is low (i.e., approximately zero volts)
when the digital power device controller 1820 renders the
triac 1810 conductive each half-cycle of the control-hot volt-
age Vg, the input capacitor C,,, may conduct a charging
current having a large magnitude (e.g., approximately one
amp), which can cause increased power dissipation (i.e.,
losses) in the electrical components of the digital power
device controller 1820 and the digital dimming ballast 1910.

Therefore, when the magnitude of the control-hot voltage
V oz 18 approximately zero volts each half-cycle (i.e., when
the triac 1810 of the digital power device controller 1820 is
non-conductive), the microprocessor 2060 is able to control
the power converter 2030 to operate in a buck mode to charge
the input capacitor C,,, from the bus voltage Vs (e.g., to
operate in a reverse direction as a buck converter). Specifi-
cally, the power converter 2030 further comprises another
FET Q2090 coupled in series with a diode D2092, with the
series combination of the FET Q2090 and the diode D2092
coupled in parallel the diode D2042. The microprocessor
2060 is coupled to the gate of the FET Q2090 through a FET
drive circuit 2094 for selectively rendering the FET conduc-
tive and non-conductive. A resistor divider is coupled across
the input capacitor C,,, and comprises two resistors R2096,
82098, which have, for example, resistances of approxi-
mately 1857 k€2 and 10k, respectively. The microprocessor
2060 receives an input voltage feedback signal V. -5, which
is generated at the junction of the resistor R2096, 82098 and
has a magnitude that is representative of the magnitude of the
input voltage V. The FET drive circuits 2050, 2094 could be
implemented as the low-side and high-side drive circuits,
respectively, of a single half-bridge driver IC.

When the microprocessor 2060 renders the FET Q2090
conductive, the inductor L2040 conducts the inductor current
1; from the bus capacitor Cz, s to the input capacitor C,,, and
the magnitude of the inductor current I, increases. When the
FET Q2090 is non-conductive, the inductor [.2040 continues
to conduct the inductor current I, through the body diode of
the FET Q2044, and the magnitude of the inductor current I,
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decreases. Accordingly, the microprocessor 2060 is able to
control the FET Q2090 to operate the power converter 2030
as a buck converter to charge the input capacitor C,,, when the
triac 1810 of the digital power device controller 1820 is
non-conductive. For example, the microprocessor 2060 may
be operable to charge the input capacitor Cy, such that the
magnitude of the input voltage V . is approximately equal to
the magnitude of the control-hot voltage V ,; when the triac
1810 is rendered conductive. Specifically, the microprocessor
2060 may be operable to charge the magnitude of the input
voltage V,, to, for example, approximately 100 volts.
Accordingly, the difference between the magnitude of the
control-hot voltage V ~;; and the magnitude of the input volt-
age V,,is minimized, such that the input capacitor C;,, does
not conduct much charging current when the triac 1810 is
rendered conductive. In addition, the microprocessor 2060
may be operable to over-charge the input capacitor C,,, while
the triac 1810 is non-conductive, such that the magnitude of
the input voltage V,, is greater than the magnitude of the
control-hot voltage V ., when the triac 1810 is rendered con-
ductive.

While not shown in the figures of the present application,
the two-wire line-voltage occupancy sensor 1770 may have
similar functional blocks as the digital dimming ballast 1910
shown in FIG. 26. For example, the two-wire line-voltage
occupancy sensor 1770 may have a microprocessor and an
active load circuit (similar to the active load circuit 1980 of
the digital dimming ballast 1910), such that the two-wire
line-voltage occupancy sensor is able to receive forward digi-
tal messages and transmit reverse digital messages. However,
rather than including a load regulation circuit 1940, the two-
wire line-voltage occupancy sensor 1770 may comprise an
internal occupancy detection circuit for detecting the occu-
pancy and vacancy conditions in the space around the occu-
pancy sensor. The two-wire line-voltage occupancy sensor
1770 may be operable to transmit reverse digital messages
including information regarding occupancy and vacancy con-
ditions detected by the occupancy detection circuit. Alterna-
tively, a two-wire line-voltage daylight sensor (not shown)
could comprise a microprocessor, an active load circuit, and
an internal photosensitive circuit for measuring the total light
level around the daylight sensor.

FIG. 28A is a simple diagram of a “forward” digital mes-
sage 2000 and a “reverse” digital message 2002. For example,
the forward digital message 2000 may be transmitted by the
digital power device controller 1720 to the power devices of
the load control system 1700 of FIG. 24. The reverse digital
message 2002 may be transmitted by one ofthe power devices
of the load control system 1700 to the digital power device
controller 1720. The forward digital message 2000 may com-
prise, for example, a command for the digital dimming bal-
lasts 1710 to control the lamps 1704 or a query for the power
devices to report a state or level. The reverse digital message
2002 immediately follows the forward digital message 2000
and may comprise, for example, a response or answer to a
query from the forward digital message (e.g., a simple 1-bit
response, such as, “yes” or “no”). For example, queries trans-
mitted by the digital ballast controller 1720 may comprise
yes-or-no questions, such as, “Do you have a lamp fault
condition?” (transmitted to the digital dimming ballasts
1710) and “Have you detected an occupied condition?”
(transmitted to the two-wire line-voltage occupancy sensor
1770). The forward digital message 2000 may extend, e.g.,
for approximately 10 line cycles, while the reverse digital
message 2002 may extend, e.g., for approximately 1.5 line
cycles.
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The digital power device controller 1720 may be operable
to set the values of the offset time periods T o5, T s Tosss
T os4 1n response to the measured line-voltage time period
T, o The digital power device controller 1720 may update the
first offset time period T 5, to be equal to half of the measured
line-cycle time T, - and the other offset time periods T s,
T 553 Tosa to be longer than the first offset time period T4,
by 100, 200, and 300 microseconds, respectively, i.e.,

Tosi=Tid%
Toso=Tos1+A g
Tos3=Tosi1+2"ATos; and

Tosa=Tos1+3 A ps

where AT, is approximately 100 microseconds.

The power devices may be operable to measure the line-
voltage time period T, - from the start pattern transmitted by
the digital power device controller 1720.

FIG. 28B is a simple timing diagram of a control-hot volt-
age (e.g., the control-hot voltage V -, generated by the digital
power device controller 1720) showing an example start pat-
tern. As shown in FIG. 28B, the digital power device control-
ler 1720 is operable to transmit the start pattern by rendering
the triac 1810 conductive to generate a reference edge during
a first half-cycle, rendering the triac 1810 conductive in a
second subsequent half-cycle at the start symbol time period
Ts74zrfrom the reference edge in the first half-cycle, and then
rendering the triac conductive after the line-voltage time
period T, . from the reference edge in the first half-cycle. The
start symbol time period Tz, 7 18 Unique from and longer
than the offset time periods T ;- T 55, used to transmit data to
the power devices (e.g., approximately 8.78 milliseconds
given a 60 Hz line frequency). The power devices are oper-
able to measure the line-voltage time period T, (from the
reference edge in the first half-cycle to the edge in the third
half-cycle of the start pattern), and to update the offset time
periods T g1, Tosss Tosss Tosq from the measured line-volt-
age time period T, .. After transmitting the start pattern, the
digital power device controller 1720 is operable to immedi-
ately begin transmitting data in the next half-cycle by gener-
ating a reference edge in the next half-cycle and data edges in
the subsequent half-cycles as shown in FIG. 28B. The power
devices are operable to use the updated offset time periods
Tosts Tosas Tosss Tosa to decode the data of the forward
digital message.

FIGS.29A and 29B are simple timing diagrams (e.g., of the
control-hot voltage V -, and the controller-drop voltage V -,
of'the load control system 1700 of FIG. 24) showing example
reverse data patterns of a reverse digital message. Particu-
larly, the simple reverse digital messages may comprise a
simple “yes” pattern 2004 as shown in FIG. 29A and a simple
“no” pattern 2005 as shown in FIG. 29B. During the first
half-cycle of the reverse digital message, the digital power
device controller 1720 first generates a reference edge by
rendering the triac 1810 conductive after the reference edge
time period T since the last zero-crossing. During the time
between the zero-crossing and the reference edge, the thresh-
old detect circuit 1982 of the active load circuit 1980 of each
of the power devices enables the current sink circuit 1984,
such that the magnitude of the controller-drop voltage V -, is
approximately equal to the magnitude of the AC mains line
voltage, thus creating a reference pulse 2006 across the digital
power device controller 1720.

During the second half-cycle of the reverse digital mes-
sage, the digital power device controller 1720 maintains the
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triac 1810 non-conductive during a window time period T,
during which each of the power devices may transmit an ACK
pulse 2007 (i.e., an acknowledgement) to signal to the digital
power device controller that each power device received the
forward digital message that was transmitted just before the
reverse digital message. The window time period T, starts
after the first offset time period T, (i.e., the length of one
half-cycle) from the reference edge in the first half-cycle of
the reverse digital message as shown in FIGS. 29A and 29B.
For example, the window time period T, may be 400
microseconds long. The triac 1810 is rendered conductive at
the end of the window time period T ;-

Specifically, each of the power devices may transmit the
ACK pulse 2007 by disabling the current sink circuit 1984
during the window time period T, such that the magnitude
of the controller-drop voltage V. remains below a reverse
communication threshold V., and may be, for example,
reduced to approximately zero volts as shown in FIGS. 29A
and 29B. Ifall of the power devices receive the forward digital
message and disable the current sink circuits 1984 during the
window time period Ty, in the second half-cycle of the
reverse digital message, the magnitude of the controller-drop
voltage V. remains below the reverse communication
threshold V.. -+ However, if even one of the power devices
does not receive the forward digital message and does not
disable the current sink circuit 1984 during the window time
period T, (i.e., allows the threshold detect circuit 1980 to
keep the current sink circuit enabled), the magnitude of the
controller-drop voltage V-, will be greater than the reverse
communication threshold V. ., when the triac 1810 is ren-
dered conductive at the end of the window time period T,
Accordingly, the digital power device controller 1720 is oper-
able to determine that all of the power devices did not receive
the forward digital message and to retransmit the forward
digital message after the end of the present reverse digital
message.

During the third half-cycle of the simple reverse digital
message, the digital power device controller 1720 once again
maintains the triac 1810 non-conductive during the window
time period T ;.. During the window time period T, 0f the
third half-cycle of the simple reverse digital message, each of
the power devices may transmit data in the form of a “yes” or
“no” answer (e.g., one bit of data) as shown in the “yes”
pattern 2004 in FIG. 29A and the “no” pattern 2005 in FIG.
29B. Specifically, each power device may enable the current
sink circuit 1984 to transmit a “yes” pulse 2008 and may
disable the current sink circuit to transmit a “no” pulse 2009
during the window time period T, 0f the third half-cycle. If
only one power device transmits a “yes” pulse 2008, the
magnitude of the controller-drop voltage V . will rise above
the reverse communication threshold V4. -, during the win-
dow time period T, of the third half-cycle. However, all of
the power devices need to transmit “no” pulses 2009 for the
magnitude of the controller-drop voltage V s to remain below
the reverse communication threshold V4. -, during the win-
dow time period T, of the third half-cycle. Therefore, the
digital power device controller 1720 is only able to determine
if all of the power devices transmitted “no” patterns 2005 or at
least one of the power devices transmitted a “yes” pattern
2004.

As previously mentioned, the digital power device control-
ler 1720 is operable to assign link addresses to the power
devices during the commissioning procedure of the two-way
load control system 1700. For example, the digital power
device controller 1720 may be operable to transmit a broad-
cast forward digital message (e.g., having the question “Do
you need an address?”) to all of the power devices. If at least
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one of the power devices answers with a “yes” pattern 2004,
the digital power device controller 1720 may perform a
binary search routine to determine the serial number of the at
least one unaddressed power device, and then may assign the
unique link address to the power device having that serial
number. Alternatively, the power devices may be operable to
produce a 24-bit random number (which may be seeded using
the serial number) and may use the random number during the
binary search routine (rather than the serial number).

During the binary search routine, the digital power device
controller 1720 may be operable to transmit a broadcast for-
ward digital message (e.g., having the question “Is your serial
number greater than the number Nz, < ?"); and each of
the unaddressed ballasts may respond by transmitting “yes”
or “no” patterns 2004, 2005. For example, the initial value of
the number Nz, or;y may be approximately half of the
possible range of serial numbers for the digital power device
controller 1720. The digital power device controller 1720
may be operable to transmit the binary search forward digital
message (While updating the value of the number N, <rcrr)
and receive “yes” or “no” patterns 2004, 2005 from the power
devices until only one power device is identified. The identi-
fied power device can then transmit its serial number to the
digital power device controller 1720 and the digital power
device controller can transmit the unique link address to the
power device. The digital power device controller 1720 can
then retransmit the broadcast forward digital message having
the question “Do you need an address?” to determine if any
more power devices need link addresses, and then perform the
binary search routine again if needed. Once all of the power
devices have been assigned link addresses, the digital power
device controller 1720 is operable to exit the addressing
mode, and may then use the assigned link addresses to trans-
mit forward digital messages to the power devices.

FIGS. 30-33 show example flowcharts executed by a con-
trol circuit of a digital power device controller (e.g., the
microprocessor 1814 of the digital power device controller
1720, 1820) to transmit forward digital messages and receive
reverse digital messages. The digital power device controller
1820 may be operable to transmit the forward digital mes-
sages to the power devices in a similar manner as described
above with reference to FIGS. 16-19, i.e., each forward data
pattern has two data edges. The digital power device control-
ler 1820 generates a reference edge at the beginning of each
forward data pattern 2000 during forward communication,
and at the beginning of each reverse data pattern 2002 during
reverse communication. Accordingly, the microprocessor
1814 of the digital power device controller 1820 executes a
zero-crossing procedure (e.g., the zero-crossing procedure
600 as described above with reference to FIG. 11) at the
zero-crossing of each half-cycle. The microprocessor 1814
sets a timer interrupt for an interrupt time equal to a present
value t 7, .- of the timer plus the reference time period Tz
at step 614 only if the variable m is equal to zero at step 612
at the present zero-crossing to thus generate a reference edge
atthe timer interrupt in the first half-cycle of each forward and
reverse data pattern.

FIG. 30 is a simplified flowchart of a timer interrupt pro-
cedure 2100 that is executed by the microprocessor 1814 of
the digital power device controller 1820. The microprocessor
1814 may execute the timer interrupt procedure 2100 when
the value of the timer equals the set interrupt time at step
2110, for example, as set during the zero-crossing procedure
600. During the timer interrupt procedure 2100, the micro-
processor 1814 will execute either a forward transmitting
procedure 2200 or a reverse receiving procedure 2300. The
microprocessor 1814 uses a TX Flagto keep track of when the
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digital power device controller 1820 is presently transmitting
a forward digital message to the power devices, and uses an
RX Flag to keep track of when the digital power device
controller is presently receiving a reverse digital message
from the power devices.

If the variable m is equal to zero at step 2112 (i.e., a
reference edge is to be generated during the present half-
cycle), the microprocessor 1814 sets a base time t, equal to
the present value of the timer at step 2114. If the variable m is
not equal to zero at step 2112, the microprocessor 1814 sets
the base time t, equal to the base time t,, from the previous
half-cycle plus the first offset time period T 5, (i.e., the length
of one half-cycle) at step 2116. If the TX Flag is set at step
2118, the microprocessor 1814 executes the forward trans-
mitting procedure 2200, and the timer interrupt procedure
2100 exits. If the RX Flag is set at step 2120, the micropro-
cessor 1814 executes the reverse receiving procedure 2300,
before the timer interrupt procedure 2100 exits. If neither the
TX Flag nor the RX Flag is set at steps 2118, 2120, the
microprocessor 1814 executes the forward transmitting pro-
cedure 2200 since the digital power device controller 1820
continues to generate reference and data edges (as if the
digital ballast controller was continuously transmitting bits
“00") when the digital power device controller is not trans-
mitting or receiving digital messages.

FIG. 31 is a simplified flowchart of the forward transmit-
ting procedure 2200 that is executed by the microprocessor
1814 of the digital power device controller 1820 at the timer
interrupts when the TX Flag is set in the timer interrupt
procedure 2100. The microprocessor 1814 first drives the
switch control voltage Vg, high at step 2210 to render the
controllable switching circuit 1860 conductive and then
drives the drive voltage V5 high at step 2212 to render the
FET Q1852 of the gate coupling circuit 1850 conductive to
thus render the triac 1810 conductive. If the variable m is
equal to the number N, of data edges in each forward data
pattern (i.e., two) indicating the end of the present forward
data pattern at step 2214, the microprocessor 1814 sets the
variable m equal to zero at step 2216. If the variable m is not
equal to the number N, of data edges in each forward data
pattern at step 2214, the microprocessor 1814 increments the
variable m by one at step 2218.

If the digital power device controller 1820 is not finished
transmitting the present forward digital message at step 2220,
the microprocessor 1814 determines if there is a higher pri-
ority message to transmit at step 2222. If the microprocessor
1814 has a higher priority message to transmit and should
interrupt the digital message that is presently being transmit-
ted at step 2222, the microprocessor clears the last message
from the TX buffer at step 2224 and sets an Interrupt MSG
Flag at step 2226, before the forward transmitting procedure
2200 exits. If there is not a higher priority message to transmit
at step 2222 and the variable m is not equal to zero at step
2228, the microprocessor 1814 executes a data edge proce-
dure (e.g., the data edge procedure 800 as described above
with reference to FIG. 13), before the forward transmitting
procedure 2200 exits. During the data edge procedure 800,
the microprocessor 1814 sets the interrupt time of the next
timer interrupt equal to the base time t, plus the start symbol
time period Tz, at step 816 if the microprocessor 1814 is
presently transmitting the first bit of a start pattern, and sets a
timer interrupt for the interrupt time of the next timer interrupt
equal to the base time t,, plus the first offset time period T g,
at step 816 if the microprocessor 1814 is presently transmit-
ting the second bit of the start pattern. The start symbol time
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period T,z may be equal to approximately 8.68 millisec-
onds (i.e., 450 microseconds longer than the first offset time
period T g,).

However, if the digital power device controller 1820 just
transmitted the last two bits of the present forward digital
message in the data edge procedure 800 (i.e., it is the end of
the forward digital message) at step 2220, the microprocessor
1814 then determines if a response to the forward digital
message is required based on the nature of the command or
query in the forward digital message at step 2230. If a
response is required from the power devices 1710 at step
2230, the microprocessor 1814 sets the RX Flag at step 2232
and clears the TX Flag at step 2234, before the forward
transmitting procedure 2200 exits. If a response is not
required at step 2230, the microprocessor 1814 clears the last
forward digital message from the TX buffer at step 2236. If
there are not more forward digital messages in the TX buffer
at step 2238, the microprocessor 1814 clears the TX Flag at
step 2234 and the forward transmitting procedure 2200 exits.

FIG. 32 is a simplified flowchart of the reverse receiving
procedure 2300 that is executed by the microprocessor 1814
of' the digital power device controller 1820 at the timer inter-
rupts when the RX Flag is set in the timer interrupt procedure
2100. If the variable m is equal to zero at step 2310, the
microprocessor 1814 drives the switch control voltage Vg,
high at step 2312 to render the controllable switching circuit
1860 conductive and then drives the drive voltage V , high at
step 2212 to render the FET Q1852 of the gate coupling
circuit 1850 conductive to thus render the triac 1810 conduc-
tive. If the variable m is not equal to the number N, of data
edges in each reverse data pattern (i.e., two) at step 2316, the
microprocessor 1814 increments the variable m by one at step
2318 and sets the interrupt time of the next timer interrupt
equal to the base time t, (as determined at step 2114 of the
timer interrupt procedure 2100) plus the first offset time
period T, at step 2320, before the reverse receiving proce-
dure 2300 exits.

When the timer interrupt occurs and the reverse receiving
procedure 2300 is executed once again, the variable m will
not be equal to one at step 2310 and the microprocessor 1814
prepares to receive data of a reverse digital message from the
power devices during the window time period T, Specifi-
cally, the microprocessor 1814 drives the current-limit con-
trol signal V-, low at step 2322 to render the current-limit
circuit 1830 non-conductive to prevent the power supply
1821 from charging. The microprocessor 1814 then drives the
switch control voltage V. low at step 2324 to render the
controllable switching circuit 1860 non-conductive and then
drives the drive voltage V. high at step 2326 to render the
FET Q1852 of the gate coupling circuit 1850 conductive.
Since the controllable switching circuit 1860 is non-conduc-
tive, the triac 1810 is not rendered conductive. However, the
current sink circuit 1984 of each of the power devices is able
to conduct the active load current through the FET Q1852.

The microprocessor 1814 then waits until the end of the
window time period Ty, at step 2328. When the present
value t;4, - of the timer is equal to the base time t, plus the
length of the window time period Ty, at step 2328, the
microprocessor 1814 executes a receive data procedure 2400,
which will be explained in greater detail below with reference
to FIG. 33. The microprocessor 1814 then drives the switch
control voltage V- high at step 2330 to render the control-
lable switching circuit 1860 conductive, such that the triac
1810 is rendered conductive at the end of the window time
period T, The microprocessor 1814 also drives the cur-
rent-limit control signal V-, high at step 2332, such that the
power supply 1821 will be able to begin charging again when
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the triac 1810 is non-conductive at the beginning of the next
half-cycle. If the variable m is not equal to the number N, of
data edges in each reverse data pattern at step 2316, the
microprocessor 1814 increments the variable m by one at step
2318 and sets the interrupt time of the next timer interrupt
equal to the base time t,, plus the first offset time period T g,
at step 2320, before the reverse receiving procedure 2300
exits. When the variable m is equal to the number N, of data
edges in each reverse data pattern at step 2316, the micropro-
cessor 1814 sets the variable m equal to zero at step 2334 and
the reverse receiving procedure 2300 exits.

FIG. 33 is a simplified flowchart of the receive data proce-
dure 2400, which is executed by the microprocessor 1814 at
the end of the window time period T, when the digital
power device controller 1820 is receiving a reverse digital
message. If the variable m is equal to one at step 2410 (i.e., it
is the second half-cycle of the reverse digital message 2002)
and the magnitude of the reverse communication receive
signal V - is not high at step 2412 (i.e., indicating that the
magnitude of the controller-drop voltage V., is below the
reverse communication threshold V., -, at the end of the
window time period T;;,,), the microprocessor 1814 deter-
mines that acknowledgements have been received from all of
the power devices coupled to the digital power device con-
troller 1820. The microprocessor 1814 then clears the last
forward digital message from the TX bufter at step 2414 and
the receive data procedure 2400 exits. If the magnitude of the
reverse communication receive signal V, . is high at step
2412 (i.e., indicating that the magnitude of the controller-
drop voltage V ., is above the reverse communication thresh-
0ld V. at the end of the window time period T ;;,,), the
microprocessor 1814 determines that at least one of the power
devices did not transmit an acknowledgement and sets a
RETRY Flag at step 2416, before the receive data procedure
2400 exits.

If the variable m is equal to two at step 2418 (i.e., it is the
third half-cycle of the reverse digital message 2002) and the
magnitude of the reverse communication receive signal V_r+
is high at step 2420, the microprocessor 1814 sets the value of
the received data RX_Data equal to “Yes” (or a logic one) at
step 2422. If the magnitude of the reverse communication
receive signal Vi .- is low at step 2420, the microprocessor
1814 sets the value of the received data RX_Data equal to
“No” (or a logic zero) at step 2424. After setting the value of
the received data RX_Data at step 2422, 2424, the micropro-
cessor 1814 clears the RX Flag at step 2426 and the receive
data procedure 2400 exits.

FIGS. 34-38 show example flowcharts executed by a con-
trol circuit of a power device (e.g., the microprocessor 1960
of' the digital dimming ballast 1710, 1910) to receive forward
digital messages and transmit reverse digital messages. Spe-
cifically, FIG. 34 is a simplified flowchart of a zero-crossing
procedure 2500 executed periodically by the microprocessor
1960 of the digital dimming ballast 1710 when the magnitude
of'the control-hot voltage V -, drops below the falling thresh-
old V4 - at step 2510, i.e., at the beginning of each half-
cycle. During the zero-crossing procedure 2500, the micro-
processor 1960 renders the FET Q2044 non-conductive at
step 2512 and begins controlling the FET Q2090 to charge the
input capacitor C,,, from the bus voltage Vs at step 2514,
before the zero-crossing procedure 2500 exits.

FIG. 35 is a simplified flowchart of a rising edge procedure
2600 executed by the microprocessor 1960 or 2060 of each
digital dimming ballast 1910 when the magnitude of the
control-hot voltage V., rises above the rising threshold
V .z at step 2610. The microprocessor 1960 uses an RX
Flagto keep track of when the digital dimming ballast 1910 is
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presently receiving a forward digital message from the digital
power device controller 1820, and uses a TX Flag to keep
track of when the digital dimming ballast is presently trans-
mitting a reverse digital message to the digital power device
controller. The microprocessor 1960 first sets the rising edge
time t; equal to the present value t;,, - of the timer at step
2612. The microprocessor 1960 then renders the FET Q2090
non-conductive at step 2614 and begin controlling the FET
Q2044 to charge the bus capacitor Cx,,s from the input volt-
age V, at step 2616.

If the TX Flag is not set at step 2618, the microprocessor
1960 monitors the control-hot voltage V -, to determine if the
digital power device controller 1720 has transmitted a start
pattern to start a new forward digital message (as described
above). The microprocessor 1960 determines the last two
time periods T, T, between the rising edges of the control-
hotvoltage V ,; at step 2620 by setting the first time period T,
equal to the previous second time period T, and setting the
second time period T, equal to the rising edge time t; minus
aprevious rising edge time t;_»z ;- Next, the microprocessor
1960 determines if the last two time periods T,, T, between
the rising edges of the control-hot voltage V , are approxi-
mately equal to time periods T, zrand T; T ¢7,» - respec-
tively. Specifically, if the first period T, is not within the
default tolerance AT, of the start symbol offset time period
Torirratstep 2622, and the second period T, is not within the
default tolerance AT 5 of the difference between the line-
cycle time period T, . and the start symbol offset time period
Torirrat step 2624, the microprocessor 1960 determines that
a start pattern was not received, and sets the previous rising
edge time tz_pz, equal to the present rising edge time t, at
2626. If the RX Flag is not set at step 2628, the rising edge
procedure 2600 simply exits.

If the microprocessor 1960 received a start pattern at steps
2622,2624, the microprocessor 1960 first sets the new values
of'the time periods T 55, Tos2s Tosss Tosas at step 2630, i.e.,

Tos1=(T1+15)/2;
Tos:=Tosi+ATos,
Tos3=Tosi1+2"ATos; and

Tosa=Tosi+3 A ps-

The microprocessor 1960 then clears the RX buffer at step
2632, sets the variable x to zero at step 2634, and sets the RF
Flag at step 2636, before the rising edge procedure 2600 exits.
When the RX Flag is set at step 2628, the microprocessor
1960 executes a forward receiving procedure 2700, which
will be described in greater detail below with reference to
FIG. 36. When the TX Flag is set at step 2618, the micropro-
cessor 1960 executes a reverse transmitting procedure 2800,
which will be described in greater detail below with reference
to FIG. 37.

FIG. 36 is a simplified flowchart of the forward receiving
procedure 2700 executed by the microprocessor 1960 of each
digital dimming ballast 1710 when the RX Flag is set during
the rising edge procedure 2600. If the variable x is equal to
zero at step 2710, the microprocessor 1960 determines that
the rising edge that was just received is a reference edge of a
forward data pattern, and sets a reference edge time tzzp
equal to the rising edge time t; (from step 2612 of the rising
edge procedure) at step 2712. If the variable x is not equal to
the number N, of data edges in each forward data pattern at
step 2714, the microprocessor 1960 increments the variable x
by one at step 2716 and the forward receiving procedure 2700
exits. If the variable x is not equal to zero at step 2710, the
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microprocessor 1960 determines that the rising edge that was
just received is a data edge of a forward data pattern, and
calculates the measured offset time T,, s in dependence
upon the variable x at step 2718, i.e.,

Ty os~(tz—trer £)-(%-1)Togs)-

The microprocessor 1960 then executes a receive data proce-
dure (e.g., the receive data procedure 1000 as described above
with reference to FIG. 15) to determine the bits of data that are
encoded in the measured offset time T, .

If the MSG-RX Flag is set at step 2720 indicating that a
complete forward digital messages has been received (as set
at step 1032 of the receive data procedure 1000), the micro-
processor 1960 clears the RX Flag at step 2722. If the
received forward digital message requires a response at step
2724, the microprocessor 1960 loads a reverse digital mes-
sage including an appropriate response to the received for-
ward digital message into the TX buffer at step 2726 and sets
the TX Flag at step 2728. If the variable x is equal to the
number N, of data edges in each forward data pattern at step
2714, the microprocessor 1960 sets the variable x equal to
zero at step 2730 and the forward receiving procedure 2700
exits.

FIG. 37 is a simplified flowchart of the reverse transmitting
procedure 2800 executed by the microprocessor 1960 of the
digital dimming ballast 1910 when the TX Flag is set during
the rising edge procedure 2600. If the variable x is equal to
zero at step 2810 (i.e., it is the first half-cycle of the reverse
digital message), the microprocessor 1960 sets the reference
edge time tz 4, - equal to the to the rising edge time t, (from
step 2612 of the rising edge procedure 2600) at step 2812. If
the variable x is not equal to the number N, of data edges in
each reverse data pattern at step 2814, the microprocessor
1960 increments the variable x by one at step 2816 and sets
the interrupt time of the next timer interrupt equal to the base
time t, plus the first offset time period T, at step 2818,
before the reverse transmitting procedure 2800 exits.

At the timer interrupt, the microprocessor 1960 will
execute a reverse transmit data procedure 2900 to transmit an
ACK pulse 2007 and a “yes” pulse 2008 or a “no” pulse 2009
as will be described in greater detail below with reference to
FIG. 38. The timer interrupt is timed to occur at the beginning
of the window time period T, in each of the second and
third half-cycles of the reverse digital message 2002. During
the window time period T ;7. the microprocessor 1960 dis-
ables the current sink circuit 1984. When the triac 1810 of the
digital power device controller 1820 is rendered conductive at
the end of the window time period T, the microprocessor
1960 will execute the rising edge procedure 2600 and the
reverse transmitting procedure 2800. During the reverse
transmitting procedure 2800, when the variable x is not equal
to zero at step 2810, the microprocessor 1960 drives the
current sink enable control signal V - _z, high at step 2820 to
enable to the current sink circuit 1984. If the variable x is
equal to the number N, of data edges in each reverse data
pattern at step 2814, the microprocessor 1960 sets the vari-
able x equal to zero at step 2822 and the reverse transmitting
procedure 2800 exits.

FIG. 38 is a simplified flowchart of the reverse transmit
data procedure 2900, which is executed by the microproces-
sor 1960 of the digital dimming ballast 1910 when the value
of the timer equals the set interrupt time at step 2910. If the
variable x is equal to one at step 2912 (i.e., it is the second
half-cycle of the reverse digital message), the microprocessor
1960 drives the current sink enable control signal V o z», low
at step 2914 to disable the current sink circuit 1984 and thus
transmit an ACK pulse 2007, before the reverse transmit data
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procedure 2900. If the variable x is equal to two at step 2916
(i.e., it is the third half-cycle of the reverse digital message),
the microprocessor 1960 transmits a “yes” pulse 2008 or a
“no” pulse 2009. Specifically, if the transmit data TX_Data is
“Yes” (i.e., alogic one) at step 2918, the microprocessor 1960
maintains the current sink enable control signal V ¢ - high
at step 2920, and clears the TX Flag at step 2922, before the
reverse transmit data procedure 2900 exits. If the transmit
data TX_Data is “No” (i.e., a logic zero) at step 2918, the
microprocessor 1960 drives the current sink enable control
signal V ¢ - low at step 2924, and clears the TX Flag at step
2922, before the reverse transmit data procedure 2900 exits.

Alternatively, the power devices of the load control system
1700 may be operable to transmit reverse digital messages
that each have multiple bits of data to the digital power device
controller 1720. In addition, the power devices may be able to
receive the reverse digital messages transmitted by the other
power devices. Therefore, the power devices can transmit
more feedback information to the digital power device con-
troller 1720. For example, the digital dimming ballast 1710
may be operable to transmit the present lighting intensity of
the controlled lamp 1704 or the present power consumption
of the ballast. In addition, a line-voltage daylight sensor
coupled to the digital power device controller 1720 could
transmit the actual total light level measured by the daylight
sensor to the digital power device controller. The digital
power device controller 1720 may receive information
regarding the reliability and robustness of the communica-
tions provided with the power devices across the circuit wir-
ing 1714.

FIG. 39A is an example diagram of a message structure for
a forward digital message transmitted by a digital power
device controller (e.g., the digital ballast controller 1720 of
the load control system shown in FIG. 24). Each forward
digital message may comprise a total number Ng,, of bits
(e.g., 26 bits). The first four bits comprises a start pattern,
which includes a unique start symbol as will be described in
greater detail below with reference to FIG. 8. The start pattern
is followed by a payload, which may comprise 17 bits. For
example, the payload may comprise the link address of the
digital dimming ballast 1710 to which the forward digital
messages is being transmitted and an intensity level to which
the digital dimming ballast 1710 should control the respective
lamp 1704. The payload may also comprise a query type and
a query message. If the forward digital message is being
transmitted to upgrade settings or firmware of a power device,
the payload may simply comprise data. Each digital message
concludes with five bits that are used to determine if an error
occurred during transmission and reception of the digital
message (e.g., a checksum).

FIG. 39B is an example diagram of a forward digital mes-
sage 3000 and a reverse digital message 3002 having multiple
bits of data. For example, the forward digital message 3000
may be transmitted from the digital ballast controller 1720 to
the power devices and the reverse digital message 3002 may
be transmitted from one of the power devices to the digital
ballast controller. The power devices are configured to trans-
mit a reverse digital message 3002 in response to receiving a
forward digital message 3000 from the digital power device
controller 1720, e.g., immediately following the forward
digital messages as shown in FIG. 39B. Each forward digital
message 3000 may include a command or a query and have a
total number N, ,of bits that require a predetermined number
of line cycles to transmit. The last half-cycle of the forward
digital message 3000 may comprise a window time period
T ;7 for the power devices to transmit an acknowledgement
(as will be described in greater detail below). Each reverse
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digital message 3002 may comprise, a total number N, of
bits (e.g., 8 bits), and may extend for three line cycles. The
power devices may also be configured to transmit a reverse
digital message without receiving a forward digital message
from the digital power device controller 1720.

FIG. 40 is an example timing diagram (e.g., of the control-
hot voltage V ., and the controller-drop voltage V ., of the
load control system 1700 of FIG. 24) showing an example
reverse digital message. As mentioned above, the power
devices are operable to transmit an ACK pulse 3007 during
the last half-cycle of the forward digital message 3000 (e.g.,
such that each forward digital message may require 10.5 line
cycles to transmit). The power devices may then immediately
begin transmitting data in the first data pattern of the reverse
digital message. For example, the power devices may trans-
mit a “logic one” pulse 3008 by enabling the current sink
circuit 1984 to allow the magnitude of the controller-drop
voltage V5, to increase above the reverse communication
threshold V. 7 In addition, the power devices may trans-
mit a “logic zero” pulse 3009 by disabling the current sink
circuit 1984 to control the magnitude of the controller-drop
voltage V -, to approximately zero volts.

The power devices may also be operable to receive a
reverse digital message (e.g., the reverse digital message
shown in FIG. 40) that is transmitted by the other power
devices coupled to the digital power device controller 1720.
While each power device is transmitting a reverse digital
message, the power device is further operable to determine if
another power device is also transmitting a reverse digital
message at the same time. For example, if the power device is
transmitting a “logic zero” pulse 3009, the power device is
operable to monitor the magnitude of the control-hot voltage
V oz while the power device has disabled the current sink
circuit 1984 to determine if another control device is trans-
mitting a “logic one” pulse 3008. If so, the power device
ceases transmitting the reverse digital message to allow the
other power device to finish transmitting.

The power devices may be operable to transmit reverse
digital messages having more than the total number N, of
bits (i.e., 8 bits). For example, the power devices may be
operable to transmit the data of a reverse digital message in
multiple packets 3002A, 3002B, 3002C as shown in FIG.
39B. After each packet 3002A, 3002B, the digital power
device controller 1720 is operable to transmit a continuation
pattern (or packet) 3004, which may be a short pattern that
may extend for, e.g., three half cycles, i.e., equal to the length
of'a data pattern, but less than the length of an entire forward
digital message. Each of the packets 3002A, 3002B, 3002C
may comprise a total number N, , ». of bits (e.g., 8 bits).
Thus, as shown in FIG. 39B, a total number Ny, 7574, 0f bits
of each entire reverse digital message having three packets
3002A, 3002B, 3002C may be equal to 24 bits. Alternatively,
the reverse digital messages may comprise other numbers of
packets, such that the total number N, , o, of bits of each
entire reverse digital message may equal a different number
of bits.

The digital power device controller 1720 is operable to
transmit the continuation pattern 3004 using an old offset
time period T 5,7 from the previous packet (e.g., packet
3002A) and a new offset time period T o5, _nzp-that will be
used in the next packet (e.g., packet 3002B). Specifically, the
digital power device controller 1720 transmits the continua-
tion pattern by generating a reference edge during a first
half-cycle, rendering the controllably conductive device con-
ductive in a second subsequent half-cycle at the old offset
time period T 55, o7 plus the offset period difference AT
(e.g., approximately 100 microseconds) from the reference
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edge in the first half-cycle, and then rendering the controlla-
bly conductive device conductive after two times the new
offset time period T g, _nzp- from the reference edge in the
first half-cycle. The continuation pattern allows the power
devices to synchronize the values of the offset time periods
Tosts Tosas Tosss Toss With those being used by the digital
power device controller 1720. The power devices are oper-
able to measure the line-cycle time period T, . (i.e., two times
the new offset time period T o5, yzy,) from the continuation
pattern and update the values of the offset time periods T o5, ,
Tosss Tosss Toss Using the new offset time period T o5y vz~

One bit of each packet 3002A, 3002B, 3002C may com-
prise a parity bit for confirming the integrity of the data of that
packet. For example, the parity bit may be set to zero if the
number of ones in the packet is an odd number, and may be set
to one if the number of zeros in the packet is an even number.
If the parity bit of a packet (e.g., the packet 3002A) received
by the digital power device controller 1720 indicates that
there may be an error in the packet, the digital power device
controller 1720 is operable to transmit a retry pattern (or
packet) 3009 instead of the continuation pattern 3004 as
shown in FIG. 39D. The retry pattern 3009 is a short pattern
that may extend for, e.g., three half cycles, i.e., the length of
a data pattern, but may be different than the continuation
pattern 3004. If a power device receives a retry pattern 3009
after transmitting a packet of a reverse digital message (e.g.,
the packet 3002A), the power device will retransmit the
packet as shown in FIG. 39D. If the second transmission of
the packet 3002A is received without error, the digital ballast
controller 1720 will transmit the continuation pattern 3004
and the power device will transmit the next packet 3002B.

The digital power device controller 1720 may also be oper-
able to transmit query commands to which all of the power
devices connected to the digital power device controller 1720
may respond to individually (i.e., at different times), for
example, in sequential order based on their link addresses.
For example, the power devices may each be operable to
transmit a reverse digital message 3002, 3006, 3008 in
response to a single forward digital message 3000 as shown in
FIG. 39E. The digital power device controller 1720 may be
operable to transmit the continuation pattern 3004 after each
reverse digital message 3002, 3006, 3008. If the parity bit of
one of the reverse digital messages 3002, 3006, 3008 indi-
cates that there may be an error in the reverse digital message,
the digital power device controller 1720 is operable to trans-
mit the retry pattern 3009 instead of the continuation pattern
3004 as shown in FIG. 39F. If a power device receives a retry
pattern 3009 after transmitting a reverse digital message (e.g.,
the reverse digital message 3002 shown in FIG. 39F), the
power device will retransmit the reverse digital message. If
the second transmission of the reverse digital message 3002 is
received without error, the digital ballast controller 1720 will
transmit the continuation pattern 3004 and the next power
device will transmit the next reverse digital message 3006.

As shown in FIG. 39G, the digital power device controller
1720 may be operable to transmit multiple-packet forward
digital messages (e.g., having packets 3000A, 3000B) to the
power devices, for example, to transmit a firmware upgrade to
the power devices. The digital power device controller 1720
may transmit the continuation pattern 3002 between the pack-
ets 3000A, 30008 of the multiple-packet forward digital mes-
sage.

In addition, the digital power device controller 1720 may
be operable to transmit a start pattern immediately following
a reverse digital message to start a new forward digital mes-
sage as shown in FIG. 39H. For example, the digital power
device controller 1720 may be operable transmit a new for-
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ward digital message 3000C after a first packet 3002A of a
reverse digital message (rather than transmitting the continu-
ation pattern 3004 as shown in FIG. 39C). Further, the digital
power controller 1720 may be operable to start transmitting
bits “00” to cause the power devices to do nothing and return
to the idle state.

As previously mentioned, the digital power device control-
ler 1720 is operable to assign link addresses to the power
devices during the commissioning procedure of the two-way
load control system 1700. The power devices may be oper-
able to randomly generate a random address (which may be
the same length as the link addresses). The digital power
device controller 1720 may be operable to transmit a broad-
cast forward digital message (e.g., a query message having
the question “What is your random address?”) to all of the
power devices. The power devices that have not been assigned
a link address may respond to the broadcast message by
transmitting a reverse digital message including their random
address. While transmitting their random address, the power
devices are operable to monitor the magnitude of the control-
hot voltage V ., to determine if another control device is
transmitting its random address. Specifically, if a power
device is transmitting a “logic zero” pulse 3009 of'its random
address, the power device is operable to monitor the magni-
tude of the control-hot voltage V -, (while the power device
has disabled the current sink circuit 1984) to determine if
another control device is transmitting a “logic one” pulse
3008. If so, the power device ceases transmitting its random
address. Eventually, one power device remains transmitting
its random address, which is fully received by the digital
power device controller 1720. The digital power device con-
troller 1720 then assigns a new link address to the remaining
power device and transmits a forward digital message includ-
ing the new link address to the power device having the
random address that was just received. The digital power
device controller 1720 may then assign link addresses to the
other power devices by repeating the process, i.e., by trans-
mitting a broadcast forward digital message (e.g., a query
message having the question “What is your random
address?”) to all of the power devices.

FIG. 41 is a simplified block diagram of an example digital
dimming ballast 3110 thatis able to communicate via a circuit
wiring, e.g., the circuit wiring 1714 of the load control system
1700, as well as communicate via a wired digital communi-
cation link 3116, such as, for example, a digital addressable
lighting interface (DALI) communication link. The digital
dimming ballast 3110 shown in FIG. 41 is very similar to the
digital dimming ballast 1710 shown in FIG. 26. The digital
dimming ballast 3110 comprises a control circuit, e.g., a
microprocessor 3160, that is operable to receive the forward
digital messages and to transmit the reverse digital messages
via the circuit wiring 1714. The digital dimming ballast 3110
also comprises a digital communication circuit 3166 coupled
to the microprocessor 3160 for transmitting and receiving
digital messages via the wired communication link 3116. The
microprocessor 3160 may be operable to automatically detect
whether digital messages are being received via the circuit
wiring 1714 or the wired communication link 3116 to deter-
mine the communication medium on which the digital dim-
ming ballast 3110 will transmit and receive digital messages.
Alternatively, both communication mediums could be used to
transmit and/or receive digital messages. Additionally or
alternatively, the digital communication circuit 3166 could be
operable to transmit and receive digital messages via a wire-
less link (e.g., radio frequency, infra-red, etc).

FIG. 42 is a simplified block diagram of an example digital
dimming ballast 3210 (e.g., one of the digital dimming bal-
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lasts of the load control system 1700 of FIG. 24) that is able
to communicate and receive power via a circuit wiring (e.g.,
the circuit wiring 1714). The digital dimming ballast 3210
shown in FIG. 42 is very similar to the digital dimming ballast
1710 shown in FIG. 26. The digital dimming ballast 3210
comprises a boost converter 3230 that receives a rectified
voltage Vg, produced across an input capacitor C,, and
generates a bus voltage V., across a bus capacitor Cgy /s,
where the magnitude of the bus voltage V¢ is greater than
the peak magnitude of'the rectified voltage V-~ The digital
dimming ballast 3210 comprises a first power supply 3264
(e.g., a buck converter) configured to receive the bus voltage
V5o and generate a DC supply voltage V . for powering a
control circuit (e.g., a microprocessor 3260) and the other
low-voltage circuitry of the ballast. The digital dimming bal-
last 3210 also comprises a second, separate power supply
3265 (e.g., abuck converter) that also receives the bus voltage
Vo but is coupled to the input capacitor C,, of the boost
converter 3230 (i.e., to the rectified voltage Vz 7) for charg-
ing the input capacitor C,,when the magnitude of the control-
hot voltage V., is approximately zero volts each half-cycle
(e.g., when the triac 1810 of the digital power device control-
ler 1820 is non-conductive).

FIG. 43 is a simplified block diagram of an example digital
dimming ballast 3310 (e.g., one of the digital dimming bal-
lasts of the load control system 1700 of FIG. 24) that is able
to communicate and receive power via a circuit wiring (e.g.,
the circuit wiring 1714). The digital dimming ballast 3310
shown in FIG. 43 is very similar to the digital dimming ballast
1710 shown in FIG. 26. The digital dimming ballast 3310
comprises a boost converter 3330 that receives a rectified
voltage Vg produced across an input capacitor C,,, and
generates a bus voltage V- across a bus capacitor Cg,,
where the magnitude of the bus voltage V¢ is greater than
the peak magnitude of the rectified voltage V z o, The digital
dimming ballast 3310 comprises a power supply 3364 (e.g., a
buck converter) that receives the bus voltage Vs and has
first and second outputs. At the first output, the power supply
3364 provides a DC supply voltage V - for powering a con-
trol circuit (e.g., a microprocessor 3360) and the other low-
voltage circuitry of the ballast. The second output of the
power supply 3364 is coupled to the input capacitor C,,,0f the
boost converter 3330 for charging the input capacitor C,,,
when the magnitude of the control-hot voltage V., is
approximately zero volts each half-cycle (e.g., when the triac
1810 of the digital power device controller 1820 is non-
conductive).

FIG. 44 is a simplified schematic diagram of an example
power supply 3470 for a load control device (e.g., the power
supply 3364 of the digital dimming ballast 3310 shown in
FIG. 43). The power supply 3470 receives a bus voltage V.«
that may be generated by a boost converter 3430 (e.g., the
boost converter 3330 of the digital dimming ballast 3310
shown in FIG. 43). The boost converter 3430 comprises an
input for receiving an input voltage V,,, (e.g., a rectified volt-
age) from a rectifier circuit 3420 (e.g., a full-wave bridge
rectifier as shown in FIG. 44). An input capacitor C,, is
coupled across the input of the boost converter 3430 and may
have a capacitance of, for example, approximately 0.22 uF.
The power supply 3470 may comprise a first output 3472 for
providing a DC supply voltage V.. for powering a control
circuit (e.g., a microprocessor 3460). The power supply 3364
comprises a second output 3474 that may be coupled to the
input capacitor C,, for charging the input capacitor when the
magnitude of the control-hot voltage V 5 is approximately
zero volts. The microprocessor 3460 receives an input voltage
feedback signal V. -5 from a resistor divider that is coupled
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across the input capacitor C,, and includes two resistors
R3476, R3478 (e.g., having resistances of approximately
1857 kQ and 10 kQ, respectively). The input voltage feed-
back signal V,,, -5 has a magnitude that is representative of
the magnitude of the input voltage V..

The power supply 3470 is operable to generate the DC
supply voltage V. across a supply capacitor C3480 (e.g.,
having a capacitance of approximately 220 pF). The power
supply 3470 comprises a buck converter including a power
switching device, e.g., a FET Q3482, coupled to receive the
bus voltage V., an inductor 1.3484 (e.g., having an induc-
tance of approximately 680 uH), and diodes D3485, D3486.
The inductor 1.3484 is coupled between the FET Q3482 and
the diode D3486, while the diode D3485 is coupled between
circuit common and the junction of the FET Q3482 and the
inductor [.3484. The diode D3486 is coupled to the supply
capacitor C3480 through a first controllable switch 3488
(e.g., aFET), which may be opened and closed in response to
a switch control signal Vg -7y generated by the micropro-
cessor 3460. The power supply 3470 further comprises a buck
control circuit 3489 coupled to the gate of the FET Q3482 for
controlling the operation of the buck converter. The FET
Q3482 and the buck control circuit 3489 may be implemented
together in an integrated circuit, e.g., a VIPER16 converter,
manufactured by STMicroelectronics. The buck control cir-
cuit 3489 may be referenced to the junction of the FET Q3482
and the inductor 1.3484.

The power supply 3470 further comprises a feedback cir-
cuit 3490 configured to receive the supply voltage V.. from
the supply capacitor C3480. The feedback circuit 3490 gen-
erates a feedback signal V o -, which is coupled to the buck
control circuit 3489 through a diode D3495 to charge a
capacitor C3496. The buck control circuit 3489 is configured
to control the operation of the buck converter to generate the
DC supply voltage V. in response to the voltage generated
on the capacitor C3496 (i.e., in response to the feedback
signal V 5¢ ). The feedback circuit 3490 comprises a second
controllable switch 3492 (e.g., a FET or a bipolar junction
transistor) and a diode D3494 coupled in parallel with the
controllable switch. The microprocessor 3460 generates a
feedback circuit control signal V5 7 for controlling the
second controllable switch 3492 (i.e., to open and closed the
switch).

The microprocessor 3460 is configured to close the first
and second controllable switches 3488, 3492 to allow the
buck converter to generate the DC supply voltage V. across
the supply capacitor C3480. Because the second controllable
switch 3492 is closed, the magnitude of the feedback signal
Vps.r5 18 approximately equal to the magnitude of the DC
supply voltage V.. When the buck control circuit 3489
renders the FET Q3482 conductive, the inductor .3484 is
operable to charge from the bus voltage Vs and the DC
supply voltage V . increases in magnitude. When the FET
Q3482 is rendered non-conductive, the inductor 1.3484 is
operable to conduct current through the supply capacitor
(3480 and the diode D3485. At this time, the junction of the
source of the FET Q3482 and the inductor 1.3484 (to which
buck control circuit 3489 is referenced) is one diode drop
below circuit common, and the magnitude of the voltage
across the capacitor C3496 is one diode drop below the mag-
nitude of the feedback voltage Vg -z (which is approxi-
mately equal to the magnitude of the supply voltage V..).
Accordingly, the voltage across the capacitor C3496 is rep-
resentative of the magnitude of the supply voltage V -~ when
the diode D3485 is conductive. The buck control circuit 3489
is operable to control the duty cycle of the FET Q3482 to
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adjust the magnitude of the supply voltage V- to a target
voltage (e.g., approximately 15 volts).

The junction of the inductor [.3484 and the diode D3486 is
coupled to the input capacitor C,,, for charging the input
capacitor through the second output 3474 of the power supply
3470. At the beginning of each half-cycle of the control-hot
voltage V5 (i.e., when the magnitude of the control-hot
voltage V ., is approximately zero volts), the microprocessor
3460 is configured to open the first controllable switch 3488,
such that the input capacitor C;,, is operable to charge from
the current conducted through the inductor 1.3484. The
microprocessor 3460 is configured to also open the second
controllable switch 3492 at the beginning of each half-cycle,
such that the magnitude of the feedback signal V 55 .5 is less
than the magnitude of the DC supply voltage V. Accord-
ingly, the buck control circuit 3489 tries to increase the mag-
nitude of the DC supply voltage V - towards the target volt-
age by increasing the duty cycle of the FET Q3482 such that
the magnitude of the input voltage V. across the input
capacitor C,,, increases. Since the supply capacitor C3480 is
disconnected from the buck converter, the magnitude of the
supply voltage V - continues to decrease, and the magnitude
of the input voltage V,, continues to increase. When the
magnitude of the input voltage feedback signal V,, .5 indi-
cates that the magnitude of the input voltage V, across the
input capacitor C,,, has exceeded an input voltage threshold
Vv (6.2, approximately 100-220 volts), the microproces-
sor 3460 closes the first and second controllable switches
3488, 3492 to allow the buck converter to once again generate
the DC supply voltage V. across the supply capacitor
(C3480. Alternatively, the diode D3494 of the feedback circuit
3490 could comprise two diodes coupled in series or another
impedance element for making the magnitude of the feedback
signal V o -5 to be less than the magnitude of the DC supply
voltage V.. when the buck converter is charging the input
capacitor C,,..

The circuits and methods described herein for charging an
input capacitor of a power converter circuit (e.g., the input
capacitor C,,, for the boost converters 1930, 2030, 3230,
3330, 3430) could be used in any electronic ballast, even
ballasts that do not communicate using the communication
techniques described herein (e.g., by transmitting and receiv-
ing forward and reverse digital messages over a circuit wir-
ing). In addition, the circuits and methods described herein
for charging an input capacitor (e.g., the input capacitor C)
could be used in any two-wire load control device (e.g., an
LED driver) that may be receiving power from a phase-
control signal (e.g., a forward phase-control signal or a con-
trol-hot signal as described herein) to reduce the magnitude of
the charging current required to charge the input capacitor at
the firing time each half-cycle.

FIG. 45 is a simplified schematic diagram of another
example power supply 3570 for a load control device (e.g.,
the power supply 3364 of the digital dimming ballast 3310
shown in FIG. 43). The power supply 3570 receives a bus
voltage V,,; that may be generated by aboost converter (e.g.,
the boost converter 3430). The power supply 3570 comprises
a buck converter that is similar in operation as the buck
converter of the power supply 3470 shown in FIG. 44. How-
ever, the power supply 3570 comprises a feedback circuit
3590 that receives the DC supply voltage V. across the
supply capacitor 3480 and the input voltage feedback signal
V vz Which is representative of the magnitude of the input
voltage V;,, across the input capacitor C,,, of the boost con-
verter 3430. The feedback circuit 3590 comprises a third
controllable switch 3592 and a buffer circuit 3594. The
microprocessor 3460 generates a feedback circuit control
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signal V- for controlling the third controllable switch
3592 (i.e., to control the switch between first and second
positions).

When the power supply 3570 is charging the supply
capacitor C3480, the microprocessor 3460 closes the first
controllable switch 3488 and controls the third controllable
switch 3592 to a first position, such that the supply voltage
V o 1s coupled to the diode D3495 and the magnitude of the
feedback signal V ¢ . is approximately equal to the magni-
tude of the supply voltage V.. When the magnitude of the
control-hot voltage V., is approximately zero volts, the
microprocessor 3460 opens the first controllable switch 3488,
such that the input capacitor C;,, is operable to charge from
the current conducted through the inductor [.3484. At this
time, the microprocessor 3460 also controls the third control-
lable switch 3592 to a second position to coupled the output of
the buffer circuit 3594 to the diode D3592, such that the
magnitude of the feedback signal V ¢ .z is representative of
the magnitude of the input voltage V. across the input
capacitor Cp,,. Accordingly, the buck control circuit 3489 will
attempt to regulate the magnitude of the input voltage V,, to
a predetermined magnitude.

While the present application has been described with ref-
erence to the single-phase electric power systems shown in
FIGS. 1, 20, 22, and 24, the communication techniques of the
present invention could also be applied to two-phase and
three-phase electric power systems.

This application is related to commonly-assigned U.S.
patent application Ser. No. 13/359,722, filed Jan. 27, 2012,
entitled DIGITAL LOAD CONTROL SYSTEM PROVID-
ING POWER AND COMMUNICATION VIA EXISTING
POWER WIRING, the entire disclosure of which is hereby
incorporated by reference.

Although the present invention has been described in rela-
tion to particular embodiments thereof, many other variations
and modifications and other uses will become apparent to
those skilled in the art. It is preferred, therefore, that the
present invention be limited not by the specific disclosure
herein, but only by the appended claims.

What is claimed is:

1. A load control system comprising:

apower device adapted to receive power from an AC power
source via a power wiring; and

a controller adapted to be coupled in series electrical con-
nection on the power wiring between the AC power
source and the power device, the controller operable to
produce a phase-control voltage that is adapted to be
received by the power device, the controller comprising
a controllably conductive device adapted to be coupled
in series electrical connection between the AC power
source and the power device for generating the phase-
control voltage, and the controller operable to transmit a
forward digital message to the power device by encod-
ing digital information in timing edges of the phase-
control voltage;

wherein the power device is operable to transmit a reverse
digital message to the controller via the power wiring by
adjusting a magnitude of a controller voltage generated
across the controller prior to when the controller renders
the controllably conductive device conductive during
half-cycles of the AC power source;

wherein the controller is operable to render the controlla-
bly conductive device conductive to generate a timing
edge at a predetermined reference edge time during a
first half cycle of a data pattern of the reverse digital
message; and
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wherein the power device is operable to determine a begin-
ning of a window time period that exists during a second
half-cycle of the data pattern after a zero-crossing of the
second half-cycle, wherein a beginning of the window
time period is approximately one half-cycle duration
after the predetermined referenced edge time, the power
device operable to adjust the magnitude of the controller
voltage during the window time period to transmit a bit
of the reverse digital message.

2. The load control system of claim 1, wherein the control-
ler is operable to render the controllably conductive device
conductive at a second time during the second half-cycle of
the data pattern of the reverse digital message, such that the
window time period begins after the zero-crossing of the
second half-cycle and before the second time in the second
half-cycle.

3. The load control system of claim 2, wherein the window
time period is determine based on an offset time period from
the predetermined reference edge time.

4. The load control system of claim 3, wherein the offset
time period is equal to one half-cycle of the AC power source,
and the window time period begins approximately one half-
cycle from the predetermined reference edge time and ends at
the second time.

5. The load control system of claim 1, wherein a power
supply of the controller is operable to charge when the con-
trollably conductive device is non-conductive from the zero-
crossing of the second half-cycle to one half-cycle from the
predetermined reference edge.

6. The load control system of claim 1, wherein the control-
ler comprises a current path in parallel with the controllably
conductive device and the power device comprises an active
load circuit for conducting an active load current through the
current path when the controllably conductive device is non-
conductive to control the magnitude of the phase-control
voltage to approximately zero volts.

7. The load control system of claim 1, wherein the power
device is operable to transmit the bit of the reverse digital
message by adjusting the magnitude of the controller voltage
to be either greater than or less than a threshold voltage during
the window time period.

8. The load control system of claim 7, wherein the power
device is operable to transmit a logic high bit to the controller
by adjusting the magnitude of the controller voltage to be
greater than the threshold voltage during the window time
period.

9. The load control system of claim 7, wherein the power
device is operable to transmit an acknowledgement to the
controller by adjusting the magnitude of the controller volt-
age to be less than the threshold voltage during the window
time period.

10. The load control system of claim 1, wherein the power
device is operable to transmit the reverse digital message to
the controller in response to receiving the forward digital
message from the controller.

11. The load control system of claim 10, wherein the
reverse digital message is split up into a number of packets.

12. The load control system of claim 11, wherein the con-
troller is operable to transmit a continuation pattern between
the packets.

13. The load control system of claim 12, wherein the power
device uses a half-cycle period when transmitting the reverse
digital message to the controller, the power device operableto
update the half-cycle time period in response to the continu-
ation pattern.

14. The load control system of claim 12, wherein the con-
troller is operable to transmit a start pattern to begin transmit-
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ting a new forward digital message rather than transmitting
the continuation pattern after one of the packets of the reverse
digital message.

15. The load control system of claim 11, wherein each
packet of the reverse digital message includes an equal num-
ber of bits of the reverse digital message.

16. The load control system of claim 1, wherein the con-
troller voltage is generated across the controller, the power
device operable to transmit the reverse digital message to the
controller by encoding digital information in the controller
voltage.

17. The load control system of claim 1, wherein the load
control system is configured without accessing the power
device or an electrical load.

18. The load control system of claim 1, wherein the con-
troller comprises a two-wire device.

19. The load control system of claim 1, wherein the con-
troller has a direct connection to the neutral side of the AC
power source.

20. A load control system comprising:

apower device adapted to receive power from an AC power

source via a power wiring; and

a controller adapted to be coupled in series electrical con-

nection on the power wiring between the AC power
source and the power device, the controller operable to
produce a phase-control voltage that is adapted to be
received by the power device, the controller comprising
a controllably conductive device adapted to be coupled
in series electrical connection between the AC power
source and the power device for generating the phase-
control voltage, and the controller operable to transmit a
forward digital message to the power device by encod-
ing digital information in timing edges of the phase-
control voltage;

wherein the power device is operable to transmit a reverse

digital message to the controller via the power wiring by
adjusting a magnitude of a controller voltage generated
across the controller prior to when the controller renders
the controllably conductive device conductive during
half-cycles of the AC power source;

wherein the controller is operable to render the controlla-

bly conductive device conductive to generate a timing
edge at a predetermined reference edge time during a
first half cycle of each data pattern of the reverse digital
message, and to render the controllably conductive
device conductive at a second time during a second
half-cycle of each data pattern of the reverse digital
message, such that a window time period exists after a
zero-crossing of the second half-cycle and before the
second time in the second half-cycle, the second time
more than a duration of a half-cycle of the AC power
source away from the predetermined reference edge
time; and

wherein the power device is operable to adjust the magni-

tude of the controller voltage during the window time
period to transmit a bit of the reverse digital message.

21. The load control system of claim 20, wherein the win-
dow time period is determined based on an offset time period
from the predetermined reference edge time.

22. The load control system of claim 21, wherein the offset
time period is equal to one half-cycle of the AC power source,
and the window time period begins one half-cycle after the
predetermined reference edge time and ends at the second
time.

23. The load control system of claim 20, wherein the con-
troller comprises a two-wire device.



US 9,392,675 B2

69

24. The load control system of claim 20, wherein the con-
troller has a direct connection to the neutral side of the AC
power source.

25. The load control system of claim 20, wherein the con-
troller comprises a current path in parallel with the control-
lably conductive device and the power device comprises an
active load circuit for conducting an active load current
through the current path when the controllably conductive
device is non-conductive to control the magnitude of the
phase-control voltage to approximately zero volts.

26. The load control system of claim 20, wherein the power
device is operable to transmit the bit of the reverse digital
message by adjusting the magnitude of the controller voltage
to be either greater than or less than a threshold voltage during
the window time period.

27. The load control system of claim 26, wherein the power
device is operable to transmit a logic high bit to the controller
by adjusting the magnitude of the controller voltage to be
greater than the threshold voltage during the window time
period.

28. The load control system of claim 26, wherein the power
device is operable to transmit an acknowledgement to the
controller by adjusting the magnitude of the controller volt-
age to be less than the threshold voltage during the window
time period.

29. The load control system of claim 26, wherein the power
device is operable to transmit the reverse digital message to
the controller in response to receiving the forward digital
message from the controller.
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30. The load control system of claim 29, wherein the
reverse digital message is split up into a number of packets.

31. The load control system of claim 30, wherein the con-
troller is operable to transmit a continuation pattern between
the packets.

32. The load control system of claim 31, wherein the power
device uses a half-cycle period when transmitting the reverse
digital message to the controller, the power device operable to
update the half-cycle time period in response to the continu-
ation pattern.

33. The load control system of claim 31, wherein the con-
troller is operable to transmit a start pattern to begin transmit-
ting a new forward digital message rather than transmitting
the continuation pattern after one of the packets of the reverse
digital message.

34. The load control system of claim 30, wherein each
packet of the reverse digital message includes an equal num-
ber of bits of the reverse digital message.

35. The load control system of claim 20, wherein a con-
troller voltage is generated across the controller, the power
device operable to transmit the reverse digital message to the
controller by encoding digital information in the controller
voltage.

36. The load control system of claim 20, wherein the load
control system is configured without accessing the power
device or an electrical load.
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